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		  Datasheet File OCR Text:


		  0303 thin film chip resistor standard grade, surface mount state of the art, inc. state of the art, inc. 2470 fox hill road, state college, pa 16803-1797 2470 fox hill road, state college, pa 16803-1797 phone (814) 355-8004 fax (814) 355-2714 phone (814) 355-8004 fax (814) 355-2714 toll free 1-800-458-3401 toll free 1-800-458-3401 where quality isn't a goal...it's our tradition where quality isn't a goal...it's our tradition two packaging options are available: ? bulk packaging - (5000 per bag max.) � waffle pack - (400 per tray max.) two packaging options are available: � bulk packaging - (5000 per bag max.) � waffle pack - (400 per tray max.) packaging sota offers a full line of component parts in the 0303 size including high-reliability (customer specified testing). available options are epoxy bondable and wire bondable terminations, and custom part marking. sota offers a full line of component parts in the 0303 size including high-reliability (customer specified testing). available options are epoxy bondable and wire bondable terminations, and custom part marking. options performance characteristics performance characteristics resistance range tolerances maximum power maximum voltage resistance range tolerances maximum power maximum voltage  0.1%, 0.25%, 0.5%, 1%, 2%, 5%, 10% 50 mw 30 volts 0.1%, 0.25%, 0.5%, 1%, 2%, 5%, 10% 50 mw 30 volts part numbering mechanical length width thickness top term. approx. weight length width thickness to p term. approx. weight inches .030 (+.002/-.002) .030 (+.002/-.002) .009 - .011 .004 - .006 .00073 grams inches .030 (+.002/-.002) .030 (+.002/-.002) .009 - .011 .004 - .006 .00073 grams mm .76 (+.05/-.05) .76 (+.05/-.05) .23 - .27 .10 - .15 mm .76 (+.05/-.05) .76 (+.05/-.05) .23 - .27 .10 - .15 power derating current noise typical life test performance power dissipation protective encapsulant protective encapsulant 99.6% alumina chip 99.6% alumina chip precision thin film resistor precision thin film resistor features 
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