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		  Datasheet File OCR Text:


		  world products inc. 19654 8th st. east, sonoma, ca, usa, 95476 . . phone: (707) 996-5201 . . fax: (707) 996-3380 tvs diodes - 3000 watt specifications -  3kp series electrical characteristics part number* rated standoff voltage vwm breakdown voltage maximum stand by current @vwm+ id 10/1000s maximum clamping voltage @ippm# vc max 10/1000s rated peak impulse current ippm# vbr (volts) @it (volts) min max (ma) (a) (volts) (amperes) 3kp5.0 5.00 6.40 7.55 10 1000 9.6 312.5 3kp5.0a 5.00 6.40 7.25 10 1000 9.2 326.0 3kp6.0 6.00 6.67 8.45 10 1000 11.4 263.2 3kp6.0a 6.00 6.67 7.67 10 1000 10.3 291.3 3kp6.5 6.50 7.22 9.14 10 500 12.3 243.9 3kp6.5a 6.50 7.22 8.30 10 500 11.2 267.9 3kp7.0 7.00 7.78 9.86 10 200 13.3 225.6 3kp7.0a 7.00 7.78 8.95 10 200 12.0 250.0 3kp7.5 7.50 8.33 10.67 1 100 14.3 209.8 3kp7.5a 7.50 8.33 9.58 1 100 12.9 232.6 3kp8.0 8.00 8.89 11.30 1 50 15.0 220.0 3kp8.0a 8.00 8.89 10.23 1 50 13.6 220.6 3kp8.5 8.50 9.44 11.92 1 25 15.9 188.8 3kp8.5a 8.50 9.44 10.82 1 25 14.4 208.4 3kp9.0 9.00 10.00 12.60 1 10 16.9 177.4 3kp9.0a 9.00 10.00 11.50 1 10 15.4 194.8 3kp10 10.00 11.10 14.10 1 5 18.8 159.6 3kp10a 10.00 11.10 12.80 1 5 17.0 176.4 3kp11 11.00 12.20 15.40 1 5 20.1 149.2 3kp11a 11.00 12.20 14.00 1 5 18.2 184.8 3kp12 12.00 13.30 16.90 1 5 22.0 136.4 3kp12a 12.00 13.30 15.30 1 5 19.9 150.6 3kp13 13.00 14.40 18.20 1 5 23.8 126.0 3kp13a 13.00 14.40 16.50 1 5 21.5 139. 4 3kp14 14.00 15.60 19.80 1 5 25.8 116.2 3kp14a 14.00 15.60 17.90 1 5 23.2 129.4 3kp15 15.00 16.70 21.10 1 5 26.9 111.6 3kp15a 15.00 16.70 19.20 1 5 24.4 123.0 add "c" or "ca" suffix for bidirectional device types. + = for bidirectional types having vwm  world products inc. 19654 8th st. east, sonoma, ca, usa, 95476 . . phone: (707) 996-5201 . . fax: (707) 996-3380 tvs diodes - 3000 watt specifications -  3kp series electrical characteristics - (continued) part number* rated standoff voltage vwm breakdown voltage maximum stand by current @vwm+ id 10/1000s maximum clamping voltage @ippm# vc max 10/1000s rated peak impulse current ippm# vbr (volts) @it (volts) min max (ma) (a) (volts) (amperes) 3kp16 16.00 17.80 22.60 1 5 28.8 104.2 3kp16a 16.00 17.80 20.50 1 5 26.0 115.4 3kp17 17.00 18.90 23.90 1 5 30.5 98.4 3kp17a 17.00 18.90 21.70 1 5 27.6 106.6 3kp18 18.00 20.00 25.30 1 5 32.2 93.2 3kp18a 18.00 20.00 23.30 1 5 29.2 102.8 3kp20 20.00 22.20 28.10 1 5 35.8 83.8 3kp20a 20.00 22.20 25.50 1 5 32.4 92.6 3kp22 22.00 24.40 30.90 1 5 39.4 76.2 3kp22a 22.00 24.40 28.00 1 5 35.5 84.4 3kp24 24.00 26.70 33.80 1 5 43.0 69.8 3kp24a 24.00 26.70 30.70 1 5 38.9 77.2 3kp26 26.00 28.90 36.60 1 5 46.6 64.4 3kp26a 26.00 28.90 33.20 1 5 42.1 71.2 3kp28 28.00 31.10 39.40 1 5 50.0 60.0 3kp28a 28.00 31.10 35.80 1 5 45.4 66.0 3kp30 30.00 33.30 42.20 1 5 53.5 56.0 3kp30a 30.00 33.30 38.30 1 5 48.4 62.0 3kp33 33.00 36.70 46.50 1 5 59.0 50.4 3kp33a 33.00 36.70 42.20 1 5 53.3 56.2 3kp36 36.00 40.00 50.70 1 5 64.3 46.6 3kp36a 36.00 40.00 46.00 1 5 58.1 51.6 3kp40 40.00 44.40 53.30 1 5 71.4 42.0 3kp40a 40.00 44.40 51.10 1 5 64.5 46.4 3kp43 43.00 47.80 60.50 1 5 76.7 39.2 3kp43a 43.00 47.80 54.90 1 5 69.4 43.2 3kp45 45.00 50.00 63.30 1 5 80.3 37.4 3kp45a 45.00 50.00 57.50 1 5 72.7 41.2 add "c" or "ca" suffix for bidirectional device types. + = for bidirectional types having vwm  world products inc. 19654 8th st. east, sonoma, ca, usa, 95476 . . phone: (707) 996-5201 . . fax: (707) 996-3380 tvs diodes - 3000 watt specifications -  3kp series electrical characteristics - (continued) part number* rated standoff voltage vwm breakdown voltage maximum stand by current @vwm+ id 10/1000s maximum clamping voltage @ippm# vc max 10/1000s rated peak impulse current ippm# vbr (volts) @it (volts) min max (ma) (a) (volts) (amperes) 3kp48 48.00 53.30 67.50 1 5 85.5 35.0 3kp48a 48.00 53.30 61.30 1 5 77.4 38.8 3kp51 51.00 56.70 71.80 1 5 91.1 37.0 3kp51a 51.00 56.70 65.20 1 5 82.4 36.4 3kp54 54.00 60.00 76.00 1 5 96.3 31.2 3kp54a 54.00 60.00 69.00 1 5 87.1 34.4 3kp58 58.00 64.40 81.60 1 5 103.0 29.2 3kp58a 58.00 64.40 74.10 1 5 93.6 32.0 3kp60 60.00 66.70 84.50 1 5 107.0 28.0 3kp60a 60.00 66.70 76.70 1 5 96.8 31.0 3kp64 64.00 71.10 90.10 1 5 114.0 26.4 3kp64a 64.00 71.10 81.80 1 5 103.0 29.2 3kp70 70.00 77.80 98.60 1 5 125.0 24.0 3kp70a 70.00 77.80 89.50 1 5 113.0 26.6 3kp75 75.00 83.30 105.70 1 5 134.0 22.4 3kp75a 75.00 83.30 98.80 1 5 121.0 24.8 3kp78 78.00 86.70 109.80 1 5 139.0 21.6 3kp78a 78.00 86.70 99.70 1 5 126.0 22.8 3kp85 85.00 94.40 119.20 1 5 151.0 19.8 3kp85a 85.00 94.40 108.20 1 5 137.0 20.8 3kp90 90.00 100.00 126.50 1 5 160.0 18.8 3kp90a 90.00 100.00 115.50 1 5 146.0 20.6 3kp100 100.00 111.00 141.00 1 5 179.0 16.6 3kp100a 100.00 111.00 128.00 1 5 162.0 18.6 3kp110 110.00 122.00 154.50 1 5 196.0 15.4 3kp110a 110.00 122.00 140.50 1 5 177.0 16.8 3kp120 120.00 133.00 169.00 1 5 214.0 14.0 3kp120a 120.00 133.00 153.00 1 5 193.0 15.6 add "c" or "ca" suffix for bidirectional device types. + = for bidirectional types having vwm  world products inc. 19654 8th st. east, sonoma, ca, usa, 95476 . . phone: (707) 996-5201 . . fax: (707) 996-3380 tvs diodes - 3000 watt specifications -  3kp series electrical characteristics - (continued) part number* rated standoff voltage vwm breakdown voltage maximum stand by current @vwm+ id 10/1000s maximum clamping voltage @ippm# vc max 10/1000s rated peak impulse current ippm# vbr (volts) @it (volts) min max (ma) (a) (volts) (amperes) 3kp130 130.00 144.00 182.50 1 5 231.0 13.0 3kp130a 130.00 144.00 165.50 1 5 209.0 14.4 3kp150 150.00 167.00 211.50 1 5 268.0 11.2 3kp150a 150.00 167.00 192.50 1 5 243.0 12.4 3kp160 160.00 178.00 226.00 1 5 287.0 10.4 3kp160a 160.00 178.00 205.00 1 5 259.0 11.6 3kp170 170.00 189.00 239.50 1 5 304.0 9.8 3kp170a 170.00 189.00 217.50 1 5 275.0 11.0 add "c" or "ca" suffix for bidirectional device types. + = for bidirectional types having vwm  world products inc. 19654 8th st. east, sonoma, ca, usa, 95476 . . phone: (707) 996-5201 . . fax: (707) 996-3380 tvs diodes - 3000 watt -  3kp series features 3kp series features l 3000 watt peak pulse power dissipation l avaliable in voltages from 10v to 170v l unidirectional and bidirectional l glass passivated junction l low clamping factor l avaliable in bulk or tape and reel (reel quantity = 800 pieces) l each device 100% surge tested l ul 497b recognized, file # e135015 absolute maximum ratings l peak pulse power dissipation (pppm) at 25?.......................................................................... 3000w l steady state power dissipation at lead temperature = 75? (lead length 3/8" min.)................ 8w l operating and storage temperatures........................................................................ -55? to + 175? l ul497b, file # e135015 mechanical dimensions
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