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		  Datasheet File OCR Text:


		  d228 dmx  connector  1.0mm pitch i/o connectors 1.0mm pitch specifications  ?current rating: 0.5a ac, dc ?voltage rating: 125v ac, dc ?temperature range: -55?c to +85?c (including temperature rise in applying  electrical current) ?contact resistance: initial value/40m ? max.  after environmental testing/60m  ? max.  ?insulation resistance: 1,000m ? min.  ?withstanding voltage: 500v ac/minute  * rohs compliant products are published. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. the dmx connector is an i/o connector designed to connect notebook pcs or pdas (personal digital assistants). features  ?distortion preventive device the contacts are bellows type, which are resistant to distortion during mating and unmating. ?one-touch locking device ?insulation displacement system the cable is connected to the plug using the insulation displacement method.  special application tooling is available  to aid assembly. ?emi shielding effect ?embossed tape for automatic mounting the dmx receptacle is very light, and can be packaged in embossed tape for automatic mounting.

 d229 plug  8.0 27.0 13.0 27.85  6.5 plug assembly 6.3 18.5 14.2 plug housing d  jst  a k  a 1.0 4.6 12.0 15.0 16.5 strain relief a model no. material and finish DMX-PHA26-A113-10  pc, ul94v-0 model no. material dmx-psr26-a11a copper alloy, nickel-undercoated id part; tin-plated (reflow treatment) mating part; gold-plated glass-filled pbt, ul94v-0 housing shell contact stainless steel d  jst  a k  a 1.0 4.6 12.0 15.0 16.5 strain relief b 16.2 26.2 6.55 12.75 metal cover a 16.0 26.1 6.55 (17.25) metal cover b model no. material model no. material stainless steel model no. material dmx-pmc26-11b stainless steel dmx-pmc26-10a pc, ul94v-0 dmx-psr26-a11b 4.45 27.0 22.3 (7.65) d  jst k  a cover housing 6.0 21.65 7.8 4.0 lock (16.25) 8.5 14.0 10.0 bushing model no. material model no. material lock button metal fixture pc, ul94v-0 stainless steel model no. material pvc, ul94v-0 dx-p-b26-12 dmx-psla-11 pc, ul94v-0 dmx-pch26-11 dmx  connector rohs compliance this product displays (lf)(sn) on a label. rohs compliance rohs compliance rohs compliance rohs compliance rohs compliance rohs compliance rohs compliance

 d230 12.5 26.0  0.1 19.0  0.05 10.05  0.1 0.55  0.1 0.5  0.05 0.35min. 2.8min. 2 ---  2.0  0.05  0.05   0 2 ---  1.85 pc board layout  (viewed from component side)  6.9 4.6 0.5 12.5 20.5 30.0 26.0 2-m1.6 circuit no.26 circuit no.2 circuit no.1 circuit no.25 5.4 model no. q'ty / reel dmx-rn26s-50e-tf material and finish contact housing copper alloy, nickel-undercoated, id part; gold-plated solder tail; tin-plated (reflow treatment) lcp, ul94v-0 shell stainless steel clamp steel, nickel-undercoated,  tin/copper alloy-plated 750 16.0  0.1 feeding direction 4.0  0.1 2.0  0.1  1.55  0.05 carrier tape cover tape 1.75  0.1 20.2  0.1 40.4  0.1 44.0  0.3 feeding direction (  13) 2.0  0.5  380  2.0 + 2.5 -1 45.5 feeding direction cover tape leader carrier tape the end part 160min. connector mounting part 400min. leader part 100min. receptacle  taping specifications  dmx  connector note: 1. specifications conform to jis c 0806.  the tape width, connector recess dimensions,etc. are determined by the number o f circuits and external shape of the connecter to be loaded. 2. specifications are subject to change without prior notice. note: 1. tolerances are non-cumulative:  0.05mm for all centers. 2. the dimensions above should serve as a guideline. contact jst for details. rohs compliance this product displays (lf)(sn) on a label.
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