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		  Datasheet File OCR Text:


		  ex-245 evacuated miniature oven controlled crystal  oscillator       emxo tm          vectron international  -  267 lowell road, hudson,  nh 03051  -  tel: 1-88-vectron-1  -  web:  www.vectron.com   - 1 -  ex-245 series    hi-reliability evacuated miniature crystal oscillat or  emxo tm       features  ?   radiation tolerant to > 100krad (si) total dose   ?   low power consumption:  ex-245 evacuated miniature oven controlled crystal  oscillator       emxo tm          vectron international  -  267 lowell road, hudson,  nh 03051  -  tel: 1-88-vectron-1  -  web:  www.vectron.com   - 2 -    screening option     ordering code   s  b        test inspection  s-level screening  b-level screening   nondestructive bond pull  mil-std-883  method 2023    n/a  internal visual  per  mil-prf-55310 requirement  per   mil-prf-55310 requirement  stabilization bake  mil-std-883  method 1008, condition c  150 o c for 48hrs  mil-std-883  method 1008, condition c  150 o c for 48hrs  thermal shock  mil-std-883  method 1011, condition a  0 o c to 100 o c for 15cycles  n/a  temperature cycling  (1)   mil-std-883  method 1010, condition a  -55 o c to 85 o c  (2)   for 10cycles  mil-std-883  method 1010, condition a  -55 o c to 85 o c  (2)   for 10cycles  constant acceleration  (1)   mil-std-883  method 2001  1000gs  (3)  y1 only  mil-std-883  method 2001  1000gs  (3)  y1 only  seal (fine & gross leak)  (1)   n/a (vacuum seal)  n/a (vacuum seal)  pind  mil-std-883  method 2020, condition b  10g peak at 60hz  minimum  n/a  electrical test  per  mil-prf-55310 requirement  per   mil-prf-55310 requirement  burn-in  (1)   85 o c  (2)  for 240hrs  85 o c  (2)  for 160hrs  electrical test  per  mil-prf-55310 requirement  per   mil-prf-55310 requirement  radiographic  mil-std-883  method 2012  n/a  note:   (1)  these test inspections deviate from screening r equirements for class 2 oscillator in mil-prf-55310 .  (2)  the maximum operating and storage temperature o f the ex-245 is +85 o c. the ex-245 shall not be exposed to temperature h igher than +85 o c at length of time.   (3)  the design and construction of the ex-245 can w ithstand up to 1000gs constant acceleration         environmental conditions (designed to meet)           ?   radiation tolerant (operating):    active devices ar e selected from a family of product that is inheren tly             radiation tolerant to meet 100krad (si) total  dose    ?   mechanical shock (survive)***:    mil-std-202, test  method 213, condition e (1000g, 0.5msec)    ?   vibration random (survive)***:    mil-std-202, test  method 214, condition i-f (20grms, 3 minutes/axis)    ?   vibration sine (survive)***:    mil-std-202, test me thod 204, condition d (20grms, 20 minutes/axis)    note:   *** met by design, not tested 

 ex-245 evacuated miniature oven controlled crystal  oscillator       emxo tm          vectron international  -  267 lowell road, hudson,  nh 03051  -  tel: 1-88-vectron-1  -  web:  www.vectron.com   - 3 -          package outline     pin function     pin #    with efc     fixed frequency      1    efc    no connection      2-4    no connection    no connection      8    case/gnd    case/gnd      9    output    output      13-14    no connection    no connection      15    vref    no connection      16    supply    supply      pin numbers are for reference only. they do not app ear on unit        reflow profile         precaution:      ex-245 series shall not expose to temperature highe r than 230c  during reflow process. if exposing to temperature h igher than 230c,  stability and power consumption may permanently deg rade.           ordering information   ex   245   c   a   d   5 0 8   a   12.8000   ex = emxo   package    245   supply voltage    c  = 5.0 vdc +/-5%   output    a  = cmos  g  = +0dbm sine  h  = +3dbm sine   temperature & stability    c-308  = +/-30 ppb over  -0 o c to +70 o c   d-508  = +/-50 ppb over  -20 o c to +70 o c  f-107  = +/-100 ppb over -40 o c to +85 o c   other options    a  = electrical frequency control (efc)  f  = fixed frequency    output frequency    10.0000 mhz   12.8000 mhz   13.0000 mhz  16.3840 mhz  20.0000 mhz   mhz   s   screening options    s  = product level s  b  = product level b  e  = engineering model (em)  p  = proof of design (pod) / prototype  -   -   -   -   s   crystal  options    s  = swept quartz   n  = non-swept quartz  150  183   220   60s   60-90s   45-60s   time (s)   temperature ( o c)  




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of EX-245-C-AF-107FPS-FREQ 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























