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		  Datasheet File OCR Text:


		  rf inductors 2/ 2002 p age 14 www . delevan . com  e-mail: apisales@delevan . com 270 quaker rd., east aurora ny 14052  ? phone 716-652-3600  ? fax 716-652-4814 srf minimum (mhz) current rating max. (ma) dc resistance maximum (ohms) pa rt  number inductance (nh) t olerance test frequency (mhz) q minimum series 1008hf unshielded surface mount inductors 1320 1275 1235 1075 1053 965 950 930 900 870 847 570 550 390 375 405 395 375 360 345 330 320 310 300 290 280 275 273 270 325 320 315 305 300 285 280 275 273 0.070 0.075 0.080 0.105 0.110 0.130 0.135 0.140 0.150 0.160 0.170 0.370 0.400 0.800 0.850 0.910 0.950 1.05 1.15 1.25 1.35 1.45 1.55 1.65 1.75 1.85 1.95 2.00 2.05 1.40 1.45 1.50 1.60 1.65 1.80 1.90 1.95 2.00 >3000 >3000 >3000 2700 2400 2250 2000 1800 1600 1500 1350 1200 1050 1000 900 850 800 700 600 550 500 465 425 415 375 340 330 325 305 290 200 165 150 120 110 60 50 40 50 50 50 50 50 50 50 50 50 50 50 50 50 50 25 25 25 25 25 25 25 25 25 25 25 25 25 25 25 25 7.9 7.9 7.9 7.9 7.9 7.9 7.9 7.9 40 40 30 30 30 30 30 30 30 30 30 20 20 15 15 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% ?0% 4.7 8.2 10.0 12.0 15.0 18.0 22.0 27.0 33.0 39.0 47.0 56.0 68.0 82.0 100 120 150 180 220 270 330 390 470 560 620 680 750 820 910 1000 1200 1500 1800 2200 2700 3300 3900 4700 physical parameters inches millimeters a 0.095 to 0.115 2.41 to 2.92 b 0.085 to 0.105 2.16 to 2.66 c 0.075 to 0.095 1.91 to 2.41 d 0.010 to 0.030 0.26 to 0.76 e 0.040 to 0.060 1.02 to 1.52 f 0.060 (ref. only) 1.52 (ref. only) g 0.045 (ref. only) 1.14 (ref. only) dimensions ??and ??are over terminals. w eight max.  (grams)   0.1 operating temperature range    55? to +125? current rating at 90? ambient    35? rise maximum power dissipation at 90? non-magnetic: 0.169 w f errite: 0.208 w  note    consult factory for custom applications pa ck a ging   t ape & reel (8mm): 7" reel, 2000 pieces max.; 13" reel, 7000 pieces max. made in the u.s.a.   p atent protected series 1008hf non-magnetic core 1008hf-047m 1008hf-082m 1008hf-100m 1008hf-120m 1008hf-150m 1008hf-180m 1008hf-220m 1008hf-270m 1008hf-330m 1008hf-390m 1008hf-470m 1008hf-560k 1008hf-680k 1008hf-820k 1008hf-101k series 1008hf ferrite core 1008hf-121k 1008hf-151k 1008hf-181k 1008hf-221k 1008hf-271k 1008hf-331k 1008hf-391k 1008hf-471k 1008hf-561k 1008hf-621k 1008hf-681k 1008hf-751k 1008hf-821k 1008hf-911k 1008hf-102k 1008hf-122k 1008hf-152k 1008hf-182k 1008hf-222k 1008hf-272k 1008hf-332k 1008hf-392k 1008hf-472k optional tolerances:   j = 5% h = 3% g = 2% f = 1%
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