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		  Datasheet File OCR Text:


		  17 xxxx 3.0 (0.118) 1.2 (0.047) 2.5 (0.098) 2.5 (0.098) 13 r0.2 (0.008) standard tol.:   0.3 (0.012) 3.40 (0.134) 7.40 (0.291) 0.6 (0.024) 2.00 max. (0.079) max. mhz band ceramic resonators (smd)  pbrc-g series c 1 c 2 resonator out r f v dd  = 5.0v 7 4 3 2 1 14 mc14069ub (motorola) r f  = 1m ? c 1 ,  c 2  :  30pf (typ) features ?excellent frequency stability ?low profile ?reflow solderable ?excellent solderability (nickel barrier + au flash termination) applications ?car accessories ?cam-corders ?digital cameras ?pdas ?pc peripherals t olerance  = ?.5% (standard) 03 = ?.3% (option) packaging  t ape and reel, 2,000 pcs/reel g: no built-in capacitor  oscillating frequency (mhz) 3.58 to 8.00mhz series how to order pbrc - 4.00 g r  test circuit dimensions millimeters (inches) note:  c1 & c2 are referenced capacitance value to measure each parameter under. test circuit (ic = mc14069ub). c1 & c2 values would be modified - depend upon various ic to be used. 1.7 (0.067) 1.7 (0.067) 4.0 5.0 (0.197) the thickness of solder paste: 0.2mm (0.008) (0.157) recommended land pattern  recommended reflow profile packaging - taping specifications mm (inches) frequency frequency t emperature standard series range t olerance stability ic frequency (25?) (mhz) ?05% ?05% mc14069ub 3.58, 4.00, pbrc-g 3.58 to 8.00 (op. ?.3%) (-40 to 85?) motorola 4.19, 6.00, 8.00 temp  c 230  5 150 to 180 60 sec time - sec. peak 230  5  c 200  c within 20 sec 4.0 (0.157) 2.0 (0.079)  1.5 (0.059) 3.8 (1.496) 16.0 (0.630) 7.5 (0.295) 1.75 (0.069) 8.0 (0.315) 2.1 (0.083) 0.3 (0.012) 7.8 (0.307)  1.5 (0.059) 2000pcs/reel [  255 (10.04)] mm (inches)
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