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		  Datasheet File OCR Text:


		  26 www.ctparts.com volume manufacturer of quality inductors,            chokes & coils ? for more information contact our distributor: inductors inc. ,  5 technology drive, irvine, ca  92618 inside us 800-533-8295   outside us 949-623-2460   fax 949-623-1401 5/16/00 ordering info central tech l test q q test srf dcr rated part inductance freq. fact. freq. min. max. dc number (h) (mhz) min. (mhz) (mhz) ( ? ? ) (ma) ct1008ls-122_ 1.2 7.9 32 50 220 0.60 600 ct1008ls-152_ 1.5 7.9 31 50 200 0.70 600 ct1008ls-182_ 1.8 7.9 29 25 180 0.82 500 ct1008ls-222_ 2.2 7.9 28 25 160 1.0 450 ct1008ls-272_ 2.7 7.9 27 25 140 1.1 450 ct1008ls-332_ 3.3 7.9 27 25 130 1.3 400 ct1008ls-392_ 3.9 7.9 26 7.9 80 1.4 400 ct1008ls-472_ 4.7 7.9 26 7.9 70 1.5 360 ct1008ls-562_ 5.6 7.9 26 7.9 70 1.7 360 ct1008ls-682_ 6.8 7.9 25 7.9 45 1.9 310 ct1008ls-822_ 8.2 7.9 25 7.9 45 2.3 310 ct1008ls-103_ 10 7.9 24 7.9 40 2.5 300 ct1008ls-123_ 12 2.5 24 7.9 40 3.1 290 ct1008ls-153_ 15 2.5 23 7.9 35 3.9 260 ct1008ls-183_ 18 2.5 23 7.9 35 5.8 220 ct1008ls-223_ 22 2.5 22 7.9 30 6.8 200 ct1008ls-273_ 27 2.5 22 7.9 30 7.7 190 ct1008ls-333_ 33 2.5 22 7.9 30 8.9 180 ct1008ls-393_ 39 2.5 21 7.9 20 9.2 170 ct1008ls-473_ 47 2.5 21 7.9 20 10.5 160 ct1008ls-563_ 56 2.5 20 5.0 20 11.8 150 ct1008ls series from 1.2 h to 56 h  not shown at actual size. characteristics operating temperature:   -55  c to +85  c inductance tolerance:   2%, 5%, 10% & 20% material:   wire-wound ferrite core packaging:   tape & reel, 2,000 parts per reel solderability:   wave & reflow soldering terminations:   tin termination (standard). gold flashing also available by adding a  ? g ? after tolerance. please specify tolerance code when ordering. ct1008ls-122_ g = 2%, j = 5%, k = 10%, m = 20% add letter?g? at the end of part number for gold terminations pad layout smd wire-wound chip inductors new!

 27 volume manufacturer of quality inductors,            chokes & coils ? www.ctparts.com for more information contact our distributor: inductors inc. ,  5 technology drive, irvine, ca  92618 inside us 800-533-8295   outside us 949-623-2460   fax 949-623-1401 5/16/00 ct1008ls series notes size a b c d e f mm 2.55 2.38 2.10 2.00 0.50 1.43 inches 0.100 0.091 0.083 0.079 0.020 0.056 physical dimensions smd wire-wound chip inductors new!
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