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		  Datasheet File OCR Text:


		  1 1.27mm pitch 68-circuit connector for pc cards. features  ?header pins are designed to be protected against static electricity ? easy inspection and touch-up after reflow soldering the smt type header is 0.635mm pitch, with single row solder tails positioned so that inspection and touch-up after reflow soldering is easy. ?socket two mounting methods, dual row straddle type and in line smt type with variation of pc board offset distance. newly lined up springy grounding pin type socket provides easy but stable grounding circuit connection between pc board to metal section of card frame by springy no.1 and no.35 grounding pins. ?applicable to low-voltage (3.3v) card headers for type  iii cards have a groove to be applicable to  the low-voltage (3.3v) cards. specifications  ?current rating:  0.5a ac, dc/line  ?temperature range: -40?c to +85?c ( including temperature rise in applying electrical current) ?contact resistance: initial value/40m ? max.  after environmental testing/20m ? max. (variation from initial value) ?withstanding voltage: 500v ac/minute  ?insulation resistance: 1,000m  ? min. (initial)  ?mating/unmating  life: 10,000 cycles * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. standards  0 recognized e60389 1 certified lr20812 pc card  connector  c  type   68-circuit pc card connectors 1.27mm pitch pc card

 pc card  connector  c  type 2 jst icm-c68s-ts13-5033a circuit no.1 mark 41.91 1.27 1.3 46.45 44.45 1.27 0.5 41.91 3.3 2.75 1.3 0.3 3.0 6.0 0.5 4.6 3.6 rib length ta il length ta il length jst icm-c68s-ts13-5034a circuit no.1 mark 41.91 1.27 1.27 46.45 44.45 1.27 0.5 0.6 41.91 3.0 6.0 3.3 2.75 1.3 3.5 3.2 0.5 rib length ta il length ta il length jst icm-c68s-ts13-5073a circuit  no.1 mark  41.91 1.27 1.3 46.45 44.45 3.0 6.0 1.27 0.5  41.91 3.3 2.75 1.3 3.5 0.5 0.195 3.2 0.5 rib length ta il length ta il length 0.4 41.91 1.27 0.5 2.5 3.3 0.7 2.75 (2.27) 1.27 41.91 46.45 44.45 circuit no.1 circuit no.1 mark jst k-    icm-c68s ta il length 3.0 6.0 rib length socket  fig.1 dual-row straddle type fig.2 circuit q'ty / box tail length (mm) material and finish model no. 68 icm-c68s-ts13-5033a icm-c68s-ts13-5034a icm-c68s-ts13-5073a icm-c68s-ts13-6032 3.6 4.6 3.2 3.5 3.2 3.5 480 480 480 360 rib length (mm) 3.0 3.0 3.0 3.0 2.5 off-set dimension solder tail grounding spring dual-row  straddle type center center  center contact: copper alloy, nickel-undercoated,                 mating part; gold-plated                  solder tail; tin-plated (reflow treatment) housing: pa6t, ul94v-0, black without contact: copper alloy, nickel-undercoated,                 mating part; gold-plated                  solder tail; tin-plated (reflow treatment) housing: lpc, ul94v-0, black grounding spring: copper alloy,                 nickel-undercoated, gold-plated with (circuit   no.1, no.35) fig.3 dual-row straddle type with grounding spring fig.4 icm-c68s-ts13-6032 rohs compliance    this product displays (lf)(sn) on a label. note: 1. icm-c68s-ts13-5033a, icm-c68s-ts13-5034a and icm-c68s-ts13-5073a are not ul/csa approved. 2. icm-c68s-ts13-6032 is not csa approved

 3 pc card  connector  c  type socket  fig.5 fig.6 icm-c68s-ts13-5083a icm-c68s-ts13-5084et icm-c68s-ts13-5087ft 360 / box 1500 / reel 1500 / reel single-row smt type circuits q'ty tail length (mm) material and finish model no. 68 rib length (mm) 3.0 4.0 4.0 2.6 2.6 2.6 off-set dimension (mm) solder tail grounding spring 0.18 0.5   0.3   contact: copper alloy, nickel-undercoated,                 mating part; gold-plated                 solder tail; tin-plated  (reflow treatment) housing: pa6t, ul94v-0, black without fig.7 single-row smt type 42.545 0.635 46.45 44.45 41.91  1.27  0.18 1.3 jst  icm-c68s-ts13-5083a circuit  no.1 mark  2.6 circuit  no.68 circuit  no.34 circuit  no.35 circuit  no.1 0.9525 circuit  no.2 0.25 3.0 6.0 3.3 2.75 1.3 0.5 tail length off-set amount rib length circuit no.1 mark circuit no.68 circuit no.34 circuit no.35 circuit no.1 circuit no.2 0.5 2.6 3.3 2.7 6.0 4.0 0.25 1.27 46.45 44.45 41.91 0.635 0.9525 42.545 tail length off-set amount rib length 0.3 circuit no.1 mark circuit no.68 circuit no.34 circuit no.35 circuit no.1 circuit no.2 2.6 0.25 1.27 45.45 43.95 41.91 0.635 0.7025 42.545 4.0 6.0  1.15 0.5 3.3 2.75 1.15 tail length off-set amount rib length 0.5 rohs compliance   this product displays (lf)(sn) on a label. note: 1. icm-c68s-ts13-5084et & icm-c68s-ts13-5087ft are supplied on embossed-tape. 2. not ul/csa approved.

 4 socket  pc card  connector  c  type fig.8 icm-c68s-ts13-6095h fig.10 icm-c68s-ts13-6084a fig.9 icm-c68s-ts13-6084b single-row smt type (with grounding spring) with single-row smt type with grounding spring contact: copper alloy, nickel-undercoated,                 mating part; gold-plated                 solder tail; tin-plated  (reflow treatment) housing: lcp, ul94v-0, black grounding spring: copper alloy,                    nickel-undercoated, gold-plated icm-c68s-ts13-6095h icm-c68s-ts13-6084b icm-c68s-ts13-6084a 360 360 360 circuits tail length (mm) material and finish model no. 68 rib length (mm) 4.0 3.0 3.0 2.0 2.0 2.6 off-set dimension (mm) solder tail grounding spring 0.25 0.5   q'ty / box  (note 1) (circuit  no.1, no.35) 0.635 4.0 6.0 0.5 2.0 3.3 2.75 0.25 0.25 off-set amount 0.25 1.27 41.91 46.45 44.45 42.545 circuit no.2 circuit no.35 circuit no.1 circuit no.1 circuit no.1 mark circuit no.68 circuit no.34 tail length rib length 0.5 2.0 2.75 1.15 0.5 1.27 41.91 46.45 44.45 42.545 circuit no.2 circuit no.35 circuit no.1 circuit no.1 circuit no.1 mark circuit no.68 circuit no.34 tail length rib length 0.635 0.25 3.0 6.0 0.5 off-set amount 3.3 0.5 0.5 off-set amount 0.5 3.3 2.75 1.15 0.25 1.27 41.91 0.635 6.0 46.45 44.45 42.545 circuit no.2 circuit no.35 circuit no.1 circuit no.1 circuit no.1 mark circuit no.68 circuit no.34 tail length rib length 2.6 3.0 rohs compliance   this product displays (lf)(sn) on a label. note: 1. the products supplied on embossed-tape are also available. 2. not ul/csa approved.

 5 pc card  connector  c  type socket  0.5 2.6 1.6 3.3 2.75 0.95 0.95 off-set amount 1.27 41.91 0.635 3.0 6.0 46.45 44.45 42.545 circuit no.2 circuit no.35 circuit no.1 circuit no.1 circuit no.1 mark circuit no.68 circuit no.34 tail length rib length 0.25 0.5 2.0 3.3 2.75 0.25 0.25 off-set amount circuit no.1 circuit no.1 mark 3.0 6.0 0.25 46.45 44.45 1.27 41.91 0.635 42.545 circuit no.2 circuit no.35 circuit no.1 circuit no.68 circuit no.34 tail length rib length 2.6 0.5 0.50 off-set amount 0.5 3.3 2.75 1.15 0.25 1.27 41.91 0.635 3.0 6.0 46.45 44.45 42.545 circuit no.2 circuit no.35 circuit no.1 circuit no.1 circuit no.1 mark circuit no.68 circuit no.34 tail length rib length circuits material and finish model no. 68 with without   ( note 1) icm-c68s-ts13-6086a 360 off-set dimension (mm) grounding spring solder tail single-row smt type with / without grounding spring 0.95 2.6 3.0 icm-c68s-ts13-6n95d icm-c68s-ts13-6n84a 360 360 0.25 0.50 2.0 2.6 3.0 3.0 contact: copper alloy, nickel-undercoated,                 mating part; gold-plated                 solder tail; tin-plated  (reflow treatment) housing: lcp, ul94v-0, black grounding spring: copper alloy,                    nickel-undercoated, gold-plated contact: copper alloy, nickel-undercoated,                 mating part; gold-plated                 solder tail; tin-plated  (reflow treatment) housing: lcp, ul94v-0 tail length (mm) rib length (mm) q'ty / box  (note 2) (circuit  no.1, no.35) fig.11 icm-c68s-ts13-6086a fig.12 icm-c68s-ts13-6n95d fig.13 icm-c68s-ts13-6n84a rohs compliance   this product displays (lf)(sn) on a label. note: 1. grounding springs are not installed. note:  2. the products supplied on embossed-tape are also available. note:  3. not ul/csa approved. single-row smt type (with / without grounding spring)

 6 pc card  connector  c  type rohs compliance   this product displays (lf)(sn) on a label. header / smt type (for type  i cards)  n      jst      icm-c68h-ss1a-4104 1.27 circuit  no.1 circuit  no.35 circuit  no.68 circuit  no.34  0.44 46.6 42.545 0.3 0.635 20.5 8.0 l 2.8 1.27 41.91 0.9 54.2 60.0 0.9 3.55 1.4 1.0 48.0 4.0 1.2 r      jst      icm-c68h-ss1a-4103 1.27 circuit  no.35 circuit  no.1  0.44 circuit  no.34 circuit  no.68 3.5 1.2 1.0 1.4 48.0 4.0 20.5 0.9 54.2 60.0 0.9 1.27 41.91 8.0 l 2.8 46.6 42.545 0.3 0.635 circuits q'ty / box material and finish model no. 68 type normal reverse icm-c68h-ss1a-4104 icm-c68h-ss1a-4103 110 contact:  phosphor bronze, nickel-undercoated,                mating part; gold-plated                solder tail; tin-plated (reflow treatment) housing: pps, ul94v-0, natural normal type reverse type circuit no. dimensions (mm) 1, 17, 34, 35, 51, 68 2 to 16, 18 to 33, 37 to 50, 52 to 66 36, 37 5.0        0.1 4.25      0.1 3.5        0.1 dimension l circuit no. dimensions (mm) 1, 17, 34, 35, 51, 68 2 to 16, 18 to 33, 37 to 50, 52 to 66 36, 37 5.0        0.1 4.25      0.1 3.5        0.1 dimension l

 7 header / smt type (for type  ii cards) n   jst   icm-c68h-ss1a-4109t 0.9 0.9 1.27  0.44 46.6 42.545 0.3 0.635 20.5 1.2 3.5 5.6 1.0 48.0 4.0 1.4 2.8 8.0 l 1.27 41.91 52.0 54.2 60.0 circuit  no.1 circuit  no.35 circuit  no.34 circuit  no.68 solder tab r   jst   icm-c68h-ss1a-4108t 0.9 0.9 1.27  0.44 20.5 1.2 3.5 5.6 1.0 1.4 48.0 4.0 52.0 54.2 60.0 1.27 41.91 8.0 l 2.8 46.6 42.545 0.3 0.635 circuit  no.1 circuit  no.34 circuit  no.35 circuit  no.68 solder tab circuits q'ty / box material and finish model no. type 68 normal reverse icm-c68h-ss1a-4109t icm-c68h-ss1a-4108t contact:  phosphor bronze, nickel-undercoated, mating part; gold-plated solder tail; tin-plated (reflow treatment) housing: pps, ul94v-0, natural solder tab: phosphor bronze, copper-undercoated, tin-plated (reflow treatment) 80 normal type reverse type circuit no. dimensions (mm) 1, 17, 34, 35, 51, 68 2 to 16, 18 to 33, 37 to 50, 52 to 66 36, 37 5.0        0.1 4.25      0.1 3.5        0.1 dimension l circuit no. dimensions (mm) 1, 17, 34, 35, 51, 68 2 to 16, 18 to 33, 37 to 50, 52 to 66 36, 37 5.0        0.1 4.25      0.1 3.5        0.1 dimension l pc card  connector  c  type rohs compliance   this product displays (lf)(sn) on a label.

 8 pc card  connector  c  type circuits q'ty / box material and finish model no. 68 contact:  phosphor bronze, nickel-undercoated, mating part; gold-plated solder tail; tin-plated (reflow treatment) housing: pa6t, ul94v-0, black 90 ICM-C68H-S112-400N1 icm-c68h-s112-400r1 type normal reverse header / smt type for 3.3v (for type  iii cards)  normal type (stand off 0mm) reverse type (stand off 0mm) 0.635 9.7 l 1.27 41.91 52.0 54.2 47.6 54.4 0.7 5.5 46.6 42.545 0.3 58.0 22.2 circuit  no.1 circuit  no.34 circuit  no.35 circuit  no.68 46.6 9.7 l 1.27 41.91 52.0 54.2 47.6 54.4 5.5 0.7 58.0 0.635 42.545 0.3 22.2 circuit  no.1 circuit  no.35 circuit  no.34 circuit  no.68 circuit no. dimensions (mm) 1, 17, 34, 35, 51, 68 2 to 16, 18 to 33, 37 to 50, 52 to 66 36, 37 5.0        0.1 4.25      0.1 3.5      0.1 dimension l circuit no. dimensions (mm) 1, 17, 34, 35, 51, 68 2 to 16, 18 to 33, 37 to 50, 52 to 66 36, 37 5.0        0.1 4.25      0.1 3.5        0.1 dimension l rohs compliance   this product displays (lf)(sn) on a label. not ul/csa approved.

 9 10.5 l 1.27 41.91 52.0 54.2 8.0 1.0 0.635 46.6 42.545 0.3 58.0 23.0 circuit  no.35 circuit  no.1 circuit  no.34 circuit  no.68 circuits q'ty / box material and finish model no. 68 contact:  phosphor bronze, nickel-undercoated, mating part; gold-plated solder tail; tin-plated (reflow treatment) housing: pa6t, ul94v-0, black 75 icm-c68h-s112-403n1 1, 17, 34, 35, 51, 68 2  to  16, 18  to  33, 37  to  50, 52  to  66 36, 67 circuit no. dimensions (mm) dimension l 5.0    0.1 4.25  0.1 3.5    0.1 header / smt type (for type  iii  cards)  normal type (stand off 2.5mm) pc card  connector  c  type rohs compliance   this product displays (lf)(sn) on a label. not ul/csa approved.

 10 pc card  connector  c  type (52.8) 36.7 (68.3) 5.5 62.5 77.7 stroke:8.0 13.1 6.0 3.5 (52.8) 36.7 (68.3) 5.5 62.5 77.7 13.1 6.0 3.5 stroke:8.0 ejector / smt type (for type  iii cards)  right button (stand off 0mm) left button (stand off 0mm) q'ty / box model no. applicable header icme-c68r-300ha icme-c68l-300ha ICM-C68H-S112-400N1 icm-c68h-s112-400r1 20 20 type right button left button material and finish guide bar: pbt, ul94v-0 frame: stainless rotating arm: stainless push bar: pbt, ul94v-0 eyelet: copper alloy rohs compliance    ejector displays    a on a label. ( shows space.) application header displays (lf)(sn) on a label. not ul/csa approved. [ [

 11 (52.8) 36.7 (68.3) 5.5 62.5 77.7 13.1 8.0 6.0 3.5 8.0 (52.8) 36.7 (68.3) 5.5 62.5 77.7 13.1 6.0 3.5 stroke:8.0 stroke:8.0 ejector / smt type (for type  iii cards)  right button (stand off 2.5mm) left button (stand off 2.5mm) q'ty / box applicable header model no. icme-c68r-303ha icme-c68l-303ha icm-c68h-s112-403n1 20 20 type right button left button material and finish guide bar: pbt, ul94v-0 frame: stainless rotating arm: stainless push bar: pbt, ul94v-0 eyelet: copper alloy pc card  connector  c  type rohs compliance    ejector displays    a on a label. ( shows space.) application header displays (lf)(sn) on a label. not ul/csa approved. [ [

 12 pc card  connector  c  type 5.6 (52.8) 36.7 (68.3) 5.5 64.5 83.0 13.1 58.6 52.1 3.3 8.14 54.4 circuit  no.35 circuit  no.1 circuit  no.2 circuit  no.68 circuit  no.34 stroke:8.0 (52.8) 36.7 (68.3) 5.5 64.5 83.0 13.1 3.3 5.6 8.14 54.4 58.6 52.1 circuit  no.35 circuit  no.1 circuit  no.68 circuit  no.33 circuit  no.34 stroke:8.0 ejector mounted header / through-hole type for 3.3v (for type  iii cards)  right button (stand off 0mm) normal left button (stand off 0mm) normal guide bar: pbt, ul94v-0 frame: stainless rotating arm: stainless push bar: pbt, ul94v-0 eyelet: copper alloy contact:  phosphor bronze, nickel-undercoated, mating part; gold-plated solder tail; tin-plated (reflow treatment) housing: pbt, ul94v-0 q'ty / box model no. icme68h-r0-d1120nha icme68h-l0-d1120nha   type right button left button material and finish rohs compliance    this product displays (lf)(sn) a on a label. not ul/csa approved.

 13 ejector mounted header / through-hole type for 3.3v (for type  iii cards)  (52.8) 36.7 (68.3) 5.5 64.5 83.0 13.1 3.3 5.6 8.14 54.4 58.6 52.1 circuit no.34 circuit no.68 circuit no.66 circuit no.67 circuit no.1 circuit no.35 stroke:8.0 (52.8) 36.7 (68.3) 5.5 64.5 83.0 13.1 3.3 5.6 8.14 54.4 58.6 52.1 circuit no.1 circuit no.35 circuit no.34 circuit no.68 stroke:8.0 guide bar: pbt, ul94v-0 frame: stainless rotating arm: stainless push bar: pbt, ul94v-0 eyelet: copper alloy contact:  phosphor bronze, nickel-undercoated, mating part; gold-plated solder tail; tin-plated (reflow treatment) housing: pbt, ul94v-0 q'ty / box model no. icme68h-r0-d1120rha icme68h-l0-d1120rha   type right button left button material and finish right button (stand off 0mm) reverse left button (stand off 0mm) reverse pc card  connector  c  type rohs compliance    this product displays (lf)(sn) a on a label. not ul/csa approved.

 14 pc card  connector  c  type (52.8) 36.7 (68.3) 5.5 64.5 83.0 13.1 58.6 52.1 3.3 2.7 0.46 5.5 6.0 3.5 54.4 10.5 stroke:8.0 circuit  no.34 circuit  no.68 circuit no.1 circuit no.35 5.5 (52.8) 36.7 (68.3) 5.5 64.5 83.0 13.1 58.6 52.1 3.3 2.7 10.5 2.54 6.0 3.5 54.4 10.5 circuit no.34 circuit no.68 circuit  no.1 circuit  no.35 stroke:8.0 10.5 2.54 0.46 ejector mounted header / through-hole type for 3.3v (for type  iii cards)  guide bar: pbt, ul94v-0 frame: stainless rotating arm: stainless push bar: pbt, ul94v-0 eyelet: copper alloy contact:  phosphor bronze, nickel-undercoated, mating part; gold-plated solder tail; tin-plated (reflow treatment) housing: pbt, ul94v-0 locator:  pbt, ul94v-0 q'ty / box model no. icme68h-r0-d1121nha icme68h-l0-d1121nha   type right button left button material and finish right button (stand off 5mm) normal left button (stand off 5mm) normal rohs compliance    this product displays (lf)(sn) a on a label. not ul/csa approved.

 15 (52.8) 36.7 (68.3) 5.5 64.5 83.0 13.1 58.6 52.1 2.7 3.3 10.5 2.54 0.46 5.5 6.0 3.5 54.4 10.5 stroke:8.0 circuit no.35 circuit no.1 circuit no.68 circuit no.34 36.7 (68.3) 54.4 (52.8) 5.5 64.5 83.0 13.1 58.6 52.1 3.3 2.7 10.5 2.54 0.46 5.5 6.0 3.5 10.5 circuit no.35 circuit no.1 circuit  no.68 circuit  no.34 stroke:8.0 ejector mounted header / through-hole type for 3.3v (for type  iii cards)  guide bar: pbt, ul94v-0 frame: stainless rotating arm: stainless push bar: pbt, ul94v-0 eyelet: copper alloy contact:  phosphor bronze, nickel-undercoated, mating part; gold-plated solder tail; tin-plated (reflow treatment) housing: pbt, ul94v-0 locator:  pbt, ul94v-0 q'ty / box model no. icme68h-r0-d1121rha icme68h-l0-d1121rha   type right button left button material and finish right button (stand off 5mm) reverse left button (stand off 5mm) reverse pc card  connector  c  type rohs compliance    this product displays (lf)(sn) a on a label. not ul/csa approved.

 16 pc card  connector  c  type note: 1. tolerances are non-cumulative: 0.05mm for all centers. 2. this layout is applied to the headers model nos. icm-c68h-ss1a-4103/-4104/-4108t/-4109t.  3. hole dimensions differ according to the kind of pc board and piercing method.   the dimensions above should serve as a guideline.  contact jst for details.  pc board layout  (viewed from component side)  header/smt type (for type i ,  ii   cards) (refer to note 2 below) 53.3  0.05 56.0  0.05  2.4 61.0  0.05 2.48  0.05 47.5  0.05 42.545  0.05 circuit no.1 circuit no.35 circuit no.68 circuit no.34 2.8 (pad  length) 2 ...  2.2 0.635  0.05 0.35  0.035 (pad width) 3.1  0.05 5.5  0.05 3.5  0.05 6.0  0.05 +0.1   0  1.9 +0.1   0

 17 pc card  connector  c  type 7.0 5.0 59.00.05 both sides of pc board (x2) 41.910.1 52.10.05 1.270.05 17.30.03 no.1 2-  2.2 0.70.05 64.50.05 54.40.05 1.9050.05 5.7150.05 no.34 no.68 no.35 no.2 68-  0.90.05 +0.1   0 2-  1.35 +0.1   0 2-  2.2 +0.1 +0 note: 1. hole dimensions differ according to the kind of pc board and piercing method.  the dimensions above should serve as a guideline.  contact jst for details.  2. tolerances are non-cumulative: 0.05mm for all centers. 3. this layout is applied to the headers model no. ICM-C68H-S112-400N1/400r1 and to ejectors model no. icme -c68l-300ha/c68r-30 0ha. 4. this layout is applied to the header model no. icm-c68h-s112-403n1 and  to ejectors model no. icme-c68l-303ha/c68r-303ha. 5. this layout is applied to the ejector mounted headers model no. icme68h-r0-d1120nha/l0-d1120nha/r0-d1121nha/l0-d1121nha. 6. this layout is applied to the ejector mounted headers model no. icme68h-r0-d1120rha/l0-d1120rha/r0-d1121rha/l0-d1121rha. pc board layout  (viewed from component side)  7.0 esd pad(x2) 2---  1.7 +0.1   0 12.90.05 64.50.05 4.40.05 3.0 2---  1.35 +0.1   0 5.0 2---  2.2 +0.1   0 0.635 0.05 42.545 0.05 52.1 0.05 25.10.05 47.60.05 54.40.05 59.0 0.05 2---  2.2 +0.1   0 smt type/stand off 0mm type  iii cards (refer to note 3 below) 42.5450.05 52.10.05 0.6350.05 55.10.05 14.30.05 64.50.05 7.0 59.00.05 esd pad(x2) 1.6 0.05 2---  2.2 +0.1   0 2---  1.3 +0.1   0 3.00.05 2---  1.35 +0.1   0 5.0 54.40.05 2---  2.2 +0.1   0 smt type/stand off 2.5mm type  iii cards (refer to note 4 below) through-hole type/ type  iii cards normal type (refer to note 5 below) 7.0 59.00.05 both sides of pc board (x2) 41.910.1 52.10.05 1.270.05 17.30.03 no.68 0.70.05 64.50.05 2---  1.35 +0.1   0 1.9050.05 5.7150.05 no.35 no.1 no.34 + 0.1    0 68---  0.90.05 2---  2.2 5.0 54.40.05 + 0.1    0 2---  2.2 through-hole type/ type  iii cards reverse type (refer to note 6 below)
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