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		  Datasheet File OCR Text:


		    rev date:  9/30/2009  1   www.seielect.com     this specification may be changed at any time without prior notice    marketing@seielect.com    please confirm technical specificatio ns before you order and/or use.    lc series  sip thick film resistor networks    stackpole electronics, inc. resistive product solutions    features:   ?  standard low profile  ?   6, 8 or 10 pins standard  ?   4, 5, 7, 9, 11 and 12 pins available  ?  steel leads standard  ?  conformally coated  ?   absolute tcr typically better than 100ppm  ?   tcr tracking typically better than 50ppm  ?   rohs compliant / lead-free available (lcf)            t y pe / code 1%, 2% 0.125w each resistor 1 lesser of   pr or maximum working voltage ohmic range and tolerance lc 125oc 200v 100 ppm/oc 30 ?  - 100k ? power rating         (watts) @ 70oc resistance temperature  coefficient derated to           0 load @ max working  voltage 1   electrical specifications          no. of pins "l" max. 4 0.41 (10.41) 5 0.51 (12.95) 6 0.61 (15.49) 7 0.71 (18.03) 8 0.81 (20.57) 9 0.91 (23.11) 10 1.01 (25.65) 11 1.11 (28.19) 12 1.21 (30.73) low profile - lc series   mechanical specifications  (inches ? mm)                         test test results per mil-r-s83401  (% ? r max.) single common (bussed)                  pull - up / pull-down discrete (isolated) terminator thermal shock 0.5% low temperature operation 0.5% short time overload 0.5% moisture resistance 0.5% load life @ 70oc - 1,000 hours 1% resistance to soldering heat 0.25% terminal strength 0.25% shock (specified pulse) 0.25% vibration (high frequency) 0.25%                  perf ormance characteristics                standar d configurations ? low profile sip package                    nominal resistance 2.2k t y pe description tolerance v alue t y pe qt y description code lc standard 4 = 4 pin 8 = 8 pin 1 bussed 1% e24 all 1,000 bulk b lcf rohs 5 = 5 pin 9 = 9 pin 2isolated 2% e24 6 = 6 pin 0 = 10 pin 7 = 7 pin 1 = 11 pin pin count circuit type 2 = 12 pin lc sei type pin count 8 circuit type 1 tolerance 2% packaging b   how to order   
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