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		  Datasheet File OCR Text:


		  technical support / drawings / specifications :  www.fciconnect.com 18 the most flexible solution features benefits 1.00 mm spacing for ffc / fpc /  cic  available in 4 to 30 positions  right angle or vertical type  excellent cable retention with  small size slider  kinked solder tails available  the gas-tight, high pressure (gth) contact system ensures a low cost connection  with reliability equal to gold plating.  the zero insertion force connection allows an increased number of mating  cycles with minimal wear.  the zif pre-holding process provides a stable and reliable mating operation.  the slider ensures maximum cable retention with a minimum size.  fork shaped contacts mean stable and low contact resistance.  kinked solder tails provide added pcb retention.  product variations cover a broad range of applications. technical data material housing :  nylon, glass reinforced, ul94v-0, black  slider :  nylon, glass reinforced, ul94v-0, black (for cic : milky-white)  contact : phosphor bronze, tin alloy plated pc board pattern  (component side) slw series - zif / through hole

 19 dimensions in mm technical support / drawings / specifications /  www.fciconnect.com slw series - zif / through hole the most flexible solution 1.00 mm spacing for ffc / fpc /  cic ordering data dimensions no of contacts 4 to 30  terminal type r  =  right angle s  =  straight cable type 1  =   fpc/ffc  5  =   cic  series slw    25   s  -  1   c7    variation a7 = non-kinked terminal c7 = kinked terminal  1 x total no. of pos +6.2   + _ 0.30 1 x total no. of pos +6.2   + _ 0.30 1 x total no. of pos +1.2   + _ 0.30 1 x total no. of pos +1.2   + _ 0.30 tray packaging right angle straight circuitry type   for recommended circuitry type see page  31
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