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		  Datasheet File OCR Text:


		  shielded smd ferrite wire wound inductor |||||||||||||||  aisc-1008s-xxx standard specifications: options and part identification:  (left blank if standard) applications: features: 2.54 x 2.11 x 2.74mm pb  rohs  compliant  parameters abracon p/n:  aisc-1008s-xxx series operating temperature: -25c to + 125c storage temperature: -25c to + 85c, 70% rh max. abracon is  iso 9001 / qs 9000  certified  abracon is  iso 9001 / qs 9000  certified  30332  esperanza, rancho santa margarita, california  92688 tel 949-546-8000  |  fax 949-546-8001 | www.abracon.com revised: 11.15.07 visit www.abracon.com for terms & conditions of sale ? excellent for power line dc/dc conversion applications ? used in hard disk, notebook computer and other   electronic equipment t tape & reel m20% tolerance code  aisc - 1008s -   -   -  please refer to the table  above. g n i g a k c a p e d o c   e c n a t c u d n i ? high inductance value & electrical strength ? magnetic shielding & excellent thermal stability ? high reliability & easy surface mount assembly part l. test q  q test srf r dc i dc number l (  h) freq tolerance min freq min max max  aisc-1008(l)- (khz) (20%) (mhz) (mhz) (   )  (ma) 1r0m 1.0 100 m 35 1 350 0.05 2000 1r5m 1.5 100 m 35 1 260 0.06 2000 1r8m 1.8 100 m 35 1 230 0.09 1900 2r7m 2.7 100 m 38 1 190 0.14 1600 3r9m 3.9 100 m 38 1 175 0.26 1200 4r7m 4.7 100 m 38 1 160 0.35 1100 5r6m 5.6 100 m 38 1 150 0.40 900 6r8m 6.8 100 m 38 1 120 0.60 800 100m 10 100 m 38 1 105 0.95 720 150m 15 100 m 38 1 40 1.15 600 220m 22 100 m 40 1 26 1.40 550 330m 33 100 m 45 1 20 1.60 500 390m 39 100 m 45 1 16 1.85 470 470m 47 100 m 45 1 19 2.50 420 680m 68 100 m 45 1 12 3.80 300 820m 82 100 m 45 1 9.0 4.20 300 101m 100 100 m 45 1 7.0 5.80 280 121m 120 100 m 50 1 7.0 6.20 250 151m 150 100 m 50 1 5.8 7.50 220 221m 220 100 m 55 1 10.0 10.0 210 331m 330 100 m 55 1 3.8 11.5 190 471m 470 100 m 55 1 3.1 16.5 180 561m 560 100 m 55 1 2.8 18.0 150 681m 680 100 m 55 1 2.5 24.0 140 821m 820 100 m 45 1 1.5 26.0 120 102m 1000 100 m 45 1 2.0 30.0 110

 shielded smd ferrite wire wound inductor |||||||||||||||  aisc-1008s-xxx 2.54 x 2.11 x 2.74mm pb  rohs  compliant  abracon is  iso 9001 / qs 9000  certified  abracon is  iso 9001 / qs 9000  certified  30332  esperanza, rancho santa margarita, california  92688 tel 949-546-8000  |  fax 949-546-8001 | www.abracon.com revised: 11.15.07 visit www.abracon.com for terms & conditions of sale outline drawing: tape & reel:  tape and reel 750pcs/reel dimensions: mm z a c dimensions of tape  dimensions of reel acz 1782.0 12.0+1.5 601.0 aisc-1008s series dimensions: inches                          mm a (mm) b (mm) k (mm) p (mm) w (mm) pcs/reel 3.85 3.85 2.85 8 12 750 aisc-1008s abracon p/n
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