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		  Datasheet File OCR Text:


		  never beaten frozen winters!  torrential springs!  blistering summers!  dusty autumns! be enclosures a trading name of the elektron components ltd by seasons enclosures datasheet:layout 1  2/9/10  16:00  page 1

 www.bulgin.co.uk bea01s - abs bep01s - polycarbonate  80 x 72 x 53mm  slotted mounting holes, 66.2 x 58.8mm  2 x m20 threaded knock-outs suitable for m20 glands  option for single pre-drilled 22mm ? hole in lid  pcb mounting posts suitable for m3 self tapping screws  abs or flame retardant polycarbonate  grey or black base  transparent, smoked grey, black, grey or yellow lid 72.80 26.5 24.5 2.0 18.6 80.20 c l bea02s - abs bep02s - polycarbonate  80 x 106 x 53mm  slotted mounting holes, 66.2 x 92.0mm  2 x m20 threaded knock-outs suitable for m20 glands  option for two pre-drilled 22mm ? holes in lid  pcb mounting posts suitable for m3 self tapping screws  abs or flame retardant polycarbonate  grey or black base  transparent, smoked grey, black, grey or yellow lid c l c l 58.0 66.20 80.20 37.19 84.7 92.0 106.0 slotted mounting holes 4.0 x 5.0 106.0 26.5 24.5 2.0 18.6 80.20 c l c l c l 23.18 58.0 66.20 80.20 51.5 58.8 72.8 slotted mounting holes 4.0 x 5.0 size 1 enclosure            size 2 enclosure            66.2 58.8 4 holes 4.0 ?  66.2 92.0 4 holes 4.0 ? mounting hole details mounting hole details enclosures datasheet:layout 1  2/9/10  16:02  page 2

 www.bulgin.co.uk v bea03s - abs bep03s - polycarbonate  80 x 139 x 53mm  slotted mounting holes, 66.2 x 125mm  2 threaded knock-outs suitable for m20 glands  option for three pre-drilled 22mm ? holes in lid  pcb mounting posts suitable for m3 self tapping screws  abs or flame retardant polycarbonate  grey or black base  transparent, smoked grey, black, grey or yellow lid c l c l 58.0 66.20 80.20 53.7 117.7 125.0 139.0 slotted mounting holes 4.0 x 5.0 139.0 26.5 24.5 2.0 18.6 80.20 c l  combifoot rail mounting accessory  suitable for ts32 & ts35 rails  available in black or grey  part numbers: grey - be123456 black - be123457  wall mounting accessory  easy fix to enclosure  available in black or grey part numbers: grey - be123458 black - be123459 accessories  cable glands  m20 thread  cable range 3.5-8mm supplied with gasket  available in black or grey part numbers: grey - be123460 black - be123461 size 3 enclosure            66.2 125.0 4 holes 4.0 ? mounting hole details enclosures datasheet:layout 1  2/9/10  16:04  page 3

 be a 01s b  t  1 part no system material a = abs - ul94hb p = polycarb - ul94v-0 size 01s = 80 x 72 x 53 02s = 80 x 106 x 53 03s = 80 x 139 x 53 base colour b = black g = grey lid colour b = black g = grey s = smoke grey # y = yellow t = transparent pre-drilled lid holes 0 = no holes 1 = with hole(s) (1 x 22mm? size 1, 2 x 22mm? size 2 & 3 x 22mm? size 3 enclosures) # available upon request specifications beaxxx bepxxx sealing: ip67 ip67 material: abs polycarbonate flammability rating: ul94hb ul94v-0 gasket tpe tpe temperature rating: ?20oc to +85oc ?20oc to +100oc be enclosures features  ip67 rated, dust and waterproof for short-term submersion to 1m depth  two materials, polycarbonate - ul94v-0 rated or abs - ul94hb rated  threaded m20 knock-outs, premoulded areas that can be pushed out for use with m20 size cable glands  plastic lid fixing screws, corrosion resistant  captive lid screws, standard on all lids  additional pre-drilled 22mm holes in the lid may be specified, suitable for standard switches and indicators  pcb mounting, mounting posts and slots for pcb as standard  self tapping screw fixing, standard feature  transparent top cover, available in clear and smoke grey  accessories: wall mounting brackets combifoot - ts32  & ts35 din rail mounting m20 cable glands for use in knock-outs  registered design part number example: bea02sgt0 = size 2, abs material, grey base, transparent lid with no holes bulgin components elektron components ltd. melville court, spilsby road, romford, essex, uk rm3 8sb te l : +44 (0)1708 343800 fax: +44 (0)1708 376544 www.bulgin.co.uk email : sales@bulgin.co.uk enclosures datasheet:layout 1  2/9/10  16:05  page 4
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