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		  Datasheet File OCR Text:


		  (2,54mm) .100" ssa series ssa?115?s?t ssa?118?w?g ssa?108?w?t?ra www.samtec.com ra option ssa ? ra = right angle lead style 1 no. of po  si  tions ? w = wire wrap plat  ing option (7,37) .290 (0,64) .025 sq (14,61) .575 (3,84) .151 (0,25) .010 x (0,56) .022 (requires ?w lead style) note:  some lengths, styles  and options are non-standard,  non-returnable. ? g = 10" (0,25m)  gold  ?t = matte tin 01 thru 32 (2,54) .100 typ (2,54) .100 (0,38) .015 (2,54) .100 x no. of positions (5,46) .215 w/w p.c. mates with: ts, hts, bbs,  bbl, bhs, lbs ? s = p.c. (16,66) .656  (0,64)  .025  sq  high reliability double side-wipe contacts selectively plated for lower contact resistance standoffs allow for easy board cleaning snap-strip feature ul rated 94 v- o high temp pet polyester body for complete speci cations  see www.samtec.com?ssa insulator material: black pet polyester contact material:  phosphor bronze plating:  au or sn over  50? (1,27?) ni flammability rating: ul 94v-o insulation resistance: 5000 m   min operating temp range: -55? to +125? with gold -55? to +105? with tin heat de?  ection temp: 215? @ 264 psi (1,8 mpa) dielectric withstanding  voltage:  1000 vrms current rating:  1a   contact resistance:  10 m  lead size range:  (0,38mm) .015" to  (0,56mm) .022" dia  and most ic leads insertion depth: (1,27mm) .050" to  (3,30mm) .130"  insertion force:  (single contact only) 10 oz (2,78n) average  withdrawal force:  (single contact only) 5 oz (1,39n) average rohs compliant:  ye s lead-free solderable: wave only  specifications f-210-1 low  cost  socket  strips
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