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		  Datasheet File OCR Text:


		  ipt1?120?01?s?d?ra ipt1?110?01?s?d ips1?120?01?s?d?vs www.samtec.com note:   some sizes, styles and  options are non-standard,  non-returnable. mini  mate ?   connector  set f-209 for complete speci cations  see www.samtec.com?ipt1 or  www.samtec.com?ips1 insulator material:  black lcp contact material: phosphor bronze plating:  sn or au over 50? (1,27?) ni operating temp range: -55? to +105? with tin;  -55? to +125? with gold insertion depth:  (2,79mm)  .110" to (6,48mm) .255" wiping distance: (0,38mm) .015" insertion force (smt): 3.0oz (0,83n) avg.   withdrawal force (smt): 2.6oz (0,72n) avg. insertion force (t/h): 6.0oz (1,67n) avg.   withdrawal force (t/h): 5.0oz (1,39n) avg.  voltage rating:  550 vac  rohs compliant:  ye s ?ra application ipt1 a = board  stack  height  mated  with ips1 ips1 ips1 no. pins per row plating option d 05, 10, 15, 20, 25 (call samtec for other sizes) 01 1 tail option leave  blank for  through- hole ?vs = surface  mount ?ra = right  angle ?s = 30" (0,76m) gold  on contact, matte tin  on tail other option pol option ?k = (5,50mm)  .217" dia  polyimide  ?  lm pick &  place pad (?vs only) ?lc = locking  clip (?vs only) ?pol = no. 1  position  polarized ?tr = tape & reel packaging mates with:  ipt1 ipt1 plating option lead style d 05, 10, 15, 20, 25 (call samtec for other sizes) 1 requires ?01 lead style  (leave blank for  through-hole) ?ra = right angle ?vs = surface mount ?s  = 30"  (0,76m) gold  on contact,  matte tin on tail specify  lead  style  from  chart other option ?k = (6,00mm)  .236" dia  polyimide ?  lm  pick & place pad (?vs only) ?lc = locking clip (?vs only) ?a = alignment pin (?vs only) ?pol = no. 1 position  polarized no. pins per row mates with:  ips1 tail option (0,51) .020 (2,54) .100 01 49 02 50 (1,27) .050 (7,16) .282 no. of positions  x (2,54) .100  + (0,51) .020  (2,54) .100 b c 01 02 (0,64) .025 sq (5,08) .200 (2,54) .100 (1,50) .060 (2,30) .090 surface  mount through- hole (2,54) .100 (2,54)  .100  (0,51) .020 (2,54)  .100  (2,54)  .100  (2,54) .100  no. of positions x (2,54) .100 + (0,38) .015  (3,81) .150 (0,79) .031 (0,41) .016 (4,95)  .195  01  49  50  02  01  02  (8,51) .335 (1,27) .050 (7,87) .310 through-hole surface mount ?ra ?vs latching feature available.  call samtec. application  specific option processing: max processing temp: 230? for 60 seconds, or  260? for 20 seconds 3x  lead?free solderable:  ye s smt lead coplanarity: (0,13mm) .005" max (05-10) (0,15mm) .006" max (15-25) ?pol ipt1,  ips1 ambient temp 20c 40c 60c 95c current rating ipt1/ips1 5.2a 4.6a 4.0a 2.7a 2x3 cluster powered lead style ab ?01 -01-vs ?02 ?03 ?04 ?05 ?06 ?07 ?08 ?09  c (11,05) .435  (13,59) .535 (14,00) .551 (16,00) .630  (17,00) .669 (19,00) .748 (20,00) .787 (25,00) .984 (30,00) 1.181 (35,00) 1.378 (5,84) .250  (5,84) .250 (9,30) .366 (11,30) .445  (12,30) .484 (14,30) .563 (15,30) .602 (20,30) .799 (25,30) .996 (30,30) 1.193 (2,16) .085 n/a (2,64) .104  (2,16) .085 (2,69) .106 (2,46) .097 (2,35) .093 (2,31) .091 (2,39) .094 (2,46) .097 ?pol ?vs ?ra specifications
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