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		  Datasheet File OCR Text:


		  58         ohmite mfg. co.    1600 golf rd., rolling meadows, il 60008 ? 1-866-9-ohmite ? intl 1-847-258-0300 ? fax 1-847-574-7522 ? www.ohmite.com ? info@ohmite.com standard part number s  for  td h series tdh series 35 watt dpak package    thick film power surface mount fe atures ?  35 watt power rating at 25c ?  smd - dpak package configura - tion ?   heat resistance to cooling plate:  r th  TDH35PR150JE     0.20  tdh35pr200je     0.25  tdh35pr250je     0.30  tdh35pr300je   0.36  tdh35pr360je     0.47  tdh35pr470je     0.50  tdh35pr500je     0.75  tdh35pr750je     1.0  tdh35p1r00je   2.0  tdh35p2r00je     3.0  tdh35p3r00je     5.0  tdh35p5r00je     7.5  tdh35p7r50je     10  tdh35p10r0je   15  tdh35p15r0je     20  tdh35p20r0je       part number     ohms  5% tolerance   25  tdh35p25r0je     33  tdh35p33r0je     39  tdh35p39r0je   47  tdh35p47r0je     68  tdh35p68r0je     75  tdh35p75r0je     100  tdh35p100rje     150  tdh35p150rje   200  tdh35p200rje     250  tdh35p250rje     300  tdh35p300rje     500  tdh35p500rje     750  tdh35p750rje   1000  tdh35p1k00je     1500  tdh35p1k50je     2500  tdh35p2k50je     3000  tdh35p3k00je     5000  tdh35p5k00je 10.6mm 15.8mm 16mm 4.95mm 24mm t ap e dimensions 750 pc./reel ohmites tdh resistor is an economical solution to intermediate  power application design requirements. tdhs reliable thick film  on alumina substrate construction can be easily heat sinked for  higher power performance. tdh resistors are ideal for pulse- loading, pre-charge, bleeder, and snubber applications. check product availability at  www.ohmite.com soldering note:  during surface mount soldering the  soldering temperature profile must not cause the  metal tab of this device to exceed 220c (260c for  the tdh35h)!
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