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		  Datasheet File OCR Text:


		  ver a.0    x x e e o o n n     1 1     p p o o w w e e r r     r r e e d d     e e m m i i t t t t e e r r     OSR7XAE1E1E           features      outline dimension      highest luminous flux       super energy efficiency     very long operating life     superior esd protection         applications      green house applications     red : blue led iv ratio is 8:1*             *the ratio is summarized by the photosynthesis test on  phalaenopsis and provided from plant workshop in taiwan.  unit:mm tolerances are for reference only    absolute maximum rating                 	5b

    directivity   item symbol value unit dc forward current  i f  500 ma  pulse forward current*  i fp  700 ma  reverse voltage  v r  5 v  power dissipation  p d  1500 mw operating temperature  topr  -30 ~ +85  
   storage temperature  tstg -40~ +100  
   lead soldering temperature  tsol  260 
 /5sec   *pulse width max.10ms,  duty ratio max 1/10       electrical -optical charac teristics         	5b

    forward operating current (dc)   item symbol condition min. typ. max. 6oju dc forward voltage  v f  i f =350ma 2.0  2.5  3.0  v  dc reverse current  i r  v r =5v -  - 10 a  peak wavelength   d  i f =350ma 650  660  670  nm  radiant power  po  i f =350ma - 150 - mw 50% power angle  2  1/2  i f =350ma - 140 - deg  3 +" 
8 3 +" 
8 3 +" 
8 600 500 0 100 200 300 400 0 20 40 60 100 ambient temperature, t a   () 
 forward current, i f  (ma) 80 10 30 50 70 90     note: don?t drive at rated current more than  5s without heat sink for xeon 1 emitter series.   led & application technologies         
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