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		  Datasheet File OCR Text:


		                              tews technologies  gmbh  am bahnhof 7   25469 halstenbek / germany  phone: +49-(0)4101-4058-0   fax: +49-(0)4101-4058-19  e-mail:  info@tews.com  www.tews.com  tews technologies   llc  1 e. liberty street, sixth floor  reno, nevada  89504 / usa  phone: +1 (775) 686 6077  fax: +1 (775) 686 6024  e-mail:  usasales@tews.com  www.tews.com   the embedded i/o company     tews technologies  gmbh keeps the right to change technical specification without further notice                                                                                                                       06/2002  industrypack is a registered trademark of sbs technologies, inc.  application information  the TIP866 is an industrypack ?  compatible module  providing eight channels of high performance serial  interface. three different  modules are available. the  TIP866-10 provides rs232 interf ace, the TIP866-11 offers  ttl level interface and t he TIP866-20 provides rs422  interface. each channel has a 64 byte transmit fifo and a  64 byte receive fifo to significantly reduce the overhead  required to provide data  to and get data from the  transmitters and receivers. the fifo trigger levels are  programmable.     the TIP866-10 and -11 support  rxd, txd, rts, cts and  gnd for each of the eight  rs232 channels. the TIP866-20  supports rxd+/-, txd+/- and  gnd for each of the eight  rs422 channels.     the baud rate is individually programmable up to  115.2kbaud for the TIP866-10 and up to 460.8kbaud for  the TIP866-11 and -20. the  TIP866-10 and -20 use esd  protected transceivers (up to +/-15kv according to iec  1000-4-2).     the transition module TIP866- tm-10 provides 8 db-25  connectors mounted in a 6u 8te front panel. the TIP866- tm-20 provides 8 rj45 connec tors mounted in a 6u 4te  front panel. the TIP866-tm-30 provides 16 4-pin rj  connectors mounted in a 6u 4te front panel.        for first-time-buyers t he engineering documentation TIP866-ed is recommended. the engineering  documentation includes tip 866-doc, schematics and data  sheets.  serial line driver software TIP866-sw-xx is available for  different operating systems.  technical information  !   interface according to industrypack specification  !  identification-prom s upports auto-configuration  !   single size industrypack  !   8 channels serial interface  !   support of rxd, txd, rts, cts, gnd per channel for  TIP866-10 and  -11; support of rxd+/-, txd+/- and  gnd for TIP866-20  !   programmable baud rates up to 115.2kbaud for  TIP866-10 and up to 460.8kbaud for TIP866-11 and  - 20  !   64 byte transmit fifo per channel  !   64 byte receive fifo per channel  !   esd protected rs232 and rs422 interface (up to +/-  15kv according to iec 1000-4-2)  industry pack i/o interface industry pack logic interface control logic rs232/422 interface rs232/422 interface rs232/422 interface rs232/422 interface rs232/422 interface rs232/422 interface rs232/422 interface rs232/422 interface rs232/422 interface 4 channel serial communication controller with 64 byte t/r fifo per channel id-prom rs232/422 interface TIP866-10 rs232 only TIP866-20 rs422 only 4 channel serial communication controller with 64 byte t/r fifo per channel   order information  TIP866-10   8 channel serial rs232 interface  TIP866-11   8 channel serial ttl interface  TIP866-20   8 channel serial rs422 interface  TIP866-doc  user manual  TIP866-ek   engineering kit, includes TIP866-doc  TIP866-tm-10   transition module for TIP866, provides 8  db-25 connectors in front panel  TIP866-tm-10-doc  user documentation for TIP866-tm-10  TIP866-tm-20   transition module for TIP866, provides 8  rj45 connectors in front panel  TIP866-tm-20-doc   user documentation for TIP866-tm-20  TIP866-tm-30   transition module for TIP866, provides  16 4-pin rj connectors in front panel  TIP866-tm-30-doc  user documentation for TIP866-tm-30  TIP866-io-10  mounting rail i/o module with 8 db-9  TIP866-io-10-doc   user documentation for TIP866-io-10  TIP866-sw-12   os-9 software support   TIP866-sw-32    psos software support  TIP866-sw-42    vxworks software support  TIP866-sw-62   windows nt 4.0 software support  TIP866-sw-72   lynxos software support  TIP866-sw-82   linux software support  TIP866-sw-92   qnx 4 software support  TIP866-sw-95   qnx 6 software support  TIP866    8 channel serial interface rs232 / ttl / rs422    
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