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		  Datasheet File OCR Text:


		  rubber cord 16 cord & cordset product construction:   conductors: 	 ? 	 	 18	 through	 10	 awg	 fully	 annealed	 stranded	 bare copper per astm b-174   insulation: 	 ? 	 	 premium-grade,	 color-coded	 epdm 	 ? 	 	 color	 code:	 see	 chart	 below   jacket: 	 ? 	 rubber,	 black 	 ? 	 	 temperature	 range:	 -40oc	 to	 +60oc   jacket marking: 	 ? 	 	 carol	 (size)	 (mm 2 )	 type	 sj	 60c	 (ul)	 ---	 csa	 type	 sj-ft2	 300	 volt	 rohs	   made	 in	 usa applications: 	 ? 	 portable	 tools	 and	 equipment 	 ? 	 portable	 appliances 	 ? 	 small	 motors	 and	 associated	 machinery features: 	 ? 	 good	 flexibility	 in	 low	 temperatures 	 ? 	 	 suitable	 for	 use	 in	 conditions	 where	 the	 cord is not subject to acid, grease, oil or  solvents industry approvals: 	 ? 	 ul	 flexible	 cord	 -	 ul	 subject	 62 	 ? 	 csa	 flexible	 cord	 -	 c22.2-49 	 ? 	 rohs	 compliant packaging: 	 ? 	 	 250'	 (76.2	 m) 	 ? 	 	 other	 put-ups	 available	 on	 special	 order type sj C 300 volt C ul/csa catalog number no. of cond. awg   size cond. strand nominal ins. thickness nominal o.d. current amps ? approx. net wt. lbs/m' (s) std. ctn. in ches mm in ches mm 01302 2 18 16/30 0.030 0.76 0.285 7.24 10 50 1000' 01303 3 18 16/30 0.030 0.76 0.305 7.75 10 63 1000' 01304 4 18 16/30 0.030 0.76 0.330 8.38 7 76 250' 01305 2 16 26/30 0.030 0.76 0.315 8.00 13 62 1000' 01306 3 16 26/30 0.030 0.76 0.330 8.38 13 76 250' 01307 4 16 26/30 0.030 0.76 0.365 9.27 10 97 250' 01361 2 14 41/30 0.030 0.76 0.340 8.64 18 79 250' 01362 3 14 41/30 0.030 0.76 0.370 9.40 18 106 250' 01366 4 14 41/30 0.030 0.76 0.415 10.54 15 135 250' 01368 2 12 65/30 0.030 0.76 0.410 10.41 25 117 250' 01369 3 12 65/30 0.030 0.76 0.430 10.92 25 145 250' 01370 4 12 65/30 0.030 0.76 0.470 11.94 20 182 250' 01376* 2 10 104/30 0.045 1.14 0.550 13.97 30 193 250' 01377 3 10 104/30 0.045 1.14 0.580 14.73 30 243 250' 01378 4 10 104/30 0.045 1.14 0.655 16.64 25 318 250' *  non-stock item ?  green conductor for grounding only. ampacities based on nec table 400.5(a). (s)   actual shipping weight may vary. color code chart no. of  conductors color 2 black, white 3 black, white, green 4 black, white, red, green type sj 60oc	300	volt	 ul /csa	portable	cord
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