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		  Datasheet File OCR Text:


		  246 leds  5   round bicolor leds SML10051 series sml12451w a: red 1.9 2.5 10 40 20 630 10 620 10 35 10 gaasp cathode common b: green 2.0 2.5 10 60 20 560 10 567 10 20 10 gap pa rt  number emitting color lens color f orward voltage luminous intensity peak wavelength dominant wavelength spectrum half bandwidth chip  material remark vf (v) typ typ typ typ typ max conditions if (ma) i v (mcd) conditions if (ma) p (nm) conditions if (ma) ? (nm) conditions if (ma) d (nm) conditions if (ma) diffused white resin heap1.5max 17.0min (2.0) 0.5 0.1 (2.54) (2.54) 3      0.5 0.1 0.65max 3      0.5 0.1 resin burr 0.3max 1.0min 1.5min  5.0 0.2 9.6 0.2 11.6 0.5 0.8 1.2 90 60 30 0 ab 90 60 30 0 50 100% 50 100% internal circuit drawing directional characteristics (representative example) external dimensions (unit: mm) product mass: approx. 0.36 g dimensional tolerance:   0.3 5-1-2 bicolor lamps

 218 leds absolute maximum ratings  visible light unicolor lamp parameter unit 70 ?30 to +80 35 75 ?0.45 ?30 to +100 30 120 100 ?30 to +85 conditions gap gaasp gaalas algainp ingan gan ratings mw ma ma/c ma v c c p d i f ?if ifp vr t op tstg 25c or higher f=1khz, tw100   s   visible light bicolor lamp gap gaasp gaalas algainp ingan 120 ratings 75 conditions 30 ?0.45 100 ?30 to +85 ?30 to +100 parameter unit 45 p d i f ?if ifp vr t op tstg mw ma ma/c ma v c c same conditions for simultaneous lighting 25c or higher f=1khz, tw100   s   visible light unicolor surface mount leds parameter unit 3 5 ?30 to +100 ?30 to +85 30 ?0.45 100 * 1 ?30 to +80 20 ?0.27 70 * 2 *1: 70ma for sec1005/1007 series *2: 50ma for sec1005/1007 series gap gaasp gaalas algainp ingan gan ratings conditions i f ?if ifp vr t op tstg ma ma/c ma v c c 25c or higher f=1khz, tw100   s   visible light bicolor surface mount leds parameter unit conditions sec2002/2004 75 (same conditions for simultaneous lighting) 30 ?0.45 70 4 ?30 to +85 ?30 to +100 ratings i f ?if ifp vr t op tstg ma ma/c ma v c c p d mw 25c or higher f=1khz, tw100   s   visible light three element surface mount leds red green/blue 5 ?30 to +80 ?30 to +100 parameter unit conditions ratings sect3m02c-s 120 50 30 ?0.45 p d i f ?if ifp vr t op tstg mw ma ma/c ma v c c 75 70 when one chip lights up  (same as green/blue for simultaneous lighting) 25c or higher f=1khz, tw100   s  5-1 visible light leds
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