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		  Datasheet File OCR Text:


		       switching spark gap  fs08x-1jm     ordering code:  B88069X2580S102      kb ab e / kb ab pm  issue 05, 18.08.2004  page 1 of 2    nominal breakdown voltage v n      800 v  initial values  2)     static breakdown voltage v s   1)        first ignition value v s, fte   after 24 hours in darkness      following ignition values v s, fiv         950  704 ... 896       v  v  electrical life time  3)    breakdown voltage v b      first ignition value v b, fte  after 24 hours in darkness      ignition time t i  at v 0  during life       following ignition values v b, fiv         1000    60  680 ... 920      v  ms   v   switching operations      at ?40 c       at +25; 125; 150 c     200 000  400 000    ignitions  ignitions    test circuit parameters       open circuit voltage v 0        loading resistance r       discharge capacitance c      inductance l       discharge peak current i p     1000  68  100  0.5  ~ 400    v   k ?    nf  h   a  general technical data    max. static breakdown voltage at 100 kv/s    insulation resistance at 100 v    early ignition values below 680 v   breakdown time    maximum switching frequency    maximum loading current   weight    1300  > 100    1    50  400  50  ~ 2    v  m ?   %  ns  hz  ma  g  marking, blue     800 wwy o   800  - nominal voltage  ww  - calendar week of production  y  - year of production  o  - non radioactive  1)   at delivery aql 0,65 level ii, din iso 2859  2)   page 2, fig. 1 and 2  3)   page 2, fig. 3 and 4             

      switching spark gap  fs08x-1jm      ordering code:  B88069X2580S102    ?  epcos ag 2002. reproduction, publicati on and dissemination of this data sheet, enclosures hereto and the information  contained therein without epcos' pr ior express consent is prohibited.  purchase orders are subject to the general conditions for t he supply of products and services of the electrical and  electronics industry recommended by the zvei (german el ectrical and electronic manufacturers' association), unless  otherwise agreed.    kb ab e / kb ab pm  issue 05, 18.08.2004  page 2 of 2                                                         not to scale    dimensions in mm    non controlled document fig. 4:  explanation of measurands  fig. 3:  qc- test circuit (sampling inspection at 25 c)  dut l  c  v o   r  v b v n 10 s  1 s  t i early ignition  v b, fte v b, fte range of  v b, fiv   v b t fig. 1:  qc- test circuit (100% outgoing inspection)  fig. 2:  explanation of measurands  dut icu  0,22  f  51k ?   i = const  v s dut  device under test  icu  ignition control unit (sensitivity 10 .. 30   a)  discharge current 10 ? 20 ma  v s, fte   v s v n -v n v s, fiv   dv s /dt ~ dv n /dt  t
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