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		  Datasheet File OCR Text:


		  ? faraday technology. as part of continual product improvement the specifications, details and dimensions shown in this publication are subject to change without notice fara004.doc page  1 of 2 jun-99 (a) these multichannel post filters contain all the filtering and buffering required to interface a digital video encoder directly to a 75 ohm composite and y/c output. most oversampled encoders do not provide sinx/x correction and introduce significant dc offset due to operation from a single supply rail. in addition the output impedance of voltage mode dacs are subject to large tolerances which can introduce large gain variations when loaded by external filters. the filters are sinx/x corrected and available either with or without group delay correction. in addition they have a high input impedance which reduces significantly the gain variation of the encoder and are dc coupled with offset adjustment. features:    two composite and one y/c output from one y/c input.    designed for philips video encoders (saa7185, saa7199).    group delay equalisation provided on AH1013.    excellent differential gain and phase.    accurate sinx/x correction for 27 mhz sampling.    dc coupling eliminates tilt problems.           filters available for analog devices, brooktree, harris, raytheon etc on request. AH1013 ah1053 filter shape lowpass lowpass passband shape sinx/x sinx/x sampling frequency 27 mhz 27 mhz end of passband 6 mhz 6 mhz passband amplitude ripple +  0.5 db from dc to 5 mhz +  0.75 db from 5 mhz to 7 mhz with 27 mhz sinx/x equalisation +  0.5 db from dc to 5 mhz +  0.75 db from 5 mhz to 7 mhz with 27 mhz sinx/x equalisation start of stopband 21 mhz 21 mhz group delay ripple +  5 ns + 20 ns group delay bandwidth 5 mhz 5 mhz gain 0 db  +  0.25 db at 100 khz 0 db  +  0.25 db at 100 khz differential phase 0.2 degrees 0.2 degrees differential gain 0.2 % 0.2 % supply voltages +  5v to  +  12v +  5v to  +  12v impedance 75 ohms 75 ohms temperature range 0c   to   70c 0c   to   70c package dr00144a dr00144a set-top box filters

 package detail faraday technology ltd. tel: + 44 (0)1782 661501 croft road industrial estate, fax: + 44 (0)1782 630101 newcastle, staffordshire email: sales@faradaytech.co.uk st5 0qz. england. web site: http://www.faradaytech.co.uk fara004.doc page 2  of 2 jun-99 (a)
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