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		  Datasheet File OCR Text:


		  nkk switches  ?  email: sales@nkkswitches.com  ?  phone (480) 991-0942  ?  fax (480) 998-1435  ?  www.nkkswitches.com 03-07 complement to a switches   a indicators typical indicator ordering example description for typical  ordering examples led colors c red e yellow f green v a red led high profle model straight pc terminals low profle model  green led vertical pc terminals pc terminals f pc terminals for 01 model p straight b straight with bracket h right angle v vertical for 02 model p straight 01 models 01 low .079 (2.0mm) profle 02 high .291 (7.4mm) profle b v p h (6.0) .236  (1.0) .039 (5.08)  .200 c l (5.08)  .200 (0.4) sq  ty p .016 (6.0) .236  (1.0) .039 c l (5.08)  .200 (5.08)  .200 (0.4) sq  ty p .016 (10.16)  ty p  .400 (0.7)  ty p .028 (0.3)  ty p .012 (2.54)  ty p  .100 led + mark (5.08) .200 (5.08)  ty p  .200 (0.7)  ty p .028 (0.4) sq  ty p .016  (3.1) .122 (5.08) .200 (0.3)  ty p .012  (0.7)  ty p .028 (2.54)  .100 (5.08)  .200 (0.4) sq  ty p .016 led + ma r k straight straight  with bracket right angle vertical led colors & specifications a01vf a02pc indicator indicator led is colored in off state color red yellow green red yellow green forward peak current i fm 50ma 50ma 50ma 25ma 30ma 30ma continuous forward current i f 30ma 30ma 30ma 20ma 20ma 20ma forward voltage v f 1.7v 2.2v 2.1v 2.1v 2.1v 2.2v reverse peak voltage v rm 4v 4v 4v 4v 4v 4v current reduction rate above 25c ?i f 0.67ma/c 0.67ma/c 0.67ma/c 0.33ma/c 0.40ma/c 0.40ma/c ambient temperature range C30c ~ +85c C30c ~ +85c electrical specifcations are determined at a basic temperatkure of 25c. if the source voltage is greater than the leds rated voltage, a ballast resistor must be connected in series with the led. the ballast resistor value can be calculated by using the formula shown in the supplement section. c e c f e f a01 a02 models

 nkk switches  ?  email: sales@nkkswitches.com  ?  phone (480) 991-0942  ?  fax (480) 998-1435  ?  www.nkkswitches.com 03-07 complement to a switches   a indicators vertical pc   a01vf   a02pf         typical indicator dimensions     straight pc   straight pc ? bracket   a01pf     a01hf          right angle pc   a01bf          (4.5) .177 (0.8) .031 (6.0) mi n .236 (2.0) .079 (13.1) .516 (0.4) sq  ty p .016 (5.08) .200 (3.0) dia .118 slot (0.3) .012 (5.84) .230 (5.0) .197 (6.0) .236 (0.4)  ty p .016 (9.8) .386 c l (2.54) .100 (1.0) .039 led + ma r k (6.0) .236 (0.3) .012 (5.84) .230 (5.0) .197 slot (4.5) .177 (0.8) .031 (2.0) .079 (13.1) .516 (6.0) min .236 (5.08) .200 (10.16) .400 (0.4) sq  ty p .016 (0.3)  ty p .012 (3.0) dia .118 (9.8) .386 c l led + ma r k (0.7)  ty p .028 (1.0) .039 (2.54) .100 (6.18) .243 (3.1) min     .122 (0.4) sq t yp  .016 (5.08) .200 led + mark (3.3) .131  (0.7) .028 (0.8) .031 (5.08) .200 (4.5) .177 (13.9) .546 (2.0) .079 (3.0) dia .118 (6.0) .236 slot (0.4) .016 (5.0) .197 (9.8) .386 (5.08) .200 (0.3)  ty p .012 led + mark c l (1.0) .039 (0.4) sq  ty p .016 (5.08) .200 (5.3) .208 (0.8) .031 (3.1) min .122 (5.08) .200 (2.54) .100 (13.9) .546 (4.5) .177 (2.0) .079 (0.7)  ty p .028 (3.0) .118 (5.84) .230 (2.54) .100 slot (0.3)  ty p .012 (5.0) .197 (6.0) .236 (0.4) .016 (9.2) .362 led + mar k (5.08) .200 (0.8) .031 (7.4) .291 (8.6) .339 (16.0) mi n  .630 (0.6) sq  ty p .024 (6.8) .268 (0.4) .016 (5.0) dia .197  (1.0) .039 (5.08)  .200 c l (0.8) dia  ty p .031 (10.16)  .400 c l (0.8) dia  ty p .031 (2.54)  ty p  .100 (2.54)  ty p  .100 (0.8) dia  ty p .031 (5.08)  .200 (5.08)  .200 (0.8) dia  ty p .031 (2.54)  .100 (2.54)  ty p  .100 (0.8) dia  ty p .031 (5.08)  .200 straight pc  
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