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		  Datasheet File OCR Text:


		  file name:rid-65-spec   2011-08-19 specification model rid-65a rid-65b dc voltage rated current current range note.6 rated power note.6 output voltage adj. range setup, rise time hold up time (typ.) voltage range frequency range efficiency(typ.) ac current (typ.) input inrush current (typ.) leakage current safety standards working temp. working humidity storage temp., humidity temp. coefficient vibration mtbf dimension others note packing overload over voltage 5v 12v ch2 5v ch1 24v ch2 6a 3a 4a 2a 0.3 ~ 8a 0.2 ~ 4a 0.3 ~ 8a 0.2 ~ 3a 66w 68w 80mvp-p 120mvp-p 80mvp-p 150mvp-p ch1: 4.75 ~ 5.5v ch1: 4.75 ~ 5.5v 2.0% 8.0% 2.0% 10% 0.5% 0.5% 1.5% 0.5% 0.5% 2.0% 5.0% 5.0% 500ms, 20ms/230vac          1200ms, 30ms/115vac at full load 50ms/230vac          12ms/115vac at full load 88 ~ 264vac          125 ~ 373vdc (withstand 300vac surge for 5sec. without damage) 47 ~ 63hz 81% 82% ch1: 5.75 ~ 6.75v 2a/115vac          1.2a/230vac cold start 40a/230vac  mechanical specification derating curve case no. 903     unit:mm output derating vs input voltage input voltage (vac) 60hz 88 100 95 120 115 160 140 200 180 240 220 264 load (%) ta=25 90 100 80 70 60 50 40 ambient temperature ( ) load (%) -25 -25 00 20 10 30 40 20 40 80 60 100 60 50 70 (vertical) 4.5 block diagram fosc : 60khz circuit detection o.l.p. emi filter rectifiers & filter power switching filter filter & & rectifiers rectifiers +v1 +v2 com i/p fg control o.v.p. 4.5 73.5 9 122.5 31 33 98 85.5 3.5 2-m3 129 7 120 6.5 18.5 3.5 3.5 77 32 38 28.5 3.5 3-m3 9.5 18 7 6 5 4 3 2 1 9.5 8.2 terminal pin no. assignment pin no. pin no. 1 5 2 6 3 7 4 assignment assignment fg ac/l ac/n dc output g2 dc output +v1 dc output g1 dc output +v2 r i d - 6 5 s e r i e s file name:rid-65-spec   2011-08-19 65w dual output switching power supply
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