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		  Datasheet File OCR Text:


		  909 rahway avenue ? union, new jersey 07083 ? t: 908-687-5000 ? f: 908-687-5710 ? www.adam-tech.com 288 909 rahway avenue ? union, new jersey 07083 ? t: 908-687-5000 ? f: 908-687-5710 ? www.adam-tech.com introduction: adam tech mini--lex series of connectors include cable to board, wire to board and board to board choices. this series is designed with a dual contact point mating system and an array of locatingp osts and pcb pegs for positive alignment and friction lock mating. rigid, staggered solder tails provide excellent stability for rugged use and feature kinked tails for pcb retention. features: fine .050" pitch for hi-density connection flat heavy gauge contact blades for positive connectivity equipped with polarizing posts and locating pegs  positive friction locking mating kinked solder tails for pcb retention specifications: material: insulator: polyester, glass filled, rated ul94v-0 insulator color: red contacts: phosphor bronze or brass plating: tin over copper underplate overall electrical: operating voltage: 250v ac current rating: 1.2 amps max. contact resistance: 10 m  max. insulation resistance: 1000 m  min. dielectric withstanding voltage: 750v ac for 1 minute temperature rating: operation temperature: -25  ~ +105 packaging: anti esd plastic trays or tubes safety agency approvals: ul recognized csa certified approvals and certifications: ul recognized file no. e224053 csa certified file no. lr1578596 mini flex connector flat cable & pcb mount system mf series mph series indicator mpm = male  mpf = female mfc = flat cable  dip plug t plating sg = selective gold  plating in contact  area and tin  plating on tails t = tin plated 20 positions 4, 6, 8, 10, 12, 14, 16, 18, 20, 24, 26 ordering information f type f = flat cable idc      v = straight pcb  mount h = right angle pcb  mount smt = straight surface  mount options 15 = 15u'' gold on contact area 30 = 30u'' gold on contact area l = locking flange   a d a m t e c h n o l o g i e s , i n c .               ? ? v d e u l ?   rohs compliant  2 0 02 / 95  / ec 2002 / 95 / ec pb rohs complia nt
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