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		  Datasheet File OCR Text:


		  SC800010 5-30vdc control  25a/400vac output all technical caracteristics are subject to change without previous notice. caract?ristiques sujettes ? modifications sans pr?avis. p p p p r r r r o o o o u u u u d d d d       t t t t o o o o       s s s s e e e e r r r r v v v v e e e e       y y y y o o o o u u u u application typique/ typical application ? 24-520vac -25a zero-cross ac output. ? pcb terminals ? designed for all types of loads. ?sortie ac synchrone : 24-520vac-25a ?connectique par picots pour circuit imprim? ?adapt? ? tout type de charges   page 1 /2 f/gb s/mon/SC8000100/a/28/11/2000 caract?ristiques de commande (? 20  c)  /  control characteristics (at 20  c) dc param?tre /  parameter symbol min nom max unit tension de commande /  control voltage uc 5 30 v  courant de commande /  control current (@ uc ) ic 3 30 ma tension de relachement/ release voltage uc off 1 v  r?sistance interne /  input internal resistor      fig.1 rc 1000 ? tension inverse /  reverse voltage urv 30 v caract?ristiques d'entr?e-sortie (? 20  c)  / input-output characteristics (at 20  c) isolement entr?e-sortie/ input-output isolation @500m ui 4000 vrms isolement sortie-semelle/ output-case isolation @500m ui 2500 vrms tension assign?e isolement/ rated impulse voltage uimp 4000 v caract?ristiques g?n?rales /  general characteristics param?tre /  parameter conditions symbol typ. unit poids/ weight 90 g plage de temp?rature de stockage /  storage temperature range -40 / +100  c plage de temp?rature de fonctionnement/ operating temperature range -40 / +100  c fig1 : caract?ristique d'entr?e / control characteristic 0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 0 0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 0 uc (v) ic (ma) relais statique monophas? de puissance  power solid state relay celduc ? r     e     l     a     i     s 19,6 6 ?,2 ?,1 4 ?,1  3 ?,1 3 ?,35 23,6 ?,35  1,4 ?,1 26, 6 ?,35 3 47,6 ?,1 5,1 ?,1 25,4 ?,2 4, 7 ?,1 28 ?,2 43,2 ?,2 58,5 +0,3   0 1, 3 7,3 ?,2 * 8,3 ?,2 * 44, 5 +0,2 entr?e control 5 -30vdc 24-520vac - + * 1-2  peuvent ?tre invers?es/  1 -2 can be changed  *  le relais doit ?tre mont? sur dissipateur thermique /     ssr must be mounted on a heatsink c harge/ load    protection  r?seau line protection   4 - 3+ 1 2 fig. 1 :caract?ristique d'entr?e / control characteristic dimensions/ size

  rms load current : i (a)  ambient temperature : tamb (?) 0246 1024680222426 0 10 15 20 25 30 35 40 pd ( watts) 0 0 30 40 50 60 70 80 90 100 10 20 t case  max (?) 0 90 100 ,95k/w ,75k/w k/w 80 ull on state 50% on state 1,6k/w 1,1k/w 2,2k/w s/mon/SC800010/a/28/11/2000 caract?ristiques de sortie(? 20  c)  / output characteristics (at 20  c) param?tre /  parameter conditions symbol typ. unit tension de charge /  load voltage ue 400 v rms plage tension de fonctionnement /  operating range uemin-max 24-520 v rms tension cr?te /  peak voltage  up 1200 v niveau de synchonisation /  synchronizing level usync 12 v tension d'amor?age /  latching voltage ie nom ua 10 v courant nominal ac-51/ ac-51  nominal current ( see fig. 2 ) ie ac-51 25 a rms courant nominal ac-53/ ac-53  nominal current ( see fig. 2 ) ie ac-53 5 a rms courant de surcharge non r?p?titif    / non repetitive overload current tp=10ms   (fig. 3) itsm 230 a chute tension directe cr?te/  on state voltage drop @ ie nom vd 1,2 v courant de fuite ?tat bloqu?/  off state leakage current @ue, 50hz ilk 
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