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		  Datasheet File OCR Text:


		  rubber cord 10 cord & cordset super vu-tron ?  iii types sjoow/soow 105oc	300	and	600	volt	 ul /csa	portable	cord product construction:   conductors: 	 ? 	 	 18	 through	 10	 awg	 fully	 annealed	 stranded	 bare copper per astm b-174   insulation: 	 ? 	 	 premium-grade,	 color-coded,	 oil-resistant 	 105oc	 epdm 	 ? 	 	 color	 code:	 see	 chart	 below   jacket: 	 ? 	 	 super	 vu-tron ?  iii, yellow 	 ? 	 	 temperature	 range:  C50oc to +105oc ul/csa 	 ? 	 	 voltage	 rating:  300 volts type sjoow   600 volts type soow   jacket marking: 	 ? 	 	 carol	 super	 vu-tron ?  iii (size) (mm 2 )  105c (ul) water resistant sjoow  (or	 soow)	 csa	 C50c	 ft-1	 ---	 p-123-103	 msha	 (volts)	 rohs	 made	 in	 usa applications: 	 ? 	 	 machine	 tools 	 ? 	 power	 tools 	 ? 	 dockside	 power	 applications 	 ? 	 motor	 leads 	 ? 	 portable	 machinery 	 ? 	 cranes 	 ? 	 submersible	 pumps features: 	 ? 	 excellent	 flexibility	 in	 cold	 temperatures 	 ? 	 last	 longer	 in	 flex	 applications 	 ? 	 integral	 flexfill ? 	 ? 	 ozone-sunlight	 (uv)-	 and	 weather-resistant 	 ? 	 	 ul	listed	 and	 csa	 certified	 for	 indoor	 and	 outdoor use 	 ? 	 water-resistant,	 sunlight	 (uv)-	 resistant 	 ? 	 safety-colored 	 ? 	 high	 heat	 and	 flame	 resistance 	 ? 	 resistant	 to	 oils,	 acids	 and	 chemicals 	 ? 	 excellent	 abrasion	 and	 cut	 resistance industry approvals: 	 ? 	 ul	 flexible	 cord	 -	 ul	subject	 62 	 ? 	 csa	 flexible	 cord	 -	 c22.2-49 	 ? 	 msha	 approved 	 ? 	 rohs	 compliant packaging: 	 ? 	 	 250'	 (76.2	 m),	 500'	 (152.4	 m),	   1000'	 (304.8	 m) 	 ? 	 	 other	 put-ups	 available	 on	 special	 order type sjoow C 300 volt C ul/csa catalog number no. of cond. awg   size cond. strand nominal ins. thickness nominal o.d. current amps ? approx. net wt. lbs/m1 (s) std. ctn. inches mm inches mm 02001* 2 18 41/34 0.030 0.76 0.310 8.00 10 56 1000' 02002* 3 18 41/34 0.030 0.76 0.320 8.12 10 65 1000' 02003* 4 18 41/34 0.030 0.76 0.345 8.76 7 80 250' 02004* 2 16 65/34 0.030 0.76 0.315 8.00 13 68 1000' 02005* 3 16 65/34 0.030 0.76 0.335 8.51 13 80 250' 02006* 4 16 65/34 0.030 0.76 0.370 9.40 10 95 250' 02007* 2 14 41/30 0.030 0.76 0.370 9.40 18 90 250' 02008* 3 14 41/30 0.030 0.76 0.375 9.52 18 110 250' 02009* 4 14 41/30 0.030 0.76 0.405 10.29 15 130 250' type soow C 600 volt C ul/csa catalog number no. of cond. awg   size cond. strand nominal ins. thickness nominal o.d. current amps ? approx. net wt. lbs/m 1(s) std. ctn. inches mm inches mm 02031* 2 18 41/34 0.030 0.76 0.365 9.27 10 75 250' 02032* 3 18 41/34 0.030 0.76 0.375 9.53 10 80 250' 02033* 4 18 41/34 0.030 0.76 0.400 10.16 7 110 250' 02034* 2 16 65/34 0.030 0.76 0.370 9.40 13 75 250' 02035* 3 16 65/34 0.030 0.76 0.395 10.80 13 100 250' 02036* 4 16 65/34 0.030 0.76 0.425 10.80 10 120 250' 02021* 5 16 65/34 0.030 0.76 0.515 13.08 8 150 250' 02037* 2 14 41/30 0.045 1.14 0.510 12.95 18 155 250' 02038* 3 14 41/30 0.045 1.14 0.525 13.34 18 165 250' 02039* 4 14 41/30 0.045 1.14 0.575 14.61 15 215 250' 02022* 5 14 41/30 0.045 1.14 0.675 17.15 12 285 250' 02041* 2 12 65/30 0.045 1.14 0.590 14.99 25 200 250' 02042* 3 12 65/30 0.045 1.14 0.600 15.24 25 250 250' 02043* 4 12 65/30 0.045 1.14 0.650 16.51 20 280 250' 02023* 5 12 65/30 0.045 1.14 0.730 18.54 16 315 250' 02045* 3 10 104/30 0.045 1.14 0.660 16.76 30 320 250' 02046* 4 10 104/30 0.045 1.14 0.710 18.03 25 375 250' 02024* 5 10 104/30 0.045 1.14 0.770 19.56 20 432 250' *     non-stock item available by special order; minimum quantity purchase required. ?   green conductor for grounding only. ampacities based on nec table 400.5(a). (s)    actual shipping weight may vary. color code chart no. of conductors color 2 black, white 3 black, white, green 4 black, white, red, green 5 black, white, red, orange, green
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