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		  Datasheet File OCR Text:


		  cartridge and axial lead fuses ?2009 littelfuse, inc. specications are subject to change without notice. please refer to www.littelfuse.com for current information.   220 series 2ag > special fuse > 220 series 220 series,  lead-free 2ag special fuse the 2ag special fuses with various voltage ratings,  provide special electric performance as required. agency approvals agency agency file number ampere range e10480 0003,0004,0010,0011, 0025,0029,0031,0036 ? e10480 0007,0012,0013,0019, 0037,0044,0045, 0059,0060,0061 ps e nbk200405-e10480 nbk060405-e10480 nbk210405-e10480 cartridge:  0007,0012,0013,0019,0044 pigtail: 0007,0012,0013,0019,0044 cartridge & pigtail:  0025,0045,0059 ?      % of  ampere  rating amp code opening time 100% 0025,0038,0040, 0045,0059 4 hours, minimum 135% 1 hour, maximum 200% 3 secs., minimum 20 secs., maximum % of  ampere  rating amp code opening time 100% 0007,0012,0013,0019, 0031,0036,0037,0044, 0054,0060,0061 4 hours, minimum 135% 1 hour, maximum 200% 1 sec., maximum % of  ampere  rating amp code opening time 100% 0010 4 hours, minimum 150% 15 mins, maximum 0.9a 90 secs., maximum % of  ampere  rating amp code opening time 0.6a 0029 90 secs., maximum 2a 2 secs., maximum 6a 0.5 sec., maximum % of  ampere  rating amp code opening time 0.6a 0003,0004,0011 90 secs., maximum features t *obddpsebodf with underwriters  laboratories standard   ul 248-14 t "wbjmbcmfjodbsusjehf and axial lead format  with various forming  dimensions t 3p)4dpnqmjbouboe lead-free ? electrical characteristics for series applications used as supplementary protection in appliance or  utilization equipment to provide individual protection for  components or internal circuits. ? ps e description revised: april 1, 2010

 cartridge and axial lead fuses ?2009 littelfuse, inc. specications are subject to change without notice. please refer to www.littelfuse.com for current information. 220 series 2ag > special fuse > 220 series average time current curves temperature rerating curve 100 10 1 0.1 0.01 0.001 0.1 1 10 100 1000 .200a .100a .250a .375a .500a .750a 1.0a 1.5a 2.0a 2.5a 3a 4a 5a 6a 7a 8a 10a time in seconds current in amperes ampere  rating (a) amp code max voltage  rating  (v) interrupting rating nominal cold  resistance  (ohms) nominal  melting  i 2 t (a 2  sec) agency approvals ? ps e 0.35 0003 250 35a@250vac, 10ka@125vac 1.3100 0.490 x x x 0.35 0004 250 1.3100 0.490 x x x 3 0007 350 100a@350vac, 60a@530vac 0.0317 4.62 x x x x 0.55 0010 250 35a@250vac, 10ka@125vac,  10ka@125vdc 0.4945 1.16 x x x 0.35 0011 250 35a@250vac, 10ka@125vac 1.3100 0.49 x x x 2 0012 350 100a@350vac 0.0497 1.50 x x x x 5 0013 300 0.0186 17.0 x x x x 3 0019 350 100a@350vac, 100a@125vac 0.0317 4.62 x x x x 1.25 0025 250 100a@250vac, 10ka@125vac,  10ka@125 vac 0.1460 9.80 x x x x 0.35 0029 250 35@250vac, 10ka@125vac 1.3100 0.490 x x x 0.375 0030 250 35a@250vac, 10ka@125vac,  10ka@125vdc 1.1685 0.580 x 0.3 0031 250 0.5900 0.0300 x x x 0.5 0036 300 35a@300vac, 10ka@125vac 0.2650 0.365 x x 0.75 0037 300 0.1520 1.05 x x 5 0038 250 50a@250vac 0.0186 267 x 0.5 0040 250 35a@250vac, 10ka@125vac,  10ka@125vdc 0.6935 1.16 x 1 0044 350 100a@350vac 0.1027 2.22 x x x x 2 0045 350 100a@250vac, 100@350vac,  10ka@125vac, 10ka@125vdc 0.0698 30.0 x x x x 7 0059 350 100a@350vac / 160a@140vdc 0.0116 464 x x x x 0.5 0060 350 35a@350vac 0.2650 0.365 x x 0.75 0061 350 0.1520 1.05 x x electrical characteristics

 cartridge and axial lead fuses ?2009 littelfuse, inc. specications are subject to change without notice. please refer to www.littelfuse.com for current information.   220 series 2ag > special fuse > 220 series product characteristics dimensions operating temperature -55 oc to +125 oc thermal shock .*-45%(
.fuipe(
5ftu condition b: (5 cycles - 65oc to  125oc) vibration .*-45%(
.fuipe" humidity .*-45%(
.fuipe#
5ftu $poejujpo")jhi3)	
boe elevated temp (40 oc) for 240 hours salt spray .*-45%(
.fuipe%
5ftu condition b material body:  glass cap:  nickelCplated brass leads:  tinCplated copper terminal strength .*-45%(
.fuipe"
5ftu condition a solderability 3fgfsfodf*&$4fdpoe&ejujpo 2003-01 annex a product marking cap1:  brand logo, current and voltage  ratings cap2:  series and agency approval  marks 220  000p  series 4.5 (.177") 14.48 (.57") 14.48 (.57") 4.7 (.184") .635 (.025") 38.1 (1.50") typ. part numbering system soldering parameters - wave soldering dwell  t ime 0 20 40 60 80 100 120 140 160 180 200 220 240 260 280 300 0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220 230 240 t ime (seconds) t emperature (c) - measured on  bottom side of board cooling  t ime preheat  t ime wave parameter lead-free recommendation preheat: 	%fqfoetpo'mvy"dujwbujpo5fnqfsbuvsf
 	5zqjdbm*oevtusz3fdpnnfoebujpo
     temperature minimum: 100   c     temperature maximum: 150   c     preheat time: 60-180 seconds solder pot temperature: 260   c max. solder dwell time: 2-5 seconds recommended hand-solder parameters: 4pmefs*spo5fnqfsbuvsf?$?$   )fbujoh5jnftfdpoetnby note:  these devices are not recommended for ir or  convection reow process. recommended process parameters:

 cartridge and axial lead fuses ?2009 littelfuse, inc. specications are subject to change without notice. please refer to www.littelfuse.com for current information. packaging packaging option packaging specication quantity quantity &  packaging code reel size bulk n/a 1000 mx n/a bulk n/a 1000 mxsl n/a reel and tape &*"& 1000 mrt1 52mm (2.062) reel and tape &*"& 1500 %"5 52mm (2.062) reel and tape &*"& 1500 %35 52mm (2.062) reel and tape &*"& 1500 %35 63mm (2.500) reel and tape &*"& 1500 %35 73mm (2.874) reel and tape &*"& 2500 ert1 52mm (2.062)
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