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		  Datasheet File OCR Text:


		  9162 slide-in sim card connector standard smt contact layout narrow smt contact layout 16.4 (0.646) 15.7 (0.618) 0.06 (0.002) 1.74 (0.069) 10.36 (0.408) 12.16 (0.479) 6.12 (0.241) 7.92 (0.312) 8.66 (0.341) 10.46 (0.412) 11.2 (0.441) 13.0 (0.512) 16.4 (0.646) 15.7 (0.618) 0.25 (0.010) 1.75 (0.069) 10.35 (0.407) 11.85 (0.467) 6.52 (0.257) 7.52 (0.296) 9.06 (0.357) 10.06 (0.396) 11.6 (0.457) 12.6 (0.496) general description the standard sim connector is specifically designed for handheld devices requiring secure subscriber identification. following on from the introduction of our standard sim block with an offering of 3 standard heights, 0.80mm, 1.60mm, or 2.40mm, avx is now adding  another standard to the 9162 series sim connectors, the slide-in sim. unlike sim blocks which require sim card guides to aid insertion, removal and retention of the sim card, the slide-in sim has guides as part of the connector mold design. contacts are stamped, gold plated, rated 0.5a, and 5000 mechanical cycles. our contact design is specifically rounded to avoid any possible damage   during and after card insertion to the card itself, assuming normal use. the design also incorporates protection features to avoid contact damage during this operation such as contact snagging. please contact the appropriate sales office for further details of this service. key features and benefits ?  produced for use with mini sim cards.  ?  the insulator is molded from high temperature plastic enabling the   connector to be used in convection or infrared soldering processes. ?  supplied on tape and reel packaging for pick and place assembly. ?  the all plastic design, assuming normal use prevents damage to the  sim card on insertion. ?  optional smt contact size: standard smt contact size C 1.60mm x 1.60mm narrow smt contact size C 1.05mm x 0.60mm ?  rohs compliant available. 17

 how to order section z-z +0.00 /+0.15 (0.000 / +0.006) 0.60   0.10 (0.024 / +0.004) 6.05 (0.238) 12.02 (0.473) 0.20   h h a 1.75 (0.069) connector height 5.10 ? 5.60 (0.201 ? 0.220) 12.9 ? 13.4 (0.508 ? 0.528) z z t t 16.4 (0.646) 11.4 (0.449) 15.7 (0.618) 15.2 (0.598) 4.85 (0.191) b section t-t 0.60 (0.024) 0.93 (0.037) 15.1 (0.594) connector height 1.75mm 9162 slide-in sim card connector 00 prefix 00 = standard 58 = special 9162 series 006 no. of contacts 006 = 6 sim type 20 = standard smt  footprint 21 = narrow smt footprint 2x 6 plating options selective gold,  pure tin tail xxx connector height xxx refers to  connector height 175 = 1.75mm stack height standard narrow a 1.46 (0.057) 1.05 (0.041) b 1.60 (0.063) 0.60 (0.024) 18

 9162 sim card block general description the standard sim connector is specifically designed for handheld devices requiring secure subscriber identification. the connectors are available in a standard 6 pin configuration on a 2.54mm pitch with a 0.8mm height. contacts are stamped, gold plated, rated at 0.5a, and 5000 mechanical cycles. our contact design is specifically rounded to avoid any possible damage   during and after card insertion to the card itself, assuming normal use. the  design also incorporates protection features to avoid contact damage during this operation such as contact snagging. please contact the appropriate sales office for further details. key features and benefits ?  produced for use with both full iso cards and mini sim cards.  ?  the insulator is molded from high temperature plastic enabling the   connector to be used in convection or infrared soldering processes. ?  supplied on tape and reel packaging for pick and place assembly. ?  rohs compliant. 0.8mm pcb pad layout pcb pads (6 positions) 1.10 (0.043) typ 15.20 (0.598) 0.77 (0.030) typ 1.00 (0.039) 1.00 (0.039) 2 pitches  @ 2.540 = 5.08 (0.100 = 0.200) 19

 connector height 0.8mm illustration of pin configuration 12.10 (0.476) 0.60 (0.024) 0.80 (0.031) 8.64 (0.340) all contact tails within 0.10mm coplanarity tolerance 2 pitches  @ 2.540 = 5.08 (0.100 = 0.200) 15.00 (0.591) 7.62 +0.25 -0 (0.300 +0.010 -0) 0.670 (0.026)  ref typ 0.19 (0.007) typ 1.00 (0.039) typ pin 1 pin 1 how to order 00 prefix 9162 series 006 number of contacts 006 sim type 006 = selective gold, pure tin tail 080 connector height 080 = 0.8mm stack height 9162 sim card block 20
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