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		  Datasheet File OCR Text:


		  1  features  8.3  8.1mm max.(l  w), 9.85mm max. height.   operating temperature range: -40  ~+85  .  xdsl line transformer.   approved by broadcom (bcm6511/6526, bcm6516/6524) a nd alcatel.  rohs compliance.  custom design is available.  applications ideally used in vdsl/vdsl2 co equipments. x xx xdsl dsl dsl dsl transformer transformer transformer transformer CEP710B CEP710B CEP710B CEP710B     dimensions     shapes and dimensions/recommended land patterns (mm )     land pattern    schematics (bottom) 9.5  0.35 [.374  .014] 1 8 4 5 j14214 8.1 max. [.319] cn [.327] sumida data code 8.3 max. 9.5  0.35 [.374  .014] 9.5  0.35 [.374  .014] 1 8 4 5 j14214 8.1 max. [.319] cn [.327] sumida data code 8.3 max. 1 8 4 5 j14214 8.1 max. [.319] cn [.327] sumida data code 8.3 max.     8   4   5   8  0.4  [.016]  1   6  1.9  [.075]    adhesive   *   white point indicates pin#1. * dimensions non toleranced are just for reference. * terminals should be measured excluding the length  of soldered point .   [.268] 9.5 [.374] 0.9 [.035] 6.8 5.7 [.224] 2.4 [.094] 1.9 [.075]   1   4   8     5   6   7       line      chip  3   2  

 2 x xx xdsl dsl dsl dsl transformer transformer transformer transformer CEP710B CEP710B CEP710B CEP710B     electrical characteristics specification. vdsl2 co functional -80db(100khz, 3.0v) 2  1 100   10% j14215 vdsl2 co functional -60db(30k, 3.0v) 2  1 420   10% j14214 vdsl2 co functional -80db(100khz, 3.0v) 2.5  1 100   10% j14208 vdsl2 co functional -60db(30k, 3.0v) 2.5  1 420   10% j14207 vdsl2 co functional -60db(30k, 3.0v) 2.5  1 420   10% j14202 application insulation thd (db) (typ.) turns ratio inductance (  h) part no.

 3 america(california) america(chicago) tel.+1-408-321-9660   fax. +1-408-321-9308 tel.+1-847-545-6700   fax. +1-847-545-6720 taiwan(taipei) shenzhen shanghai hong kong tel.+60-3-8733-0900 fax.+60-3-8737-7384 tel.+65-6296-3388   fax.+65-6296-3390 tel.+82-2-6237-0777  fax.+82-2-6237-0778 tel.+81-3-5202-7112    fax.+81-3-5202-7105 malaysia singapore korea(seoul) japan(tokyo) for more information tel.+886-2-27065228  fax.+886-2-27065229 tel.+86-755-82910228 fax.+86-755-82910338 tel.+86-021-58363299 fax.+86-021-58363266 tel.+852-2880-6688   fax.+852-2565-9600  recommended reflow condition.     packaging with embossed tape and reel. heat endurance test temperature chart xdsl xdsl xdsl xdsl transformer transformer transformer transformer CEP710B CEP710B CEP710B CEP710B   tape feeding direction pin(1-4)side
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