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		  Datasheet File OCR Text:


		  13200 estrella ave., bldg. b gardena, ca 90248 tel: 310-325-1043 fax: 310-325-1044 www.mpsind.com sales@mpsind.com shielded smd power inductor PSE104 series ?	 high current inductor for voltage regulated module  (vrm) ?	 good for dc/dc converter and switch-mode power    supply applications ?	 high current in compact package ?	 operating temperature range: -55 o c to +120 o c ?	 rohs compliant product industries electrical specification @ 25 o c part number PSE104- inductance (h) 20% dcr (m) typ dcr (m) max i dc (a) typ i sat (a) typ r22m 0.22  1.1  1.5  32.0  50.0  r36m 0.36  1.5  1.7  31.5  50.0  r47m 0.47  1.5  1.9  27.5  49.0  r56m 0.56  1.9  2.3  27.5  49.0  r68m 0.68  2.0  2.5  23.0  40.0  r88m 0.88  2.7  3.0  20.0  38.0  1r0m 1.0  3.7  4.1  17.5  36.0  1r5m 1.5  5.3  6.0  15.0  27.5  1r8m 1.8  7.0  8.2  15.0  27.5  2r2m 2.2  8.2  9.0  12.0  25.6  3r3m 3.3  10.8  12  10.0  18.6  4r7m 4.7  15.0  16.5  9.5  17.0  5r6m 5.6  17.6  19.3  8.5  16.0  6r8m 6.8  19.5  25.0  8.0  14.0  8r2m 8.2  21.2  23.3  8.0  13.5  100m 10.0  33.2  36.5  6.8  12.0  150m 15.0  51.0  65.0  3.5  7.0  220m 22.0  90.0  120.0  2.0  3.0  330m 33.0  155.0  200.0  1.8  2.8  ?	 inductance measured at 100khz / 0.1v rms ?	 i dc :	dc	current	(a)	at	which	the	t	of	40c	increase,	 typical ?	 i sat :	dc	current	(a)		for	a	l	drop	30%	 typical	from	initial	 value ?	 inductance tolerance m=20% ?	 ambient	 temperature:	125c	max. product	performance	is	limited	to	specifed	 parameters.		data	is	subject	to	change	without	prior	notice. 		 dimensions unless	otherwise	specifed,	all	 tolerances	are: inch: .xx : 0.015     .xxx : 0.004 mm: x,x : 0,38     x,xx : 0,10   

 13200 estrella ave., bldg. b gardena, ca 90248 tel: 310-325-1043 fax: 310-325-1044 www.mpsind.com sales@mpsind.com shielded smd power inductor PSE104 series industries dimensions product	performance	is	limited	to	specifed	 parameters.		data	is	subject	to	change	without	prior	notice. 		 dimensions unless	otherwise	specifed,	all	 tolerances	are: inch: .xx : 0.015     .xxx : 0.004 mm: x,x : 0,38     x,xx : 0,10   
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