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		  Datasheet File OCR Text:


		  1 2 3 4 5 a b c d size a4 rev date file by a b c                   21-sep-11                        note                            gg d e f g approval: rj unit:  mm scale:  projection: general tolerance .x  =  + / -  0.2 .xx  =  + / -  0.15 rohs compliant 13.80 15.48 16.48 6.00 0.10 11.78 11.10 0.10 12.50 0.10 5.12 0.10 2- 2.00 0.05 2- 4.00 0.05 2- 1.00 0.05 2- 3.50 0.05 4- 1.00 0.05 3.23 4.13 13.15 1.84 0.05 9- 0.50 15.10 11.00 2.00 1.50 2.70 6.99 7.72 3.60 13.14 11.78 2.00 1.50 2- 4.00 9- 1.30 9- 0.70 2- 2.30 2- 3.30 2- 1.00 2- 3.50 2- 2.00 connector front edge pcb layout * - component view weri p art no: 692 121 030 100 description: usb 3.0 horizont al  type  a 04-aug-10                        pdf                               jp technical  characteristics ma terial insula t or: lcp flamability  ra ting: ul94-v0 color: blue cont act  ma terial: phosphore bronze cont act   type: s t amped cont act  pla ting:   underpl a te 1.27 to 2.54 m ni     cont act   area  0.76 m gold     solder  t ail   area  2.54 to 5.08 m matt  t in shielding: brass ma tt   tin pla ted environment al opera ting  tempera ture: -20 up to +85c compliance: rohs & lead free  as per directive 2002/95/ec          halogen free complian t   as per iec 61249-2-21 electrical curren t  ra ting: - pin 1 & pin 4 (vbus & corresponding ground pin) 1.8 a  max - other pins 0.25  a  min working vol t age: 30v ac dielectric withst anding vol t age: 100v ac/min insula tion resist ance: > 100 m? cont act  resist ance: - pin 1 & pin 4: 30m ? max - other pins: 50m? max impedance: 90? +/- 15? @ 50ps rise  time (20~80%) mechanical inser tion force: 35.0n max extraction force: 10.0n min quality  class: 5000 ma ting cycles soldering w a ve & reflow process  as per jedec j-std-020d p ackaging t ape & reel dra w : joe sheet : 1/2 standard        certified: e323964 / model number 692121030100 10-may-11                          ul                               gg *  note: the recommended pcb layout is for an optimized retention force of connector on pcb but it implies insertion force that a lot of pick and place machines are not able to handle.  therefore it might be necessary to                 drill bigger holes for the clips. please check this carfully.

 1 2 3 4 5 a b c d size a4 rev date file by a b c d e f g approval: rj unit:  mm scale:  projection: general tolerance .x  =  + / -  0.2 .xx  =  + / -  0.15 rohs compliant weri p art no: 692 121 030 100 description: usb 3.0 horizont al  type  a dra w : joe sheet : 2/2
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