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		  Datasheet File OCR Text:


		  specification control drawing    tyco electronics corporation  305 constitutional drive  menlo park, ca 94025 usa   raychem  products  title:  coaxial cable splice kit  unless otherwise specified dime nsions are in millimeters.  document no.:    B-202-81   tolerances:  0.00  n/a  0.0  n/a  0  n/a  angles:  n/a    roughness in  micron  tyco reserves the right to  amend this drawing at any  time.  users should evaluate the suitability of the  product for their application.   date:   sept. 17, 1998  doc issue:  2  drawn by:   r. mapalo  replaces:   b20281  dcr number:   d981685  prod. rev.:  a   scale:   none  size:   a  sheet:   1 of 1  if this document is printed it becomes unc ontrolled.  check for the latest revision.       material   1. insulation sleeve: heat-shrinkable, radiation cr oss-linked modified polyolefin. transparent clear.  2. soldershield device: tin pl ated copper braid with flux.  3. dielectric barrier: cross-linked polyvinylidene fluoride. color: yellow.  4. insulation sleeve: heat-shrinkable, radiation cross-li nked modified polyvinylidene fluoride. transparent blue.  5. solder preform with flux:       solder: type sn63 per ansi j-std-006.       flux:      type rol1 per ansi j-std-004.  6. insulation tubing: precoated, radiation cross-linke d modified polyolefin with adhesive. color: black.  application   1. this controlled soldering device is designed  to splice the cen ter conductor and the braid, both made of bare tin or silver  plated         copper, of coaxial cables having an insulation temperature rated for at least +85  c. the product is suitable for single or double      braided cables.  2. temperature range: -55  c to +125  c.  3. for installation procedure: see rpip-699-00.    cable dimensions:      *a trademark of tyco corporation.  
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