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		  Datasheet File OCR Text:


		                                                                  r ating   and   a vailability  type  cf12  cf25s  cf25  cf50s  cf50  cf100s  cf100  cf200s  cf200  power rating @ 70 o c 0.125w 0.25w 0.25w 0.5w  0.25w 1w 1w 2w 2w  max working voltage  150v  200v  250v  300v  280v  400v  450v  500v  500v  max overload voltage  300v  400v  500v  500v 500v 800v 1000v 1000v 1000v  dielectric withsanding voltage  300v  400v  500v  500v  500v  800v  1000v  1000v  1000v      d imensions    b ody   l eadwire   t ype   (l)  (d)  (h)  (d0.03)  cf12  3.3 0.3  1.8 0.3  292  0.45  cf25s  3.3 0.3  1.8 0.3  292  0.45  cf25  6.3 0.5  2.3 0.3  282  0.55  cf50s  6.3 0.5  2.3 0.3  282  0.55  cf50  9.0 0.5  3.2 0.5  262  0.65  cf100s  9.0 0.5  3.2 0.5  262  0.65  cf100  11.5 1.0  4.5 0.5  352  0.78  cf200s  11.5 1.0  4.5 0.5  352  0.78  cf200  15.5 1.0  5.0 0.5  322  0.78                                                    rev. 7  f eatures  ?   economically priced for commercial and industrial applications  ?   wide selection of power ratings and resistance values  ?   eia color coding  ?   resistance to industrial solvent  ?   standard tape & reel package   p art   n umbering   s ystems    cf  25  103  j   tr     meritek series               power rating  code  12  25  50  100  200   0.125w 0.25w 0.5w 1w 2w              resistance   first 2 digits  are significant  3 rd  digit is multiplier  ?r? indicates decimal for values below 10 ohm          tolerance  code  g  j  k   2% 5% 10%        tape & reel     r equirement  p erformance  operating temp range  -55 to 155 o c (derated at 70 o c/see chart)  ppm/  o c  cf100s and  100k  ? r    5%  moisture  resistance  r    100k  ? r    (3% + 0.05 ohm)  load life  (3%+0.05 ohm)  carbon film resistors cf series 
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