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		  Datasheet File OCR Text:


		  306 e. alondra blvd. gardena, ca 90247-1059 ? phone (310) 515-1720 ? fax (310) 515-1962 wwww.jwmiller.com 10.1 smt high current toroid inductors special features ? dc-dc converter, emi filter applications ? low radiation ? low core loss ? high current capacity ? ideal for reflow soldering ? low cost ? operating temperature -55 to +105c notes * current to cause 30c maximum temperature rise pm2110 series  part number l (uh)  @ 1khz  20% idc* (a)  l (uh) @ rated i   20% dcr  (?)  max.  dim.  a  max. pm2110-1r0m  1.0  22.7  0.8  0.002  0.57  pm2110-1r2m  1.2  20.3  1.0  0.002  0.57  pm2110-1r5m  1.5  20.3  1.2  0.002  0.57  pm2110-1r8m  1.8  18.5  1.4  0.003  0.57  PM2110-2R2M  2.2  17.2  1.7  0.003  0.57  pm2110-2r7m  2.7  16.0  2.0  0.004  0.57  pm2110-3r3m  3.3  16.0  2.5  0.004  0.57  pm2110-3r9m  3.9  15.1  2.8  0.004  0.57  pm2110-4r7m  4.7  14.4  3.4  0.004  0.57  pm2110-5r6m  5.6  13.7  3.9  0.005  0.57  pm2110-6r8m  6.8  13.1  4.6  0.005  0.57  pm2110-8r2m  8.2  12.6  5.5  0.006  0.57  10%  10%   pm2110-100k  10  11.7  6.5  0.007  0.57  pm2110-120k  12  11.3  7.6  0.007  0.57  pm2110-150k  15  10.7  9.2  0.008  0.57  pm2110-180k  18  10.2  10.7  0.009  0.57  pm2110-220k  22  9.7  12.7  0.010  0.57  pm2110-270k  27  8.2  16.0  0.014  0.54  pm2110-330k  33  7.0  20.1  0.019  0.52  pm2110-390k  39  6.8  23.2  0.020  0.62  pm2110-470k  47  6.5  27.2  0.022  0.62  pm2110-560k  56  6.2  31.6  0.024  0.62  pm2110-680k  68  5.9  37.1  0.027  0.62  pm2110-820k  82  5.6  43.4  0.029  0.62  pm2110-101k  100  5.4  51.4  0.032  0.62  pm2110-121k  120  5.1  59.6  0.035  0.62  pm2110-151k  150  4.3  77.3  0.049  0.59  pm2110-181k  180  3.7  96.3  0.066  0.53  pm2110-221k  220  3.5  113.8  0.074  0.60  pm2110-271k  270  3.4  134.9  0.082  0.60  pm2110-331k  330  3.2  159.5  0.090  0.60  pm2110-391k  390  3.1  182.9  0.098  0.60  pm2110-471k  470  2.6  230.4  0.133  0.57  pm2110-561k  560  2.5  266.0  0.146  0.57  pm2110-681k  680  2.1  337.1  0.202  0.54  pm2110-821k  820  2.0  394.1  0.221  0.60  pm2110-102k  1000  1.9  463.7  0.244  0.60  also available as rohs compliant. a 1.20 1.00 max. 0.20 0.70 0.90 pad layout dimensions:  inches
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