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		  Datasheet File OCR Text:


		      interactive catalog replaces catalog pages           sensing and control  honeywell inc.  11 west spring street  freeport, illinois 61032       honeywell sensing and control has replaced  the pdf product catalog with the new  interactive catalog . the  interactive catalog  is  a power search tool that makes it easier to find  product information. it includes more  installation, application, and technical  information than ever before.          click this icon to try the new  interactive catalog.   

 pressure sensors 40pc series miniature signal conditioned honeywell 1 micro switch sensing and control 1 1-800-537-6945 usa 1f 1-815-235-6847 international 1 1-800-737-3360 canada 31 features 1 smallest amplified sensor package 1 minimal pcb space 1 fully signal conditioned 1 operating temperature range from  - 45  to  + 125  c 1 silicon piezoresistive technology 1 monolithic design 1 6 pin dip package 1 port designed for o-ring interface 1 excellent media compatibility 1 accuracy of 0.2% performance characteristics pressure range  50 mm hg 0-15 psi 0-100 psi 0-150 psi 0-250 psi overpressure, max.  170 mm hg 45 psi 200 psi 300 psi 500 psi supply voltage 5 vdc   0.25 supply current 10 ma max. output source current 0.5 ma max. output sink current 1.0 ma max. operating temperature - 45  to  + 125  c ( - 49  to  + 257  f) storage temperature - 55  to  + 125  c ( - 67  to  + 257  f) hysteresis & repeatability 0.15% span, typ. ratiometricity (at 4.75 to 5.25 supply voltage)  0.25% span, typ. output load capacitance 0.05 microtarads, max. full scale - 50 mm hg 0.50 vdc typ. + 50 mm hg 4.50 vdc typ. all other pressure ranges 4.50 vdc typ. media dry gases only: media must be compatible with compatibility p1 port epoxy based adhesive media must be compatible with glass, silicon, p2 port stainless steel, invar, sn/ni plating or sn/ag solder 40pc series order guide catalog listing pressure range psi pressure type lead style 40pc001b1a  50 mm hg bi-directional 1-unformed 40PC001B2A  50 mm hg bi-directional 2-formed away from port 40pc001b3a  50 mm hg bi-directional 3-formed towards port 40pc015g1a 0-15 gage 1-unformed 40pc015g2a 0-15 gage 2-formed away from port 40pc015g3a 0-15 gage 3-formed towards port 40pc100g1a 0-100 gage 1-unformed 40pc100g2a 0-100 gage 2-formed away from port 40pc100g3a 0-100 gage 3-formed towards port 40pc150g1a 0-150 gage 1-unformed 40pc150g2a 0-150 gage 2-formed away from port 40pc150g3a 0-150 gage 3-formed towards port 40pc250g1a 0-250 gage 1-unformed 40pc250g2a 0-250 gage 2-formed away from port 40pc250g3a 0-250 gage 3-formed towards port note:  for tubing and o-ring interface recommendations, see the 40pc application note in the reference section. amplified

 pressure sensors 40pc series miniature signal conditioned 32 honeywell 1 micro switch sensing and control 1 1-800-537-6945 usa 1f 1-815-235-6847 international 1 1-800-737-3360 canada output performance characteristics @ 25  c, 5vdc (unless otherwise noted) linearity, null shift span shift combined null pressure null span sensitivity, b.f.s.l. (% span) (% span) and span shift range (vdc) (vdc) typ. (% span) max. max. max. (% span) max.  50 mm hg 2.50   0.050 4.00 typ. 40.0 mv/mm hg 0.80 + 25  to  + 50  c  1.50  1.50 e + 25  to 0  c  1.50  1.50 e + 25  to  - 18  c  2.00  0.75  2.00 + 25  to  + 63  c  2.00  0.75  2.00 0 to 15 psi 0.50   0.11 4.00   0.11 266.6 mv/psi 0.20 + 25  to  - 45  c  2.75  1.00  3.00 + 25  to  + 85  c  2.75  1.00  3.00 + 25  to  + 125  ceee + 25  to  - 18  c  1.25  0.75  1.50 + 25  to  + 63  c  1.25  0.75  1.50 0 to 100 psi 0.50   0.04 4.00   0.09 40.0 mv/psi 0.10 + 25  to  - 45  c  2.00  1.00  2.50 + 25  to  + 85  c  2.00  1.00  2.50 + 25  to  + 125  c  3.00  2.00  3.00 + 25  to  - 18  c  0.75  0.75  0.75 + 25  to  + 63  c  0.75  0.75  0.75 0 to 150 psi 0.50   0.04 4.00   0.07 26.6 mv/psi 0.10 + 25  to  - 45  c  1.00  1.00  1.00 + 25  to  + 85  c  1.00  1.00  1.00 + 25  to  + 125  c  1.50  1.50  1.50 + 25  to  - 18  c  0.75  0.75  0.75 + 25  to  + 63  c  0.75  0.75  0.75 0 to 250 psi 0.50   0.04 4.00   0.07 16.0 mv/psi 0.10 + 25  to  - 45  c  1.00  1.00  1.00 + 25  to  + 85  c  1.00  1.00  1.00 + 25  to  + 125  c  2.00  2.00  3.00 performance specifications, temperature/accuracy temperature range total accuracy (% span) max. 0 to 15 psi 0 to 100 psi 0 to 150 psi 0 to 250 psi 25  c  0.4 (rss)  0.2 (rss)  0.2 (rss)  0.2 (rss) - 18  to  + 63  c  4.0  2.5  2.0  2.0 - 45  to  + 85  c  4.0  2.5  2.0  2.0 - 45  to  + 125  c  3.0  2.5  3.0 note 1: accuracy at 25  c is defined as rss error for linearity, hysteresis, and repeatability. note 2: total accuracy is the maximum deviation from the 25  c reference transfer function at any pressure or temperature over the specified ranges. this calculation includes null, span, linearity, hysteresis, repeatability, null shift, and span shift.

 pressure sensors 40pc series miniature signal conditioned honeywell 1 micro switch sensing and control 1 1-800-537-6945 usa 1f 1-815-235-6847 international 1 1-800-737-3360 canada 33 electrical connection notes: 1. square corner marks pin 1 (vs). 2. output is short circuit protected. mounting dimensions  (for reference only) mm/in. lead style 1 note: p1 - dry gases only: media must be compatible with epoxy based adhesive. p2 - media must be compatible with glass, silicon, stainless steel, invar, sn/ni plating or sn/ag solder. lead style 2 lead style 3 amplified
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