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		  Datasheet File OCR Text:


		    @? feature  the coating is flame proof (silicon resin).      it is equivalent to ul94v-0.  @? power rating                   @ metal plated film is used for the low resistance value.   @? dimensions                                                     @? derating curve   @? model designation mos    1w    102    j    tu   ?r       ?s      ?t     ?u     ?v                               miniature paint insulated metal oxide film fixed resistors model no. power rating max. working vo lt a g e max. overload vo lt a g e resistance range tolerance t.c.r. ratin g ambient tem p . operatin g temp. ran g e :2 w ::2 v ::2 v : :2  10k mos 1w 1.0 350 600 0.1 c> 100k mos 2w  2.0 350 600 0.1 c> 100k mos 3w  3.0 350 600 0.1 c> 100k    :? 2 :? 5 :? 10 (5,10,for less than 0.2 ) :? 300 :? 70 -55 c>:? 200 ld l :? 0.1 :? 0.05 mos 1w  9.0 :? 1.0 3.5 :? 1.0 30 :? 3 mos 2w 12.0 :? 1.5 4.0 :? 1.0 38 :? 3 mos 3w 15.0 :? 1.5 5.5 :? 1.0 38 :? 3 model no. dimensions(mm) d 0.6 0.65 :? 0.1 (0.8 :? 0.1) 0.8 :? 0.1 0.8 :? 0.1  mos1/2w  6.5 :? 1.0 2.2 :? 0.5 30 :? 3 symbol meaning 1/2w 0.5w 1w 1.0w 2w 2.0w 3w 3.0w 3 digit e-24 series g :?:w 2.0 :| j :?  5.0 :| k :? 10.0 :| nomarking bulk tu,tp axial taping rp,ry radial t aping l,ls stand-off forming miniat ure paint insulat ed fixed met al oxide film resist ors, flame proof resistance mos ?r ?s 102 ?t model no. power rating forming packaging ?v for detail description about resistance marking,  please refer to "general specifications." for detail description about forming and taping specification, please refer to taping specification  page in "general specifications." ?u tolerance    @? feature   the coating is flame proof (silicon resin).       it is equivalent to ul94v-0.  @? power rating                         @? dimensions                                                            @? derating curve                 @? model designation      mof    1w    102    j    tu   ?r       ?s      ?t     ?u    ?v                       model no. power rat ing max. overload vo lt a ge max. overload vo lt age resistance range tolerance t .c.r. rat ing ambient temp. operating temp. range :2c: :2c: :2c: :2 47k mof 1w  1.0 350 600     10 c> 68k mof 2w  2.0 350 600      10 c> 100k msf1/2w 0.5 bb 0.2 c> 9.1 msf 1w  1.0 bb 0.2 c> 9.1 msf 2w  2.0 bb 0.2 c> 9.1 :? 70 -55 c>:? 200 :? 35 0 ( :? 50 0 f or le 1 
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