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		  Datasheet File OCR Text:


		  features: www.lineagepower.com/oem lineage power    lineage power       lineage power (china) 3000 skyline dr.     2841 dow avenue        1353 chenqiao road, shanghai sengpu industrial park  mesquite, tx 75149      tustin, ca 92780 usa         shanghai, 201401 china     phone:  (972) 284-2000  phone: (714) 544-6665       phone: 021 6710 8910 ACE3000 3 bay / 9 kilowatt power shelf rev 100506 ? 3u high ? up to 9,000w in a 19 rack ?  single & three phase input models ?  fits 3 hot-plug / n+1 redundant rectifiers ?  current sharing and remote sensing  ?  world-wide safety approvals ?  optional 1u controller available key markets & applications ? central office   ? cellular base stations ?  telecom access nodes  ?  wireless   ? satellite hubs   ? rf amplifiers ?  broadband switchers   ? pcs installations ? xdsl access networks  ? factory automation features benefits single wire current sharing provide system stress balancing and increases reliability constant power characteristic better suited for battery charging applications no minimum load eliminates need for pre-load resistors.  reduces cost of ownership. optional 1u high controller addresses telecom application requirements for redundant operation specifications 9,000 watt power shelf for car3000 front end modules rack model number ace303 ace303n ace333 ace333n rectifier module part number car3010l1-1a car3010k1-1a car3010l1n-1a car3010k1n-1a car3030l1-1a car3030k1-1a car3030l1n-1a car3030k1n-1a voltage range +43.2~52.8 vdc +21.6~26.4 vdc -43.2~52.8 vdc -21.6~26.4 vdc +43.2~52.8 vdc +21.6~26.4 vdc -43.2~52.8 vdc -21.6~26.4 vdc output current 187.5a @ +48vout 375a @ +24vout 187.5a @ -48vout 375a @ -24vout 187.5a @ +48vout 375a @ +24vout 187.5a @ -48vout 375a @ -24vout input voltage single phase 180-264 vac / 47-63 hz three phase 180-264 vac / 47-63 hz maximum input current (per module) 19a @ full load and 180 vac operation (per module) 11a per phase @ full load and 180 vac operation (per module) maximum output power 9,000 total output power (6,000 watts redundant output power) ac input feeds individual input feeds for each rectifier for 4mm2 cable input protection each car rectifier module is equipped with it's own internal fuse efficiency 90% typical at 230vac regulation (line & load) +/- 0.5% of v1 ripple & noise 1% of v1 (pk-pk) - using 10f tantalum cap. and 0.1f ceramic cap. load sharing single wire. +/- 5% of nominal current dc bus rectifiers connected in parallel. floating bus with common "+". maximum current is 250a status indicators dc good and temperature ok (green), ac good (amber) alarm signals over temperature, over/under voltage, no power, module not present battery interface rj45 signal connector per rectifier. rs232 for programming via laptop (with controller). temperature range 0 to 50c at rated output power. derates linearly to 60c at 2.2% per c shock & vibration per mil std-810f, nebs compliant to gr 63 core emi / emc meets en61000-3-2, -3 cispr22 and fcc part 15 class a, bellcore gr-1089-core safety approvals ul: 478, 1012, 1950; csa 22.2 no. 650; iec: 380, 435, 950; vde: 0804, 0806; & ce mark (lvd) dimensions chassis measures 16.00/406.4mm (depth) x 17.165/436.0mm (width) x 5.12/132.1mm (height)                       

 www.lineagepower.com/oem lineage power    lineage power       lineage power (china) 3000 skyline dr.     2841 dow avenue        1353 chenqiao road, shanghai sengpu industrial park  mesquite, tx 75149      tustin, ca 92780 usa         shanghai, 201401 china     phone:  (972) 284-2000  phone: (714) 544-6665       phone: 021 6710 8910 rev 100506 ACE3000 3 bay / 9 kilowatt power shelf outline drawing part number definition guide 5.18 (131.6) series 3=3kw x 3 bays       9kw total power blank=non-compliant y0=5 of 6 compliant z0=6 of 6 compliant rohs compliance rev. 0 = 1? 3 = 3? input phase 3 = 3 slots output v blank = front end t = rectifier type blank = positive n = negative polarity blank = bus bar h = positronic  (front-end only) backplane connector ace   3   x   3   x   x   x   xx  -  1a r t n v 1 l 1 l 2 l 3 - + l 1 l 2 l 3 r t n v 1 all telecom shelves front end power shelves (positive polarity) front end power shelves (negative polarity) 16.00 (406.4) 16.00 (406.4) 17.165 (436) 17.165 (436) 5.18 (131.6) 5.18 (131.6) 3-phase input connector v1 v1 return pin function 1 5vs brtn 2 temp .ok1 3 pgood1 4 acf ail1 5 present1 6 on/off1 7 5vs brtn 8 temp .ok2 9 pgood2 10 acf ail2 11 present2 12 on/off2 13 5vs brtn 14 temp .ok3 15 pgood3 16 acf ail3 17 present3 18 on/off3 19 n/c 20 n/c 21 n/c 22 n/c 23 n/c 24 n/c 25  v1 sense 26 rtn  sense 27 margin 1 28 margin 2 29 n/c 30 i-share 31 rtn 32 n/c 33 5vs brtn 34 5vs brtn 35 5vsb 36 5vsb 37 n/c status / control connector   37 pin d sub connector 5.18 (131.6) series 3=3kw x 3 bays       9kw total power blank=non-compliant y0=5 of 6 compliant z0=6 of 6 compliant rohs compliance rev. 0 = 1? 3 = 3? input phase 3 = 3 slots output v blank = front end t = rectifier type blank = positive n = negative polarity blank = bus bar h = positronic  (front-end only) backplane connector ace   3   x   3   x   x   x   xx  -  1a r t n v 1 l 1 l 2 l 3 - + l 1 l 2 l 3 r t n v 1 all telecom shelves front end power shelves (positive polarity) front end power shelves (negative polarity) 16.00 (406.4) 16.00 (406.4) 17.165 (436) 17.165 (436) 5.18 (131.6) 5.18 (131.6) 3-phase input connector v1 v1 return example part numbers:         backplane part #   type   phase  polarity   connector ace303  front end   s ingle  positive   bus bar ace333  front end   three  positive   bus bar ace303n  front end   s ingle  negative  bus bar ace333n  front end   three  negative  bus bar ace303h  front end   s ingle  positive   positronic ace333h  front end   three  positive   positronic ace303nh  front end   s ingle  negative  positronic ace333nh  front end   three  negative  positronic                      
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