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		  Datasheet File OCR Text:


		  product specification spec. no:  date: june.25.2012 customer product name: tdk product name: WR-444050-17M2-5T-G this specification is: tdk-epc corporation head office address: 1-13-1, nihonbashi, chuo-ku, tokyo 103-0027 , japan                            sales office   sales tel. attn: approved checked issued engineering manager sales sales product classification code  preliminary

 customer product name:  tdk product name: WR-444050-17M2-5T-G no.  rev. date 1 0 2012.06.25 2 3 to establish specification revised content revised reason revised history  preliminary

    1/6 product specification   tdk product name: spec. no. customer product name:      (1) apperance & dimensions (unit: mm) weight: 6.2g (typ.)     [ remarks]     1. lead wire pitch is the end of wire position, not output terminal.     2. marking content:     a. t: manufacturing centers     b: lot no.:    %?%?     %?%?      %3%3                        (1)       (2)       (3)                        (1) year: a.d. end number in double                        (2) month: jan.(01) , feb.(02)?dec.(12)                         (3) day: 01,02,03,?31. WR-444050-17M2-5T-G side view top view top view fpc position tdk 17m2-5t-xx t %?%?%?%?%3%3 lot no. tdk 17m2-5t-xx t %?%?%?%?%3%3  preliminary

    2/6 product specification   tdk product name: spec. no. customer product name:      (2) wlc air coil specification           wire diameter:    0.25*2 ( bifilar winding coil)           coil turns: 17ts     (3)  wlc electrical characteristics  (4)  temperature characteristics  (5)  application          1. reflow and dip-flow soldering can not used for this product.          2. the product fit in with rohs rule.          3. the product fit in with halogen-free. WR-444050-17M2-5T-G  no. parameter specification test instrument 1  inductance 11.1    h  (tbd) hp 4284a digital lcr meter or equivalent ( ?  100khz 1.0 vrms) 2  dc resistance  0.27    tbd max (at 25 ! ) chen hwa 502a meter or equivalent 1 operating temperature -30  70 ! 2 storage temperature -40  85 !  no. parameter specification  preliminary

    2/6 product specification   tdk product name: spec. no. customer product name:      (6)  nfc electrical performance characteristics      6-1.impedance      this data is central value at 13.56 mhz     6-2.  nfc communication distance      6-3.  nfc evaluation method        evaluation board           pn544 evaluation board and operation software is nxp's design. WR-444050-17M2-5T-G composition impedance only nfc antenna 32 + j51(ohm) composition target model only nfc antenna 43 mode mifare only nfc antenna 49 vivo c1 only nfc antenna 7 c2 10 c3 47 c4 7 c5 43  preliminary

    3/6 product specification   tdk product name: spec. no. customer product name:      (7) reliability conditions   WR-444050-17M2-5T-G  no. parameter conditions 1 low temperature (storage) (1) temperature ? -402 ! (2) time ? 240hrs 2 high temperature (storage) (1) temperature ? +852 ! (2) time ? 240hrs 3 thermal  shock (storage) (1) temperature : - 405 !  / 30min ~ + 855 !  / 30min (2) ambient time : 5min (3) times : 100cycles 4 vibration unpacked: (1)frequency:10~500hz sweep      octave wave(1 oct/ min) (2)amplitude:10g or 1.5mm p-p (3)testing time : xyz 2h/axis, total 6h 5 shock test  fixed within the jig (1) acceleration ? 1000m / s 2 (2) pulse width  ?  6 msec (3) direction ? x?y?z (4) frequency of shock?3 times  each (total 18 times)   half-sine shock (1) 200g, 3ms(gravity) (2) one shock per face (3) total 6 shocks 7 drop test (1) height : 160cm to the concrete floor (fixture weight : 160g ) (2) direction : 6 directions (3) times : 3 times /  direction 6 temperature / humidity (storage) (1) temperature : +602 ! (2) humidity: 90% rh. (3) time:  240hrs 8 package drop (1) drop the sample package in a carton box. (2) height : 100 cm (3) direction :1corner,3 edges, 6 faces (4) drop time : 16 times  preliminary

   4/6 product specification   tdk product name: spec. no. customer product name:      (8) construction     (9) material list WR-444050-17M2-5T-G ( 3 ) ( 4  ) ( 5  ) ( 3 )  no. material name 1 iron sheet 2 pet tape 3 adhesive tape 4 wlc air coil 5 nfc air coil ( 7 ) 6 ( 2 ) ( 2 ) ( 1 ) pwb 7 ink tdk 17m2-5t-xx t %?%?%?%?%3%3 ( 6  )  preliminary

    5/6 product specification   tdk product name: spec. no. customer product name:    0  (9) packing       1. to stack the the trays onto 5 layers. :         - pet tray dimension: 326*329*9.5mm (ref.)         - 16 pcs / per pet tray       2. to put 5 trays of products into the small carton and affixing the out-going label on the outside .         - small carton dimension: 331*337*33mm (ref.)         - 5 pet trays / per small carton ( one pet tray of the top side is empty in the small carton) WR-444050-17M2-5T-G top one tray is empty total : 16x4=64 pcs total : 4x4=16 pcs 5-layers out-going label out-going label cust prod id(p)?    ???(??????
???- htc qty(q)? 64 (6p):tx df10110twn050009010 tdk item(1p)?  wr-443330-14m2-h vdr(v):tdk lot no(1t)?  wl11k06001?m0001 date code(t): 0001 2012/05/11            made in taiwan (s) (item:wr?
443330?
14m2?
h) (1m)ttxdf10110      tdk taiwan corporation 001/014 12296a1181 rohs 1143  preliminary

    6/6 product specification   tdk product name: spec. no. customer product name:    0       3. to put 3 small corton into the carton  .         - outer carton dimension: 347*340*124mm (ref.)         - 3 small cartons / per outer carton         - total quantity : 192 pcs         4. packing.         -to pack the carton by scoth tape and affix out-going label (outside) on it outside.         -the inspection data in the box , there would be a signet mark on it outside. WR-444050-17M2-5T-G inspection data enclosed j ?w }? ?hw( qg 0cus tomer?   0 c ust.  par t no (p)? 0???(??????
???- (6s)   c/no?1 box count 0 01 /01 4   td k i te m  code ( 6p):     tx df 10110twn            lo t no .( 1 t) :     wl11k06002 date :  qty(q):   td k i te m  (1 p) :    wr -443330-14m 2-h   (wr-443330-14m2-h)   sub  p/ o  no. ( 6k) :       ?
 10   ?7?,???+? ????   ????? ?! ????   td k s pe c. ware house yangmi ,  tai wan ?4?4?8?$?&????? nw  3.3   gw    3.8 ?(?4?# 192   shanghai  made in taiwan  tdk taiwan corporation 14 c/no?1 ( ct ) (3s) ttw+wl11k0600200101400000360 ?(?4?# rohs 00000  shipping m ar k   p/ o  no. (k ):      929429?
10    may.11.2012  preliminary
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