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		  Datasheet File OCR Text:


		  G2SBA20 thru g2sba80 vishay semiconductors formerly general semiconductor document number 88604 www.vishay.com 21-mar-02 1 new product glass passivated single-phase  bridge rectifier reverse voltage 200 thru 800 v forward current   1.5 a 0.125 (3.17) x 45 degrees chamfer 0.080 (2.03) 0.060 (1.50) 0.095 (2.41) 0.080 (2.03) 0.825 (20.9) 0.815 (20.7) 0.043 (1.1) 0.035 (0.9) polarity shown on front side of case, positive lead beveled corner.              0.040 (1.02) 0.030 (0.76) 0.022 (0.56) 0.018 (0.46) 0.210 0.190 (5.3) (4.8) 0.421 (10.7) 0.411 (10.4) 0.718 (18.2) 0.682 (17.3) 0.140 (3.56) 0.128 (3.25) lead depth 0.098 (2.5) 0.075 (1.9) 0.098 (2.5) 0.075 (1.9) 0.022 (0.56) 0.018 (0.46) maximum ratings & thermal characteristics ratings at 25? ambient temperature unless otherwise specified. parameter symbol G2SBA20 g2sba60 g2sba80 unit maximum repetitive peak reverse voltage v rrm 200 600 800 v maximum rms voltage v rms 140 420 560 v maximum dc blocking voltage v dc 200 600 800 v maximum average forward rectified output current at t a =25 o c i f(av)  1.5 a peak forward surge current single  sine-wave superimposed on rated load  i fsm 60 a (jedec method)  rating for fusing (tG2SBA20 g2sba60 g2sba80 unit maximum instantaneous forward voltage  drop per leg at 0.75 a v f 1.00 v maximum dc reverse current at rated  t a = 25? 5.0 dc blocking voltage per leg t a =125? i r 300  a notes: (1) unit mounted on p.c.b. with 0.5 x 0.5 (12 x 12mm) copper pads and 0.375 (9.5mm) lead length dimensions in inches and (millimeters) features ?plastic package has underwriters laboratory flammability classification 94v-0 ?high case dielectric strength ?ideal for printed circuit boards ?glass passivated chip junction ?high surge current capability  ?high temperature soldering guaranteed: 260?/10 seconds, 0.375 (9.5mm) lead length, 5lbs. (2.3kg) tension mechanical data case: molded plastic body over passivated junctions terminals: plated leads solderable per mil-std-750,  method 2026 mounting position: any  weight: 0.071 oz., 2.0 g packaging codes/options: 1/400 ea. per bulk tray stack case type gbl
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