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		  Datasheet File OCR Text:


		  specifications subject to change without notice.     800.729.2099 tel  www.icecomponents.com    features   ? low profile package (< 3mm) ? attenuates common mode over a broad  frequency range ? flat top for pick and place applications ? current range up to 3.25a part   ocl 1   irms 6   dcr  lkg. ind.  hi-pot        max. impedance                  number  (  h, min)  ( a, max )  (m  ,max )  ( h, max)  (vdc)  (typ.) cs01-6r0  6.0  3.25  10  0.1  300   125    @ 10mhz cs01-100  10  2.88  11  0.3  300   220    @ 10mhz cs01-330  33  2.50  18  0.6  300   670    @ 10mhz cs01-430  43  1.78  29  0.7  300   890    @ 10mhz cs01-540  54  1.40  41  1.0  300   1086    @ 10mhz cs01-680  68  1.27  58  1.0  300   1447    @ 10mhz cs01-980  98  0.98  75  1.4  300   2108    @ 10mhz CS01-111  110  0.37  112  1.7  300   2378    @ 10mhz cs01-131  130  0.32  142  1.9  300   2852    @ 10mhz cs01-171  170  0.26  180  2.6  300   3707    @ 10mhz cs01-201  200  0.24  240  2.6  300   4178    @ 10mhz mechanical schematic recommended  pc b  layout 1. tested at 100khz,  0.1vrms. 2. electrical specifica - tions at 25 c. 3. operating range:  -40c to +130c. 4. meets ul 94v-0. 5. hi-pot testing:   winding to winding  for 1 minute. 6. irms: temp rise =  40c at rated rms  current. applications ?  emi filters ?  high density power supplies ?  dc/dc converters electrical specifcations units: mm side view top view top view packaging    reel diameter: 13, reel width: 16mm, pieces/reel: 1500 dot for pin 1 0.76 8.6 max 6.8 max 3.0 max 1.52 5.71 1.27 2.54x4 1 3 4 6 1 3 6 4 cs01-xxx ica yyww cs01 series  common mode choke 72 (02/08) cs01-1

 common mode chokes                                     cs01 series                               lf series                         i m p e d a n c e   v s .   f r e q u e n c y                               frequency (khz) frequency (khz) frequency (khz) frequency (khz) frequency (khz) frequency (khz) z (ohms) z (ohms) z (ohms) z (ohms) z (ohms) z (ohms)    ?  ?  ? ? 3 	   3   ?   ?  ?  ? ? ??? ?? ??? ?? ? ?? ??? ???? ????? ??????   ?   ?  ?  3 ? t ? 
 ?  3 ? a ?   ? ? ? ? ?  ? ? ? ? ? ? ?   ? ?    ?  ?  ? ? 3 	   3   ?   ?  ?  ? ??? ??? ??? ??? ?? ?? ?? ??? ?? ? ?? ??? ???? ????? ??????   ?   ?  ?  3 ? t ? 
 ?  3 ? a ?   ? ? ? ? ?  ? ? ? ? ? ? ?  ? ? ? ? ??? ??? ?? ??? ???? ???? ???? ? ?? ??? ???? ????? ?????? cs01- 680 cs01- 540 ? ??? ??? ?? ??? ???? ???? ???? ??? ???? ? ?? ??? ???? ????? ?????? cs01- 980 0 500 1000 1500 2000 2500 1 10 100 1000 10000 100000 CS01-111 cs01-131 0 500 1000 1500 2000 2500 3000 3500 1 10 100 1000 10000 100000 cs01-201 cs01-171 specifications subject to change without notice.     800.729.2099 tel  www.icecomponents.com    73 (02/08)  cs01-2
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