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		  Datasheet File OCR Text:


		  BCM4211 features bcm4100 serial eeprom status leds codec daa filter transformer pci bus or msi bus iline10 v.90 64 mhz rj-11 phoneline BCM4211 BCM4211 system diagram  fully integrated iline10 mac/phy and v.90 modem device for use in:  pci/mini pci adapters  lan on motherboard  internet appliances and broadband gateways   each interface operates concurrently as a separate function, providing independent communication channels  represents very high level of integration for consumer internet communications functions  provides low cost per communications function  modem function allows low cost v.90 backup to broadband connection  pci and microprocessor slave interface bus options allow integration into virtually any system  whql certified drivers for windows 98, windows me, and windows 2000 for both functions  all drivers are portable for embedded operating systems summary of benefits BCM4211 pci/msi iline10 tm controller product brief BCM4211  combination homepna 2.0 and v.90 pci 2.2 modem with fully concurrent operation  pc99 whql certified drivers for windows 98, windows millennium edition, and windows 2000  meets pci power management interface v1.1 (acpi)  microprocessor slave interface (msi) connects to ppc, m68k, arm7t, sh3, and other processors  homepna 2.0  fully integrated 10 mbps homepna 2.0 iline10 mac and phy  rate adaptive line rate from 4 mbps to 16 mbps  adaptive equalizer for robust transmission over time-varying and impaired channels  distributed fair priority queuing (dfpq) for low-latency real- time multimedia  compatible with existing telephone services  fully interoperable between 10 mbps homepna 2.0 operation and homepna 1.0  v.90 pci modem  high-performance data/fax/voice v.90 software modem available  on-chip serial interface to external daa/codec  efficient?ses only 30 mhz x86 cpu capacity  tolerates >30ms system latency on pci  3.3v supply, 3/5v pci i/o   144-pin tqfp

 the broadcom  BCM4211 integrates homepna 2.0 and v.90 software modem interfaces, enabling complete internet communications connectivity. by integrating both homepna 2.0 and v.90, the  BCM4211 dramatically lowers the cost per function and allows ubiquitous high-speed connection to cable, dsl, and fixed-wireless broadband pipes throughout the home. homepna 2.0 everywhere means hundreds of dollars in installation costs can be saved while carrying voice, video, and data to each room in the house. the  BCM4211 contains a pci 2.2 compliant interface to both homepna 2.0 and v.90 functions for easy installation in pcs, as well as a flexible 16-bit microprocessor slave interface for embedded systems, such as internet appliances and home gateways. home networking function: the  BCM4211 high-speed homepna 2.0 compliant home networking interface uses a highly adaptive integrated internet communications processor, with data rates up to 16 mbps, that overcomes the wiring impairments on existing installed home phone lines.  the  BCM4211 home networking function operates on home telephone wiring without disturbing normal phone or modem operation or other services like pots, v.90, isdn, and adsl. the  BCM4211 includes both mac and phy functions and supports connection to the external bcm4100 analog front end. v.90 modem function: the  BCM4211 controller includes a v.90 data/fax/voice modem interface to an external serial modem codec/daa, allowing implementation of a complete, low-cost v.90 data/fax/voice soft modem. the v.90 data/fax/voice software modem driver is available for windows 98, windows me, and windows 2000, and can be ported to virtually any processor and operating system combination. ordering info:  BCM4211 ktf (standard package) BCM4211 ktl (thin package for mini pci form factor) BCM4211 overview pci bus v.90 modem v.90  modem interface jtag bcm4100 leds serial eeprom boot rom/ gpio pci bus interface tx fifo tx fifo rx fifo rx fifo te s t interface (for manufacturing test only) iline10 mac iline10 dsp phy pci configuration registers sprom interface boot rom/ gpio interface led interface for more information please contact us at: phone: 949-450-8700, fax: 949-450-8710 email: info@broadcom.com visit our web site at: www.broadcom.com ? 2000 by broadcom corporation. all rights reserved. 4211-pb00-r-11.6.00 broadcom  and the pulse logo are registered trademarks of broadcom corporation  and/or its subsidiaries in the united states and certain other countries. broadcom corporation 16215 alton parkway, p.o. box 57013 irvine, california 92619-7013 BCM4211 block diagram
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