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		  Datasheet File OCR Text:


		  49 kemet electrolytic capacitors peh 200  85c ?  high cv-value ?    long life ?  low esr and esl ?  compact size ?  optimized designs available on request application basic design typical applications for the new peh 200  would be found in uninterruptable power  supplies (ups), ground power units (gpu),  welding equipments and drives where  high current ratings and compact size are  important. peh 200 series has a polarized, all-welded  design,  heavy  duty  screw  terminals,  extended cathode construction, safety  vent and plastic insulation. the sealing  systems designed for electrolyte leakage  free operation and a very low gas-diffusion  rate of electrolyte. mechanical contact between the winding  and the aluminium case allows excellent  heat transfer from the winding hot spot to  the ambient, which means cooler operation  and very high current ratings. standards     iec 60384-4 long life grade 40/85/56,        din 41240 capacitance range   100C330000 f capacitance tolerance    C20 to +20% rated voltage      25C500 vdc temperature range     C40 to +85c shelf life      2000 h at 0v +85c, or        4 years at 0v +40c operational life time   60000 h at +85c       (case ? = 90 mm) diameter range       35C90 mm specification dimensions table peh 200 (mm)   d x l   case   d1   l1   l2   l3   s   s1   m   a   b   d   m*   weight     code   1.0   1.0   1.0   1.0          0.5          approx (g)     35 x 47  e  36.6  47.5  50.5  55.0  12  11.0  m8  13.0    8  m5  60   35 x 51   a   36.6   51.5   54.5  58.9   12   11.0   m8   13.0      8   m5   70   35 x 60   b   36.6   59.5  62.5   66.9   12   11.0   m8   13.0      8   m5   85   35 x 75   c   36.6   73.5   76.5   80.9  12   11.0  m8   13.0      8   m5   105   35 x 95   d   36.6   94.5   97.5   101.9  12   11.0   m8   13.0      8   m5   130   50 x 49   g   51.6   48.5   51.5   56.4   16   15.0   m12   22.0   13   15   m5   150   50 x 75   h   51.6   74.5   77.5   82.4   16   15.0    m12   22.0   13   15   m5   180   50 x 95   j   51.6   95.5   98.5   103.4   16   15.0    m12   22.0   13   15   m5   240   50 x 105   k   51.6   103.5   106.5   111.4   16   15.0    m12   22.0   13   15   m5   265   50 x 115   i**   51.6   115.5   118.5   123.4   16   15.0   m12   22.0   13   15   m5   300   65 x 105   o   66.6   106.0  109.2   113.0   16  14.8   m12  28.5   13   15   m5   415   65 x 115   q**   66.6   118.0   121.2  125.0  16   14.8   m12   28.5   13   15   m5   460   65 x 130   s**   66.6   129.0  132.2  136.0   16   14.8  m12   28.5   13   15   m5   520   65 x 140  r**  66.6  141.0  144.2  148.0  16  14.8  m12  28.5  13  15  m5  650   75 x 78   l   76.6   77.0   80.2  84.0  16   14.8  m12   32.0  13  15   m5   430   75 x 98   p**   76.6   98.0   101.2   105.0   16   14.8   m12  32.0  13   15   m5   530   75 x 105   t   76.6   106.0   109.2  113.0   16   14.8  m12   32.0   13  15   m5   585   75 x 115  u   76.6   118.0   121.2  125.0   16   14.8  m12  32.0   13   15   m5   640   75 x 145   v   76.6   146.0  149.2   153.0   16   14.8  m12   32.0  13  15   m5  800   75 x 220   x   76.6   221.0   224.2   228.0   16   14.8  m12  32.0   13   15   m5   1400   90 x 78   m   91.6   76.5   79.7  83.4  16   14.8   m12  32.0   13   15   m5   750   90 x 98   n   91.6   97.5   100.7   104.4   16   14.8   m12   32.0   13   15   m5   950   90 x 145   y   91.6   145.5   148.7   152.4   16   14.8   m12  32.0   13   15   m5   1400   90 x 220  z  91.6  220.0  223.2  226.9  16  14.8  m12  32.0  13  15  m5  1500 * m6 and other threads on request. **on request   rohs compliant

   15000    35 x 51    a    11.9  28.7    19.0    25    21    12    PEH200ha5150m--    22000    35 x 75    c    15.2    34.3    24.4    17    14  12    PEH200hc5220m--   33000    35 x 95    d    17.8    38.0    28.1   12    10    12    PEH200hd5330m--   47000    50 x 75    h    20.2  43.3    30.1    11    10  16    PEH200hh5470m--    68000    50 x 95    j    23.4    47.4  34.6    8    7  16    PEH200hj5680m--  100000    50 x 105    k    23.9  46.1  34.7   7    7    16    PEH200hk6100m-- 150000    65 x 105    o    26.3   50.0    37.2    7    7    16    PEH200ho6150m-- 220000    75 x 105    t    35.0  63.6    49.5    5    5    17    PEH200ht6220m-- 330000    75 x 145    v    40.0    73.1  56.9   4    4    17    PEH200hv6330m--   6800    35 x 51   a    9.9    27.2   18.1    33    25    12    PEH200ka4680m--   10000    35 x 60    b    12.0    31.5    21.4    23    18    12    PEH200kb5100m--   15000    35 x 75    c    14.6    36.1  25.5    16    12   12    PEH200kc5150m--   22000    35 x 95    d    17.1  39.8   29.2    12    9    12  PEH200kd5220m--   33000    50 x 75    h    18.9    41.1    28.8    11    9    16    PEH200kh5330m--   47000    50 x 95    j    22.1    46.3    33.6    8   7    16    PEH200kj5470m--   68000    65 x 105    o    25.2    49.9    35.6   7    7    16    PEH200ko5680m--   100000    65 x 105    o    24.9  46.3    36.9  8    8    16    PEH200ko6100m-- 150000    75 x 115   u    35.7    67.7    51.2    5    4    17    PEH200ku6150m-- 220000    75 x 145    v    34.4    62.3    48.9    5    5    17    PEH200kv6220m--   4700    35 x 51    a    9.0    26.8   18.0    32   21  12    PEH200ma4470m--   6800    35 x 75    c    11.5    32.7    23.5   21   14    12    PEH200mc4680m--   10000    35 x 95    d    13.6   36.0    27.0   15    10    12    PEH200md5100m--   15000    50 x 75    h    16.1    37.3  26.5    14    11  16    PEH200mh5150m--   22000    50 x 95    j    19.0   42.0    30.9  10    8    16    PEH200mj5220m--   33000    65 x 105    o    22.8  45.9  34.8    10    8    16    PEH200mo5330m--   47000   65 x 105   o    21.8    42.7    32.0    10    9    16    PEH200mo5470m--   68000    75 x 115    u  31.5    61.3    46.8    6    5   17    PEH200mu5680m--   100000    75 x 145    v    34.3    62.2    50.3    5    5    17    PEH200mv6100m--   1500    35 x 51    a    5.7    18.0    12.1  92    63    12    PEH200pa4150m--   2200    35 x 60    b  7.0  21.3  14.7    63    44    12    PEH200pb4220m--   3300    35 x 75    c    8.7   25.0   17.8    43    30    12    PEH200pc4330m--   4700    35 x 95    d    10.3    28.9    21.1   31    21    12    PEH200pd4470m--   6800    50 x 75    h    12.7    30.4    21.5    33    27   16   PEH200ph4680m--   10000    50 x 95    j    15.3    34.7    25.6  23    19    16    PEH200pj5100m--   15000  50 x 105    k  17.3  37.6    27.9    17    14    16    PEH200pk5150m--   22000    65 x 105   o    19.3    38.7  30.1    15    13    16    PEH200po5220m--   33000    75 x 105    t    26.3  53.0    39.8    10   8    17    PEH200pt5330m--   47000    75 x 145    v    30.8  60.5    47.3    7    6    17    PEH200pv5470m--   330    35 x 51    a    2.2  13.5    8.7    330    170    12    PEH200sa3330m--   470    35 x 60    b    2.7    15.9    10.6   240    120    12    PEH200sb3470m--   680  35 x 75    c    3.4    18.7  13.0    160    84  12    PEH200sc3680m--   1000    35 x 95    d    4.1    21.2    15.6   110    58    12    PEH200sd4100m--   1000    50 x 49    g    4.3    20.7    12.6    120    69    16    PEH200sg4100m--   1500    50 x 75    h    5.9  28.7    19.5    78    42    16    PEH200sh4150m--   2200    50 x 95    j    7.3    32.5    23.2  54    29   16    PEH200sj4220m--   3300    65 x 105    o    10.0    39.8    29.4    38  22    16    PEH200so4330m--   3300    75 x 78    l    10.5    43.8    29.6  38  22  17    PEH200sl4330m--   4700    65 x 105    o    11.3    38.2    27.2   29    18    16    PEH200so4470m-- * maximum values. ** 2 m/s forced air, studmounted on 3c/w aluminium chassis. article table peh 200 (85c) c r     d x l    case    i rac  *   i rac *    i rac *    esr*    esr*    l esl     article       code    85c    50c    40c    20c    20c    approx.    code         **                 100 hz   10 khz   10 khz   100 hz   100 khz      f    mm      a    a  a  m w     m w     nh peh 200 25 vdc ( u r  ) 40 vdc ( u r  ) 63 vdc ( u r  ) 100 vdc ( u r  ) 250 vdc ( u r  ) u2 = plain can b2 = stud can   

 51 kemet electrolytic capacitors   4700    90 x 78    m    12.7    44.2   30.4    30    18   16    PEH200sm4470m--   6800    75 x 105   t    14.7  51.5    36.5    20    12    17    PEH200st4680m--   6800    90 x 98    n  15.8    52.1   37.3   21    13    16    PEH200sn4680m-- 10000    75 x 145    v    18.0  59.0    44.0    14    9    17    PEH200sv5100m-- 12000    75 x 145    v    18.8  58.6    43.6    14    9    17    PEH200sv512am-- 15000    75 x 220    x    20.6  61.6    49.2    10   6    17    PEH200sx5150m-- 15000    90 x 145   y    21.8   60.1   45.5    12    8    16    PEH200sy5150m--   220    35 x 51    a    2.0   13.7    8.8   360    170    12    PEH200ua3220m--   330    35 x 60    b    2.6   16.6    11.0    240  110    12    PEH200ub3330m--   470    35 x 75    c    3.2    19.3    13.4  170    79    12    PEH200uc3470m--   680    35 x 95    d    3.8    21.9    16.0    120    55    12    PEH200ud3680m--   680    50 x 49    g    4.0    20.7  12.6    130  66    16  PEH200ug3680m--   1000    50 x 75    h    5.5    28.8  19.5    85  41    16    PEH200uh4100m--   1500    50 x 95    j   6.8    32.9  23.4  57   28   16    PEH200uj4150m--   2200    65 x 105    o  9.4    39.8   29.2    41   21    16    PEH200uo4220m--   2200    75 x 78    l   9.8   43.5    29.4    41    21    17  PEH200ul4220m--   3300    65 x 105    o    10.9    38.6  27.5    31  17  16  PEH200uo4330m--   3300    90 x 78    m    13.1    54.0  37.0   28    15    16    PEH200um4330m--   4700    75 x 115    u    14.5    54.7   39.5    20    11    17    PEH200uu4470m--   4700    90 x 98    n    15.0    51.3    36.7    22    13    16  PEH200un4470m--   6800    75 x 145    v    16.8    57.0  42.3    15    8    17    PEH200uv4680m--   10000    75 x 220    x   19.4   60.8    48.5    11    7   17   PEH200ux5100m--   10000    90 x 145    y    23.3    75.2    56.9    11    6    16  PEH200uy5100m-- 15000  90 x 220   z  27.3  79.8  64.4  8  5  16  PEH200uz515am--   220    35 x 51    a    2.1  14.6  9.3  330  150    12    PEH200xa3220m--   330    35 x 75    c    2.7    17.0    12.0   220    97    12    PEH200xc3330m--   470    35 x 95    d    3.3    19.1  14.2    150    69    12    PEH200xd3470m--   470    50 x 49    g    3.6    20.9    12.8    160    78   16    PEH200xg3470m--   680    50 x 75    h    4.7    26.8    18.4   110    51   16    PEH200xh3680m--   1000    50 x 95    j    5.9    31.7  22.8    76   35    16    PEH200xj4100m--   1500  50 x 105   k    7.1  34.1    24.7   52    25   16    PEH200xk4150m--   2200    65 x 105    o    9.6    36.7    26.1  38    20    16    PEH200xo4220m--   2200    75 x 78    l    10.0    42.7  28.8   38    20    17    PEH200xl4220m--   3300    75 x 105   t    12.8    52.5    37.4   25    13    17    PEH200xt4330m--   3300    90 x 78    m    13.3  52.6  36.0    26    14   16    PEH200xm4330m--   4700    75 x 145    v    15.2  57.6  43.9    19    11    17    PEH200xv4470m--   4700    90 x 98    n    16.6    62.4  44.4   19    10    16    PEH200xn4470m--   6800    90 x 145    y    20.9   74.8    57.2    14   8    16    PEH200xy4680m--   6800    75 x 220    x    17.4  58.9    47.0  14   8    17    PEH200xx4680m--   220    35 x 51    a    2.2    11.4  9.6    310    130    12    PEH200va3220m--   330    35 x 75    c    2.8    14.3  12.6    210    90   12    PEH200vc3330m--   470    35 x 95   d    3.4    16.5  14.8    140    63    12    PEH200vd3470m--   470    50 x 49    g    3.7    15.0    12.7   150    73    16    PEH200vg3470m--   680    50 x 75    h    4.9    21.2    18.3    110    55    16    PEH200vh3680m--   1000    50 x 95    j    5.9  24.2    21.3    76   38    16    PEH200vj4100m--   1500    65 x 105    o    9.1    49.1   35.1    53    27  16    PEH200vo415aq--   1500    75 x 78    l    8.8   34.0    29.0   52    27    17    PEH200vl4150m--   2200    65 x 105    o    9.6    29.1  25.6    39    21    16    PEH200vo4220m--   2200    90 x 78    m   11.8    44.1    37.1    36    19   16    PEH200vm4220m--   3300    65 x 105    o    11.0  30.5    26.7  29    16  16    PEH200vo433am--   3300    75 x 115    u    13.8    52.0    45.7    22    10    17    PEH200vu433aq--   3300    90 x 98    n    14.9  52.8    45.2   25    13   16   PEH200vn4330m-- * maximum values. ** 2 m/s forced air, studmounted on 3c/w aluminium chassis. article table peh 200 (85c) c r     d x l    case    i rac  *   i rac *    i rac *    esr*    esr*    l esl     article       code    85c    50c    40c    20c    20c    approx.    code         **                 100 hz   10 khz   10 khz   100 hz   100 khz      f    mm      a    a  a  m      m      nh peh 200 250 vdc ( u r  ) 350 vdc ( u r  ) 385 vdc ( u r  ) 400 vdc ( u r  ) u2 = plain can b2 = stud can 

   3300    75 x 105    t    13.0    41.5    36.3    26    14   17    PEH200vt4330m--   4700  75 x 145   v    15.6   57.0    42.5    18    10   17   PEH200vv447am--   6800    75 x 220    x    17.6  51.2    47.7    13    8    17    PEH200vx4680m--   6800  90 x 145    y    21.4    64.1   56.8    13    7    16    PEH200vy4680m--   10000  90 x 220   z  24.7  69.2  64.0  9  5  16  PEH200vz5100m--   150    35 x 51    a    1.8    12.1    7.8    400    170  12    PEH200oa3150m--   220    35 x 75    c    2.3   14.3   10.3    270   110    12    PEH200oc3220m--   330    35 x 95    d    2.9   16.3    12.3  180    76    12    PEH200od3330m--   330    50 x 49   g    3.2    20.4  12.6  190   80    16    PEH200og3330m--   470    50 x 75    h    4.2  24.8  17.0    140  62    16    PEH200oh3470m--   680    50 x 95    j    5.1  28.1    20.4    96    44    16    PEH200oj3680m--   1000    50 x 105    k  6.3    32.0  23.2  67  31  16    PEH200ok4100m--   1500    65 x 105    o   8.8    38.9    28.4   47    23    16    PEH200oo4150m--   1500    75 x 78    l    9.1  42.3    28.5    47   23    17    PEH200ol4150m--   2200    75 x 105   t    11.5    51.6    37.0   32    16    17    PEH200ot4220m--   2200  90 x 78   m    12.2    52.7    36.0    33  17    16    PEH200om4220m--   2700    65 x 105    o    12.4    57.3   40.1    24    10  16    PEH200oo427am--   3300    75 x 145    v    14.0    57.5  43.7    22    11    17  PEH200ov4330m--   3300    90 x 98    n  15.4    61.9   44.0    22    12   16   PEH200on4330m--   4700   75 x 220    x    15.7  57.6    46.8    16    8    17    PEH200ox4470m--   4700  90 x 145   y    18.2  62.2  47.5    17   9    16    PEH200oy4470m--   8200  90 x 220   z  23.8  77.3  63.1  10  5  16  PEH200oz4820m--   150    35 x 51    a    2.0    14.6  9.3    350    150    12    PEH200ya3150m--   220    35 x 75    c    2.5    16.8    11.9    240    99    12  PEH200yc3220m--   330  35 x 95    d    3.1    19.4    14.5    160    66    12  PEH200yd3330m--   330    50 x 49    g    3.5   20.8    12.7  170    75    16    PEH200yg3330m--   470    50 x 75    h    4.5    25.5    17.5  120    58    16    PEH200yh3470m--   680    50 x 95    j  5.5    28.8  20.8  86    41    16    PEH200yj3680m--   1000  50 x 105    k    6.7    32.7    23.6   60    29    16    PEH200yk4100m--   1500    65 x 105    o   9.3    39.2    28.2    43    22   16    PEH200yo4150m--   1500    75 x 78    l    9.6  42.3    28.5    43    22    17    PEH200yl4150m--    1800    65 x 105   o    10.6  47.8    34.0     43    22    17    PEH200yo418am--   2200    75 x 105    t    12.1   50.1   35.6   29    15    17    PEH200yt4220m--   2200    90 x 78   m    12.7    52.4    35.8  30  16    16    PEH200ym4220m--    3300    75 x 115   u    14.2    52.5    37.7   30  16    17    PEH200yu433cm--    3300    75 x 145   v    14.7    57.3    43.7   20    10    17    PEH200yv4330m--   3300    90 x 98    n    16.1    61.9   43.9    21    11   16    PEH200yn4330m--   4700    75 x 145    v    17.9    68.3    50.4   14    7    17    PEH200yv447bm--   4700    75 x 220    x    16.8  59.3    47.6    14    8    17    PEH200yx4470m--   4700    90 x 145    y    18.9  61.4    46.9  16  9    16    PEH200yy4470m--   8200  90 x 220   z  24.9  77.7  63.4  10  5  16  PEH200yz4820m--   100    35 x 51    a    1.5  6.1  3.9    1000  590    12    PEH200za3100m--   150    35 x 60    b    1.9   7.5    4.9  670  390    12    PEH200zb3150m--   220    35 x 75    c    2.3    8.4  5.8  505  310    12    PEH200zc3220m--   220    50 x 49    g    2.5    10.1  6.1  520    320    12    PEH200zg3220m--   330    35 x 95    d    2.9  10.7  7.7  300    180    12    PEH200zd3330m--   470    50 x 75    h    4.2    15.8    10.5   220   130    16    PEH200zh3470m--   680    50 x 95    j   5.1   18.4    12.8  150    90  16    PEH200zj3680m--   1000    65 x 105    o    6.8    21.4    15.5  130    79  16    PEH200zo4100m--   1500    75 x 105    t    9.2    29.8   21.0    82    52    17    PEH200zt4150m--   1800    65 x 105    o   10.6    40.9    28.2    44    29    16    PEH200zo418hm--   2200    75 x 145   v    11.1    33.7    25.1    58    38    17    PEH200zv4220m--   3300    75 x 220   x    12.8  36.5  29.0   38    25    17    PEH200zx4330m--   * maximum values. ** 2 m/s forced air, studmounted on 3c/w aluminium chassis.  article table peh 200 (85c) c r     d x l    case    i rac  *   i rac *    i rac *    esr*    esr*    l esl     article       code    85c    50c    40c    20c    20c    approx.    code         **                 100 hz   10 khz   10 khz   100 hz   100 khz      f    mm      a    a  a  m w   m w   nh peh 200 400 vdc ( u r  ) 420 vdc ( u r  ) 450 vdc ( u r  ) 500 vdc ( u r  ) u2 = plain can b2 = stud can   

 53 kemet electrolytic capacitors peh 200 c r     d x l    case    i rac  *   i rac *    i rac *    esr*    esr*    l esl     article       code    85c    50c    40c    20c    20c    approx.    code         **                 100 hz   10 khz   10 khz   100 hz   100 khz      f    mm      a    a  a  m    m    nh 500 vdc ( u r  ) 3300      90 x 145   y    15.7    46.9  35.4  38    24    16    PEH200zy4330m-- 5600     90 x 220   z  19.6  53.4  42.6  25  17  16  PEH200zz4560m-- article table peh 200 (85c) *  maximum values  .  ** 2 m/s forced air, studmounted on 3c/w aluminium chassis.   u2 = plain can b2 = stud can 
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