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		  Datasheet File OCR Text:


		  features ot-cc-16f optiva fan cooled enclosures optiva series professional media & fiber optic transport models monitoring & control specifcation description local front  panel led global status and alert indicators remote emcoreview remote management software general model description OT-CC-16F-001 3ru chassis without power supplies,  rear mount, short mounting ears ot-cc-16f-002 3ru chassis without power supplies,  front mount, short mounting ears ot-cc-16f-003 3ru chassis without power supplies,  rear mount, long mounting ears ps200f-na 90-264 vac at 50/60 hz., us power cord ps200f-eu 90-264 vac at 50/60 hz., european power cord ps200f-uk 90-264 vac at 50/60 hz., united kingdom power cord specifcations values dimensions - short mounting ears 11.52 l x 19.00 w x 5.25 (3ru) h dimensions - long mounting ears 14.52 l x 19.00 w x 5.25 (3ru) h weight  - chassis - short ears 14.6 lbs. weight  - chassis - long ears 15.8 lbs. weight - power supply) 2.2 lbs. weight  chassis   - short ears -  two supplies 19.0 lbs. weight  chassis   - long ears  -  two supplies 20.2 lbs. operating temperature -20c to +55c storage temperature -40c to +85c humidity 10% to 90% (non-condensing) input voltage 90 C 264vac (per power    supply, not included) input frequency 50 - 60 hz (per power    supply, not included) ac input load @ 120 vac 1.6 amps ac input load @ 240 vac 0.83 amps dc output load @ +12 vdc 16.5 amps @ 25 c   ? high capacity, 3u, 16 slot chassis provides      optimal space utilization and density   ? hot swappable redundant power supplies      ensure increased reliability   ? emi/emc and safety standards confom to     csa and cse standards   ? global alarm led on front panel   ? flexible mounting options:                                       short mounting ears, rear; short mounting      ears, front; long mounting ears, rear         ? unique daisy-chaining design better utilizes     fiber bandwidth   ? flexiible chassis design accepts all optiva      plugin cards: audio, video, data, rf and      microwave   ?  chassis to card grounding protects against      electrostatic discharge during insertion and     removal of hot swappable insert cards   ? ruggedized aluminum chassis resists shock      and vibration the optiva ot-cc-16f  fan cooled chassis is a ruggedized alumi - num-housing unit that accepts any optiva insert card. this high  capacity 16-card chassis provides  the state of the art platform  for density and space utilization.   a variety of optiva cards have  been developed for this platform including analog and digital  video, l-band and if-band rf, analog and digital audio, serial data,  and ethernet. optiva cards have been developed to support both  optical and daisy-chaining non-optical formats. new insert cards are being devel - oped to satisfy additional signal formats and applications as well.  ot-cc-16f optiva fan cooled enclosures ot-cc-16f option-003 ( rear mount, long mounting ears  shown)  satcom datasheet   |   september 2012 ? 2012 emcore corporation    |    rev 2012.09  626-293-3400  satcom-sales@emcore.com www.emcore.com information contained herein is deemed to be reliable and accurate as of the issue date.   emcore reserves the right to change the design or specifcations at any time without notice.

 short mounting ears front rear (card entry side) 11.52 front rear 11.52 long mounting ears front rear 15.52 OT-CC-16F-001   ? rear mount, short mounting ears ot-cc-16f-002   ? front mount, short mounting ears ot-cc-16f-003   ? rear mount, long mounting ears ot-cc-16f optiva fan cooled enclosures  satcom datasheet   |  september 2012 ? 2012 emcore corporation    |    rev 2012.09  626-293-3400 satcom-sales@emcore.com www.emcore.com information contained herein is deemed to be reliable and accurate as of the issue date.   emcore reserves the right to change the design or specifcations at any time without notice.
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