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		  Datasheet File OCR Text:


		  rev. a/ah   2007 - 08 - 22     TZ100B  -  tz330b 1w zener diodes  taitron components incorporated   www.taitroncomponents.com   tel:    (800) - taitron  (800) - 824 - 8766   (661) - 257 - 6060   fax:    ( 800 ) - taitfax    ( 800 ) - 824 - 8329    ( 661 ) - 257 - 6415   page   1   of 4   1w zener diodes   features                                                                                     ?  zener voltage 100v to 330v  ?  low zener impedance  ?  low regulation factor  ?  plastic package has underwriters laboratory   flammability classification 94v-0  ?  high temperature soldering guaranteed:   260c/10 seconds, 0.375" (9.5mm) lead length at 5lbs. (2.3kg tension)  ?  rohs compliant     mechanical data   case:  do-41, molded plastic  terminals:  axial leads, solderable per  mil-std-202, method 208  polarity:  cathode indicated by color band  approx weight:  0.34 gram  mounting position:  any    maximum ratings  (t  ambient =25oc unless noted otherwise)   symbol    description  value   unit   conditions  p d   power dissipation   1.0  w  fig.1  t j   operating junction temperature  150  c    t stg   storage temperature range  -55 to 150 c    v f   maximum instantaneous forward voltage  1.0  v  i f =0.5a    do-41   

 rev. a/ah   2007 - 08 - 22     www.taitroncomponents.com   page 2   of 4 1w zener diodes TZ100B  -  tz330b fig.2-  typical forward characteristic  v f , instantaneous forward voltage (v)   fig.1-max. continuous power dissipation  t l , lead temperature (c)  electrical characteristics   (t  ambient =25oc unless noted otherwise)  norminal zener voltage  @  i zt   test  current  v z (v)  max. zener impedance  max. reverse  leakage current        i r   @  v r   part no.  nom.  min.  max.  i zt (ma) z zt @   i zt   z zk @   i zk   i zk (ma) i r   (  a)  v r (v)  TZ100B 100 95 105 5.0  350 3000 0.25  0.5  75  tz110b 110 104.5 115.5 5.0  450 4000 0.25  0.5  80  tz115b 115 109.25 120.75 5.0  500 4250 0.25  0.5  85  tz120b 120 114 126 5.0  550 4500 0.25  0.5  90  tz130b 130 123.5 136.5 5.0  700 5000 0.25  0.5  95  tz135b 135 128.25 141.75 5.0  750 5250 0.25  0.5  100  tz140b 140 133 147 5.0  800 5500 0.25  0.5  105  tz150b 150 142.5 157.5 5.0 1000 6000 0.25  0.5  110  tz160b 160 152 168 5.0 1100 6500 0.25  0.5  120  tz170b 170 161.5 178.5 5.0 1200 6750 0.25  0.5  130  tz180b 180 171 189 5.0 1300 7000 0.25  0.5  140  tz190b 190 180.5 199.5 5.0 1500 7500 0.25  0.5  150  tz200b 200 190 210 5.0 1700 8000 0.25  0.5  160  tz240b 240 228 252 5.0 2200 8500 0.25  0.5  180  tz270b 270 256.5 283.5 5.0 2500 8750 0.25  0.5  200  tz300b 300 285 315 5.0 3000 9000 0.25  0.5  220  tz330b 330 313.5 346.5 5.0 4000 9500 0.25  0.5  240  typical characteristics curves                               i f , instantaneous forward current (a)   pd, power dissipation (w)  

 rev. a/ah   2007 - 08 - 22     www.taitroncomponents.com   page 3   of 4 1w zener diodes TZ100B  -  tz330b                                dimensions in inch (mm)                          fig.4-typical reverse characteristics     percent of rated zener voltage (%)  i r , instantaneous reverse current (a)   fig.3-typical temperature coefficients               v z,  zener voltage @i zt (v)    vz, temperature coefficient  (mv/c) @ i zt     do-41  (do-204al) 

 rev. a/ah   2007 - 08 - 22     www.taitroncomponents.com   page 4   of 4 1w zener diodes TZ100B  -  tz330b         how to contact us    us headquarters  28040 west harrison parkway, valencia, ca 91355-4162  tel: (800) taitron (800) 824-8766 (661) 257-6060  fax: (800) taitfax (800) 824-8329 (661) 257-6415  email:  taitron@taitroncomponents.com   http:// www.taitroncomponents.com   taitron components mexico, s.a .de c.v.  boulevard central 5000 interior 5 parque industrial atitalaquia, hidalgo c.p.  42970 mexico  tel: +52-55-5560-1519  fax: +52-55-5560-2190  taitron components incorporated representa??es do brasil ltda  rua domingos de morais, 2777, 2.andar, sala 24 sade - s?o paulo-sp 04035-001 brazil  tel: +55-11-5574-7949  fax: +55-11-5572-0052  taitron components incorporated, shanghai representative office  cross region plaza, 899 lingling road, suite 18c, shanghai, 200030, china  tel: +86-21-5424-9942  fax: +86-21-5424-9931 
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