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		  Datasheet File OCR Text:


		  https://www.phoenixcontact.com/us/produkte/0401023 14.05.2012???page? 1 ?/? 4 power terminal block?-?ek 135?-?0401023 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://download.phoenixcontact.com) power terminal block, connection method?screw connection, load current :?125 a, cross section: ?0.75 mm2?-?35 mm2, width:?12 mm, color:?aluminum product description power terminal block, connection method?screw connection, load current :?125 a, cross section: ?0.75 mm2?-?35 mm2, width:?12 mm, color:?aluminum why buy this product ?this can be done easily with the branch terminal block because the terminal block can later be attached and firmly clamped anywhere on a copper rail (up to max. 5 mm thick)  ?   ? key commercial data packing unit 1 minimum order quantity 1 catalog page page 501 (cl1-2011) gtin weight per piece (including packing) 0.0 grm weight per piece (excluding packing) 38.12 grm country of origin germany technical data general color aluminum dimensions length 40 mm width 12 mm technical data maximum load current 125 a (with 35 mm2 conductor cross section) nominal current in 125 a (with 35 mm2 conductor cross section) connection data conductor cross section solid min. 0.75 mm2

 https://www.phoenixcontact.com/us/produkte/0401023 14.05.2012???page? 2 ?/? 4 power terminal block?-?ek 135?-?0401023 technical data connection data conductor cross section solid max. 35 mm2 conductor cross section stranded min. 0.75 mm2 conductor cross section stranded max. 3 mm2 conductor cross section awg/kcmil min. 18 conductor cross section awg/kcmil max 2 conductor cross section stranded, with ferrule without plastic sleeve min. 0.75 mm2 conductor cross section stranded, with ferrule without plastic sleeve max. 35 mm2 conductor cross section stranded, with ferrule with plastic sleeve min. 0.75 mm2 conductor cross section stranded, with ferrule with plastic sleeve max. 35 mm2 2 conductors with same cross section, solid min. 0.75 mm2 2 conductors with same cross section, solid max. 10 mm2 2 conductors with same cross section, stranded min. 0.75 mm2 2 conductors with same cross section, stranded max. 10 mm2 2 conductors with same cross section, stranded, ferrules without plastic sleeve, min. 0.75 mm2 2 conductors with same cross section, stranded, ferrules without plastic sleeve, max. 10 mm2 2 conductors with same cross section, stranded, twin ferrules with plastic sleeve, min. 0.75 mm2 2 conductors with same cross section, stranded, twin ferrules with plastic sleeve, max. 10 mm2 connection method screw connection stripping length 14 mm screw thread m6 tightening torque, min 3.2 nm tightening torque max 3.7 nm classifications eclass eclass 4.0 27141131 eclass 4.1 27141131 eclass 5.0 27141131 eclass 5.1 27141131 eclass 6.0 27141120 etim etim 2.0 ec000897 etim 3.0 ec000897 etim 4.0 ec000897

 https://www.phoenixcontact.com/us/produkte/0401023 14.05.2012???page? 3 ?/? 4 power terminal block?-?ek 135?-?0401023 classifications unspsc unspsc 6.01 30211811 unspsc 7.0901 39121410 unspsc 11 39121410 unspsc 12.01 39121410 unspsc 13.2 39121410 approvals certificates certification gost / gost certification ex atex certification submitted approval details gost? gost? accessories accessories assembly support?-?uab 1?-?3032431 support, width:?2 mm, color:?blue ? ?

 https://www.phoenixcontact.com/us/produkte/0401023 14.05.2012???page? 4 ?/? 4 power terminal block?-?ek 135?-?0401023 accessories support?-?abn 2/ss?-?0404460 double support, insulating material, optionally for use with 3 x 10 mm or 6 x 6 mm busbar, height in closed state: 39 mm ? ? support?-?ab2/ss?-?0404431 double support, insulating material, optionally for use with 3 mm x 10 mm or 6 mm x 6 mm busbar, height: 48 mm ? ? support?-?ab/ss?-?0404428 support made of insulating material, with retaining screw, for use with either 3 x 10 mm or 6 x 6 mm busbar, color: gray ? ? neutral busbar?-?nls-cu 3/10 sn 1000mm?-?0402174 pen conductor busbar, 3mm x 10 mm, length: 1000 mm ? ? tools screwdriver?-?szs 1,0x6,5 vde?-?1205079 screwdriver, bladed, vde insulated, size: 1.0 x 6.5 x 150 mm, 2-component grip, with non-slip grip ? ? ? phoenix contact 2012 - all rights reserved http://www.phoenixcontact.com
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