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		  Datasheet File OCR Text:


		   pnp  general purpose  t ransistor http://www.weitron.com.tw weitron maximum ratings thermal  characteristics electrical  characteristics off  characteristics ( t a =25 c unless otherwise noted) 1116 1116a 1116 1116a 1116 1116a 1116 1116a 2SB1116/2SB1116a 3 2 2 3 1 1 -6.0 -6.0 1000 750 -60 -80 -50 -60 -6.0 rating unit unit unit max max min symbol symbol charact er ist ics v v v v v v ma mw c c +150 -55 to +150 p d t j t stg collector base emitter 1/4 22-jan-09 le a d( p b) - f r ee p b emitter-base breakdown voltage (le=-100a, lc=0) collector-base breakdown voltage (lc=-100a, le=0) collector-emitter breakdown voltage (lc=-1ma, lb=0) v (br)cbo v (br)ceo v (br)ebo characteristics v ceo v cbo v ebo l c collector current continuous emitter-base voltage collector-base voltage collector-emitter voltage -60 -80 -50 -60 symbol to-92 total device dissipation  alumina substrate,t a =25c junction temperature storage temperature

 http://www.weitron.com.tw weitron 2SB1116/2SB1116a 2/4 22-jan-09  electrical  characteristics ( t a =25 c unless other wise not ed) (c oun tinued) 1116 1116a - on characteristics off  characteristics dc current gain collector emitter saturation voltage base emitter saturation voltage transition frequency h v v mhz fe v ce(sat) v be(sat) f t 135 81 600 -  -0.3 - -1.2 70 - characteristics symbol min max unit  electrical classification of h fe (1)  characteristics ( t a =25 c unless other wise not ed) (c oun tinued) characteristics symbol min typ max unit v cb =-60v, l e =0 v cb =-80v, l e =0 v eb =-6v, l c =0 v ce =-2v, l c =-0.1a v ce =-2v, l c =-1a l c =-1a, l b =-50ma l c =-1a, l b =-50ma base emitter voltage v v be -0.6 -0.7 v ce =-2v, l c =-0.1a v ce =-2v, l c =-0.05a transition frequency pf c ob t on t s t f - - - - - 25 - s - 0.07 - - 0.7 - - 0.07 - v cb =-10v, l e =0, f=1mhz transition frequency v cc =-10v, l c =-0.1a, l b1 =-l b2 =-0.01a, v =2 to 3v v cc =-10v, l c =-0.1a, l b1 =-l b2 =-0.01a, v =2 to 3v v cc =-10v, l c =-0.1a, l b1 =-l b2 =-0.01a, v =2 to 3v rank range l 135-270 k 200-400 u 300-600 transition frequency transition frequency -0.1 - -0.1 a a l cbo l ebo

 http://www.weitron.com.tw weitron 2SB1116/2SB1116a 3/4 22-jan-09 typical characteristics

 dim a b c d e g h j k l m i n 3 . 3 0 1 . 1 0 0 . 3 8 0 . 3 6 4 . 4 0 3 . 4 3 4 . 3 0 max t o-92 t o-92  outline  dimensions u n i t : m m 3.70 1.40 0.55 0.51 4.70 - 4.70 2.64 14.50 1.270t yp e c h a b d l j k g 2.44 14.10 http://www.weitron.com.tw weitron 2SB1116/2SB1116a 4/4 22-jan-09  
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