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		  Datasheet File OCR Text:


		  electric double layer capacitor dynacap dvn series  for  re-flow soldering specifications features  size:  12.5  8.5 mm ,  compatible with surface mounting and low esr.  high voltage of 5.5v   unlike batteries, safe and high reliab ility without containing active and hazardous substances.  unlike batteries, excellent charge and discharge characteristics with no chemical reactions.  responds to temperature 260  during the reflow peek. ed-2201e-3 note: design, specification are subject to change without notice. elna co., ltd.      3-8-11 shin-yokohama,kouhoku-ku,yokohama-city,kanagawa,222-0033 japan  tel. +81-45-470-7254   fax. +81-45-470-7260 co.,ltd. http://www.elna.co.jp/ max. operating voltage (v) category temperature range (  ) size   d  l (mm) internal resistance (  ) at 1 khz rated capacitance (f) product name dvn-5r5d  t  -r5 5.5v.dc 0.047f 30  -25  +70   12.5  8.5 mm weight (g) 3.1g applications memory backup for rtc and the others ,instantaneous power assist for batteries appearance sample 0.3 12.5 0.5 8.5 max dimensions 13 0.2 13 0.2 (5.0) (5.0) (5.0) (1.2) 0.4 0. 2 3.2 6.0 4.0 6.0 unit :   recommended land pattern size 0.1f 0.22f  =rated capacitance symbol 0.047f  473 0.1f  104 0.22f   224 reference,  =additional symbol new  www.datasheet.net/  datasheet pdf - http://www..co.kr/

 electric double layer capacitor dynacap dvn series  for  re-flow soldering ed-2201e \ 3 elna co., ltd.      3-8-11 shin-yokohama,kouhoku-ku,yokohama-city,kanagawa,222-0033 japan  tel. +81-45-470-7254   fax. +81-45-470-7260 co.,ltd. http://www.elna.co.jp/ recommended re-flow conditions ??`?150?120 pre heat : 150  or less ,  within 120sec. 260 250 240 230 020 10 30 50 40 60 ?`? () peak temperature on the surface of capacitor ?`rg re-flow time (sec.)  period of above 230  attention :  ?`???????rg??? recommmend reflow work at lower temperature in shorter time from the above conditon . 0.3v??R???B??`?? do not reflow solder when cell voltage remains 0.3v and above . ??H?{??? please refer to the specification sheet upon ordering. ?`? peak temperature 230 150 ?`rg re-flow time 120 ??` : 150?120 preheating : 150  or less, within 120sec. ??  temperature on the surface of capacitor rg time  sec. 260 new reel  www.datasheet.net/  datasheet pdf - http://www..co.kr/
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