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		  Datasheet File OCR Text:


		  specifcations general connectors   2 x plug-in terminal blocks  (#14 ~ 28 awg) power consumption   0.6 w @ 24 v dc watchdog timer   system (1.6 second) &  communication supported protocols  ascii command and  modbus/rtu relay output breakdown voltage   500 v ac  (50/60 hz) channels  4 x form a   4 x form c contact rating   ac:  0.5 a @ 120 v   (resistive)    0.25 a @ 240 v     dc:  1 a @ 30 v       0.3 a @ 110 v  initial insulation   1 g ?  min. at 500 v dc   resistance relay   off   time   4 ms   (typical) relay   on   time   3 ms   (typical) maximum operating speed   50 operations/min (at related load) ? ? ? ? ? ? ? ? ? ? ? adam-4068 adam-4060 adam-4068 ADAM-4069 common specifcations power input   unregulated 10 ~ 30 v dc ? adam-4060  specifcations general connectors   2 x plug-in terminal blocks  (#14 ~ 22 awg) power   consumption   0.8 w @ 24 v dc watchdog timer   system (1.6 second) supported protocols   ascii command relay output breakdown   voltage   500 v ac  (50/60 hz) channels    2 x form a   2 x form c contact   rating    ac:  0.6 a @ 125 v    (resistive)       0.3 a @ 250 v     dc:  2 a @ 30 v       0.6 a @ 110 v initial insulation   1 g  ?  min. at 500 v dc   resistance relay   off   time   2 ms   (typical) relay   on   time   3 ms   (typical) maximum operating speed   20 operations/min (at related load)  ? ? ? ? ? ? ? ? ? ? ? ADAM-4069 specifcations general connectors   2 x plug-in terminal blocks  (#14 ~ 28 awg) power consumption   2.2 w @ 24 v dc watchdog timer   system (1.6 second) &  communication supported protocols  ascii command and  modbus/rtu relay output breakdown voltage    1,000 v ac  (50/60 hz) channels  4 x form a   4 x form c contact rating  ac: 5 a @ 250 v   (resistive)    dc: 5 a @ 30 v initial insulation   1 g ?  min. at 500 v dc   resistance relay off time   5.6 ms   (typical) relay on time   5 ms   (typical) maximum operating speed   6 operations/min (at related load) ? ? ? ? ? ? ? ? ? ? ? ordering information adam-4060   4-ch relay output module adam-4068   8-ch relay output  module with modbus ADAM-4069  8-ch power relay output  module with modbus ? ? ? 4-ch relay output module  8-ch relay output module with modbus 8-ch power relay output module with modbus environment humidity   5 ~ 95% rh operating   -10 ~ 70 c (14 ~ 158 f)   temperature storage temperature   -25 ~ 85 c (-13 ~ 185 f) ? ? ? unit: mm dimensions rs-485 i/o modules rohs compliant 2002/95/ec rohs compliant 2002/95/ec rohs compliant 2002/95/ec
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