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		  Datasheet File OCR Text:


		  402 soho series smb series overview accessories * all specifcations and photos are subject to change without notice. ? 2012 axiomtek co., ltd. all rights reserved. 1 network appliances r ea r  view f ront view dimensions pa cking list 1  x sata  cable 1  x sata  cable 1  x rj-45 to db9 (f) 1.8m specifications ordering information * s p ecifications and certifications are based on  o p tions and ma y  var y . ** r ecommen d  or d ering optiona l  ca bl e  k it wit h   f irst or d er . n a-340fl-d 6g i  compact networ k  app l iance wit h  inte l ? atom ? ? -1. 8g   p rocessor d525 1.8 ghz and 6 10/100/1000mb p s   ( inte l ?  82583v) ? c k 9 a1 0 4   ca bl e  k it (p/n: 8816e320010e) 59416112100e  cable db9  ( m )  - rj-45, l: 1.5m straight cable e2922 111 00    ax92211 wped-150gn wire l ess 802.11  b / g /n mo d u le fanless desktop network  appliance platform with intel ?   atom?  pr ocessor d525 and 6 lans na-340fl fe atures   low power and high performance inte l ?   atom?  processor d525 1.8 ghz with 1m/512k l2 cache  and intel ?  ich8m pch chipset   supports 6 10/100/1000mbps ethernet ports (inte l ?   82583v is default)   supports bios redirected to com port   supports one 2.5" sa ta  hdd   fanless and noiseless operation   suitable for vpn, network bandwidth controlle r,   firewall application s   supports inte l ?  hyper-threading technology   supports bios quick boo t introduction na-340fl  is  a  fanless  com p act  network  hardware  p latform  for  vpn,  firewall,  utm  an d   ot h er  networ k   app l ications.  it  supports  l ow  power  inte l ?   a to m ? p rocessor  d425/  d525  1.8  ghz  with  intel ? ich8m  pch  chi p set  and  features  a  1u  d es k to p   f orm  f actor.  t h e  noise l ess  s y stem  su pp orts  u p   to  4  gb  o f   ddr3  800  memory.  in  a dd ition,  na-340fl  f eatures  one  interna l   2.5"  hdd  f or  storing  event  lo g .  to  p revent  p roblems  from  sudden  shutdown,  the  na-340fl  su pp orts  lan  b ypass  f unction  t h roug h   so f tware  program  (optiona l ).  meantime,  t h e  mini  pcie  ca rd i s  f o r  w ifi  w ir eless   ca rd in stallat i o n . c p u    inte l ? atom ? ?  processor d525 1.8 ghz with 1m/512k ? l 2 cac h e (d425 is avai l a bl e upon request) c h ipset   inte l ? ich8m pch chipset ? m emory   1  x ddr3 800 (sing l e c h anne l ) so-dimm max. up to 4 gb    (un b u ff ere d  non-ecc) (wi d e temp. support is avai l a bl e   u pon request.) b i os   a mi pnp   f l as h  bi os  wit h   f unction o f  bi os  re d irecte d  to  com port p h dd inter f ace   1  x 2.5 sa ta  hdd (wi d e temp. support is avai l a bl e upon  request.) q) n etwor k  inter f ace   6 x 10/100/1000m b ps et h ernet (inte l ? 82583v (default),    ? inte l ? 82574l  (optional)) ? ss d   1  x  c fast ? (wi d e temp. support is avai l a bl e upon request.) i/ o  inter f ace   1  x rs-232 (rj-type connector), 2 x usb connector , 6 x rj-45 connector , 1 x dc-in power jac k (power  d in as option) wa tc hd og  ti mer   u p to 8 stepping  f or porting us b   2 x usb 2.0 port on rear si d e, rest are interna l  pin  h ea d ers e xpansion s l ot   p cie mini car d  (usb transaction  b us) o t h er features   l an  b ypass  f unction t h roug h   l atc h  re l ay (one group) p ower supp l y   1  x 12v , 5a  power a d apter os com p ati b i l it y     l inux re dh at k erne l  2. 6 f orm  f actor   1 u  d es k top led p ower , hdd, lin k /act wit h  trans f er rate, lan  b ypass (optional), gpio programmable  (p ), pg operating  te mp.   pg p 0  c  ~ +40  c (32 (  f  ~ 1 6 4  f) ) storage  t emp.   - 20  c  ~ +70  c  (-4  f ~ +158  f) h umi d ity   1 0% ~ 95% rh, non-con d ensing ch assis materia l     s tee l di mens i ons   4 4 mm (1.73") (h) x 230 mm (9.00") (w ) x 152.8 mm (6.01") (d) () () we ight (net/gross)    g( g) 2.5 kg (5.51 lb)/2.9 kg (6.39 lb) g( )g () c erti f ication   fcc   c l ass b/ c e c l ass b fanless low p ower specifications dimensions pa cking list ordering information rear view f r o n t   view 1  x  s ata  ca bl e 1  x  s ata  ca bl e 1  x rj-45 to db9 (f) 1.8m conso l e ca bl e (rc) cross ca bl e 1  x rj-45 to db9 (f) 1.8m conso l e ca bl e (rc) cross ca bl e n a- 200 a-d 6 ei  hig h  per f ormance networ k  security  -1.2g  a pp liance with intel ? ep80579 soc 1.2 ghz    ? cpu, 6 10/100/1000m bp s n a-200b-d6ei  hig h  per f ormance networ k  security  - 600   a pp liance with intel ? ep80579 soc 600 mhz    ? cpu, 6 10/100/1000m b ps (quic k assist  technology support ) c k 9 a1 0 4   cable kit  ( p/n: 8816e320010e ) ax 92 1 0 1  vg a  minip c i mo d u l e 59416112100e  c able db9  ( m )  - rj-45, l: 1.5m straight cable desktop network  appliance platform with intel ?  ep80579 soc  pr ocessor and 6 lans NA-200A/b fe atures   intel ?  ep80579 soc 1.2 ghz with 256kb l2 cache  processor   supports 6 10/100/1000mbps ethernet ports   (intel ?  82574, 82541pi, marvell 88e1141)    supports bios redirected to com port feature s   supports one 2.5? sa t a2 hdd   high computing performance and throughput for  processor and lan ports   supports inte l ?  quickassist technology   suitable for network appliance; vpn, network   bandwidth controller , firewall and utm introduction t h e  na-200  series  is  a  1u  d es k top  networ k   app l iance  w h ic h   consists  o f   NA-200A  w ith  su pp ort  of  intel ?   ep80579  soc  1.2  ghz  with  256  kb  l2  cache  and  na-200b  w it h   support  o f   inte l ? ep8057 9   s o c   6 00  mhz  wit h   inte l ? quic k assist  tec h no l ogy.  w ith  bein g   onl y   44  x  221  x  151  mm  in  size,  the  NA-200A/b  su pp orts  six  gi g abit  lan  ports,  ddr2  800  so-dimm  non-ecc  memory  or  ecc  memory  up  to  2gb,  an d one  minipci  inter f ace  f or  exten d e d   networ k in g   a ppl ication.  t h e  NA-200A/b  h as  powerful  storage  interfaces  including  one  2.5 ?   sata2  hdd  bay  and  a  compactf l as h ? card.  to  prevent  sudden  shutdown,  the  NA-200A/b  supports  lan  ? b yp ass function throu g h wdt and gpio  p in definitions.  c pu   i n tel ? ep80579 soc 1.2 ghz (NA-200A), ? i n tel ? ep80579 soc 600 mhz w/ quickassist (na-200b)  ? memor y     1  x ddr2 800 so-dimm max. up to 2 gb  ( non-ecc )   ( default )  or 1  x ddr2 800 so-cdimm max. up to 2 gb  ( with ecc )   ( optional ) b i os   a mi 16mbit pnp  flash bios with function of bios redirected  to  co m  p ort h dd in te rf ace     1  x  2.5 ? s at a 2  hdd netwo rk in te rf ace   6 x 10/100/1000mb p s ethernet  ( intel ? 82574l, 82541 pi, marvell 88e1141) ? ss d 1  x com p actflash ? type-ii ? i/o interface  1  x r s - 232  rj-45 connector ,   2  x u s b connector ,   6  x rj-45  c onnector , 1 x dc-in  p ower   j ack, s y stem reset switch,    f actor y  default switch wa tchdo g   ti mer  255 ste pp in g  for  p ortin g us b  2 x usb  p ort on rear side, rest are internal  p in headers e x p ansion slot  1  x 32bit/33mhz minipci slot other features  *  lan b yp ass function throu g h wdt  and gpio  p in control     ( one group ) *  su pp orts intel quickassist technolo gy  for accelerator  a g ent enablin g *  su pp orts s y stem reset switch and software factor y  default  sw i tch p ower su pp l y     1  x 12v , 5a   p ower ada p ter os com p atibilit y     r edhat linux 2.4 and 2.6 k ernel  fo rm f acto r   1 u deskto p l e d    po we r,  hdd, lan b yp ass, link/act with transfer rate  op eratin g   te m p .   0  c  ~ +45  c   (32  f  ~ 11 3  f) s tora g e  te m p .   -20  c  ~ +7 0  c   ( - 4  f  ~ +1 58  f) h umidit y     1 0% ~ 95% rh, non-condensin g chassis material    s teel di m e n sio n s     4 4 mm  ( 1.7 3 " )   ( h )  x  22 1.4 mm  (8 . 66 " )   ( w )     x  151.5 mm  ( 5. 9 4" )   ( d ) we ight  ( net/gross )   2.5 kg  ( 5.51 lb ) /2.9 kg  ( 6.39 lb ) certification   fcc class b/ce class  b * s p ecifications and certifications are based on  o p tions and ma y    vary . ** r ecommen d  or d ering optiona l  ca bl e  k it wit h   f irst or d er . low p ower
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