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		  Datasheet File OCR Text:


		  403 * all specifcations and photos are subject to change without notice. www.axiomtek.com pa cking list 1  x sa ta  ca ble 1  x sa ta  ca ble dimensions ordering information specifications fe atures n a- 8 11a-d4 g i  low  p ower networ k   a ppl iance wi t h  ul v inte l ? -1g  ce l ero n ?  m 1 ghz/0k (l2 cache) cpu,     ? 4 10/100/1000mb p s n a-811b-d4 g i  hig h  per f ormance networ k  app l iance    w ith socket 479 intel ?  p entium ? ?  m,  ? 4 10/100/1000m b ps c k 9 a1 00    ca bl e  k it (p/n: 88080000640e) desktop network  appliance platform with ul v intel ?  celeron ?  m/  pe ntium ?  m p rocessor and 4 lans NA-811A/b   low power and high performance ul v intel ?   celeron ?  m 1 ghz with 0k cache or socket 479  intel ?  pe ntium ?  m processo r   supports 4 10/100/1000mbps ethernet ports    (intel ?  82573l)    supports bios redirected to com port feature s   supports one 2.5? sa ta  hdd   high computing performance and throughput for  processor and lan ports   suitable for network appliance: vpn, network  bandwidth controller , firewall and utm introduction t h e  na-811  series  is  a  1u  d es k top  f orm  f actor  wit h   f our  giga b it  lan  ports  d esigne d   f or  sma ll   an d   h ome  o ff ice  app l ications.  it  supports  a  soc k et  479  inte l ? pent i um ? m  processor  or  an  ulv  inte l ?   c e l eron ? m  1ghz/0k  (l2  cac h e)  processor.  to  p revent  networ k   p ro bl ems  w h en  t h e  pl at f orm  s h uts  d own,  t h e  na-811  series  s u pp orts one  g rou p  of lan  b yp ass function throu g h wdt and gpio  p in definitions.  i n  order  to  p rovide  the  best  network  p erformance  and  best  utilization,  the  p owerful  stora g e  interface  includes  one  2.5 ?   sata  hdd  and  com p actflash ? .   o ne  m inipci  slot  with  32-bit/33mhz  is  available  for  ex p ansion  if  customer  wish  to  insta ll  wire l ess mo d u l e or vpn car d . c p u   u lv  inte l ?  celeron ? ?  m 1 ghz and 0k l2 cache processor    ? on b oar d  (NA-811A) s oc k et 47 9   f or inte l ? p entium ? ? m processor (na-811b) ? c h i p set  inte l ?  910gmle and intel ? ? ich6m (NA-811A) ? inte l ?  915gme and intel ? ? ich6m (na-811b) ? memory  y 2 x ddr2 400/533 so-dimm max. up to 2 gb    p b i os aw ar d  4m b it pnp   f l as h  bi os  wit h   f unction o f  bi os     re d irecte d  to com  p ort h dd inter f ace  1 x  2 .5 ?   s at a  hdd n etwor k  inter f ace  4 x 10/100/1000m b ps et h ernet (inte l ?  82573l)  ? ss d   su pp orts dis k onmo d u l e i/ o  inter f ace  1 x r s - 232  db 9  connector ,   2  x u s b connector ,  4 x rj-45   connector , 1 x dc-in  p ower   j ac k wa tc hd o g   ti mer  2 55 ste pp in g   f or  p ortin g us b  2  x usb 2.0  p ort on rear si d e, rest are interna l   p in  h ea d ers e x p ansion s l ot  1 x 32 b it/33mhz minip c i s l ot o t h er feature   lan  byp ass  f unction t h ro u gh  wdt  an d  gpio  p in contro l   (optiona l )  ( one group ) p ower su pply    1 x 12v , 5a   p ower a d a p ter os com p ati b i l it y    re dh at linux k erne l  2.4 an d  2. 6 f orm factor   1u desktop p l e d    po we r ,  hdd ,  lin k /act wit h  trans f er rate  operating  te mp.   pg p 0  c  ~ +4 0  c (32 (  f ~ 1 0 4  f) ) storage  t emp.   gp - 20  c  ~ +7 0  c (-4 (  f ~ +15 8  f) ) humidity   y 10% ~ 95% rh, non-condensing g ch assis materia l     s tee l di mens i ons   44 mm (1.7 3 ? )  (h) x  22 1.4 mm ( 8 . 26 ? )   ( w )  x 151.5 mm   (5. 96 ? )   (d) we ig h t (net/gross)  2 .35  k g (5.18  lb )/2.61  k g (5.75  lb ) c erti f ication   fcc   c l ass b/ c e c l ass b *  speci f ications an d  certi f ications are  b ase d  on options an d  may    var y. * * r ecommen d  or d ering optiona l  ca bl e  k it wit h   f irst or d er . r ear vie w f r o n t   view low p ower pa cking list dimensions specifications r ear view f ront view 1  x dc power a d apter 12v/5a 1  x dc power a d apter 12v/5a () () 1 x rj-45 to db9 (f) 1.8m console cable (rc) cross cabl e 1 x rj-45 to db9 (f) 1.8m console cable (rc) cross cabl e () () ordering information n a-812a-d 6g i  u l tra  l ow power networ k  app l iance wit h  ul v   i n tel ?  celeron ? ?  m 723, 6 10/100/1000mbps ? c k 9 a1 0 4   cable kit  ( p/n: 8816e320010e ) 5 9 41 6 11 2 1 00 e  c a bl e db9 (m) - rj-45, l: 1.5m straig h t ca bl e desktop network  appliance platform with low p ower  intel ?  core?2 duo p rocessor and 6 lans na-812a fe atures   ultra low power and high performance; up to  lv   intel ?  core?2 duo 1.8 ghz with 6mb l2 cache  processor   supports six 10/100/1000mbps ethernet ports    (intel ?  82574l/82567lm)   supports bios redirected to com port feature s   supports  amt  remote enclosure management   capability , system reset and firmware remote   uploading features    supports one 2.5? sa t a2 hdd   high computing performance and throughput for  processor and lan ports   suitable for network appliance: vpn, network   bandwidth controller , firewall and utm introduction designe d   wit h   green  concept  in  min d ,  t h e  na-812a  integrates  a  l ow  power  inte l ? c or e ? 2  duo  p rocessor  u p   to  1.8  ghz  or  ce l eron ? m  1.2  ghz  processor  with  the  ? mob i le   in tel ? gm45  express  chipset.  two  ddr3  so-dimm  slots  support  800/1066  ? memor y   u p   to  4gb.  available  with  six  gi g abit  ethernet  p orts  thru  pcie  interface,  t he  na-812a  deliveries  hi g h  throu g h p ut.  to   p revent  network  p roblems  when  the  platform  shuts  down,  the  na-812a  supports  one  group  of  lan  bypass  function.  t h e  b ui l t-in  inte l ? active  management  technology  4.0  answers  customers ? ?   ne e d   o f   en h ance d   security  an d   remote  access  f or  easier  maintenance.  for  system  l ogin  wit h  m onitoring  an d   b ui ld ing  contro l   proxy,  t h e  na-812a  h as  space  f or  a  2 .5 ?   s ata 2  hdd.  cpu   low  p ower intel ?  core ? ? 2 duo/ p enryn processor  ? ? up  to 1.8 ghz, intel ?   celeron ? ?  m 1.2 ghz (723)  ? ( default )  onboard  chi p set   in tel ?  gm45 and intel ? ?  ich9-iem ? m emor y   2  x so-dimm ddr3 800/1066 max.  u p  to 4 gb   b ios ami 32mbit pnp  flash bios with function of bios     redirected to com  p ort h dd in te rf ace    1 x 2 .5 ?  sa t a2 hdd netwo rk in te rf ace   6  x 10/100/1000mbps ethernet  ( intel ?  82574l/82567lm) ? ssd   su pp orts diskonmodule throu g h sa t a2 interface  i/o interface  1 x rs-232 rj-45 connector , 2 x usb connector ,  6  x rj-45 connector , 1 x dc-in  p ower   j ack, s y stem reset   switch, factor y  default switch wa tchdo g   ti mer  2 55 ste pp in g  for  p ortin g u sb  2  x usb 2.0  p ort on rear side, rest are internal  p in headers e x p ansion slot  1 x 32bit/33mhz minipci slot other feature  lan b yp ass function thro u g h wdt  and gpio  p in control   ( optional )   ( one group ) p ower su pp l y    1 x 12v , 5a   p ower ada p ter m ana g ement   in tel ?   am t  (active management  te chnology) 4.0 ? ca p abilit y    su pp orts remote dia g nosis and control os com p atibilit y    linux r edhat k ernel 2.6  fo rm  facto r   1u deskto p l ed   po we r,  hdd, lan b yp ass, link/act with transfer rate  o p eratin g   te m p .   0  c ~ +40  c  ( 32  f ~ 1 0 4  f )   stora g e  te m p .   -2 0  c ~ +70  c  ( -4  f ~ +1 58  f ) h umidit y    10% ~ 95% rh, non-condensin g chassis material   steel d im e n s i o n s    44 mm  ( 1.73 ? )   ( h )  x 221 mm  ( 8.66 )   ( w )  x 151.5 mm  ( 5.94 )   ( d ) we ight  ( net/gross )   2 .5 kg  ( 5.51 lb ) /2.9 kg  ( 6.39 lb ) certification   fcc class b/ce class  b *  specifications and certifications are based on options and may    v ary . * * r ecommen d  or d ering optiona l  ca bl e  k it wit h   f irst or d er . low p ower amt
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